Page 1



3GPP TSG-RAN WG2 #31 
Tdoc (
R2-022339

Arlanda, Sweden, 19-23 August 2002

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.321
	CR
	123
	(

rev
	-
	(

Current version:
	5.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Optional use of a maximum transmission delay for MAC-hs SDUs

	
	

	Source:
(

	TSG-RAN WG2

	
	

	Work item code:
(

	HSDPA-L23
	
	Date: (

	19/08/2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	In RAN2#30, based on discussion on R2-021628, it was agreed to ask RAN3 to add a delay attribute to RNSAP and NBAP, so that the Node B could discard any ‘out-of-date’ MAC-hs SDUs.

	
	

	Summary of change:
(

	It is specified that the MAC-hs scheduler may discard some MAC-hs SDU based on this delay attribute. Detail used are left to UTRAN implementation.

	
	

	Consequences if 
(

not approved:
	Imcomplete description of HSDPA: use of the RNSAP and NBAP delay attribute IE won’t be mentionned in the MAC specification.

	
	

	Clauses affected:
(

	11.6.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

11.6.1
Network operation

The following are the functions of the various functional entities at the network in support of the HARQ protocol used on HS-DSCH.

11.6.1.1
Scheduler

The scheduler performs the following functions:

-
Schedules all UEs within a cell;

-
Services priority queues:

-
The scheduler schedules MAC-hs SDUs based on information from upper layers. One UE may be associated with one or more MAC-d flows. Each MAC-d flow contains HS-DSCH MAC-d PDUs for one or more priority queues.

-
Determines the HARQ Entity and the queue to be serviced;

-
Indicates the Queue ID and TSN to the HARQ entity for each MAC-hs PDU to be transmitted;

-
Schedules new transmissions and retransmissions:

-
Based on the status reports from HARQ Processes the scheduler determines if either a new transmission or a retransmission should be made. A new transmission can however be initiated on a HARQ process at any time. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any ‘out-of-date’ MAC-hs SDU.
-
Determines the redundancy version:

-
The scheduler determines a suitable redundancy version for each transmitted and retransmitted MAC-hs PDU and indicates the redundancy version to lower layer.

11.6.1.2
HARQ entity

-
There is one HARQ entity per UE in UTRAN.

-
The HARQ entity sets the Queue ID in transmitted MAC-hs PDUs. UTRAN should:

-
set the Queue ID based on the identity of the queue being serviced.

-
The HARQ entity sets the transmission sequence number (TSN) in transmitted MAC-hs PDUs. UTRAN should:

-
set the TSN to value 0 for the first MAC-hs PDU transmitted for one HS-DSCH and Queue ID;

-
increment the TSN with one for each transmitted MAC-hs PDU on a HS-DSCH and Queue ID.

-
The HARQ entity sets the HARQ process identifier in transmitted MAC-hs PDUs. UTRAN should:

-
determine a suitable HARQ process to service the MAC-hs PDU and set the HARQ process identifier accordingly.

11.6.1.3
HARQ process

-
The HARQ process sets the New data indicator in transmitted MAC-hs PDUs. UTRAN should:

-
set the New Data Indicator to the value "0" for the first MAC-hs PDU transmitted by a HARQ process;

-
not increment the New Data Indicator for subsequent transmissions of a MAC-hs PDU;

-
increment the New Data Indicator with one for each transmitted MAC-hs PDU containing new data.

-
The HARQ process processes received status messages. UTRAN should:

-
deliver received status messages to the scheduler.
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