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9.1.11
RELOCATION REQUEST ACKNOWLEDGE

This message is sent by the target RNC to inform the CN about the result of the resource allocation for the requested relocation.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Target RNC To Source RNC Transparent Container
	O
	
	9.2.1.30
	
	YES
	ignore

	RABs Setup List
	O
	
	
	
	YES
	ignore

	>RABs Setup Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	reject

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	O
	
	9.2.2.1
	
	-
	

	>>Iu Transport Association
	O
	
	9.2.2.2
	
	-
	

	>>Assigned RAB Parameter Values
	O
	
	9.2.1.44
	
	YES
	ignore

	RABs Failed To Setup List
	O
	
	
	
	YES
	ignore

	>RABs Failed To Setup Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Cause
	M
	
	9.2.1.4
	
	-
	

	Chosen Integrity Protection Algorithm
	O
	
	9.2.1.13
	Indicates the Integrity Protection algorithm that will be used by the target RNC.
	YES
	ignore

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the Encryption algorithm that will be used by the target RNC.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.19
SRNS CONTEXT REQUEST

This message is sent by the CN to source RNC to indicate the PS RABs for which context transfer shall be performed.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	RABs Subject To Data Forwarding List
	M
	
	
	
	YES
	ignore

	>RABs Subject To Data Forwarding Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	reject

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.31
DATA VOLUME REPORT REQUEST

This message is sent by the CN to request unsuccessfully transmitted data volumes for specific RABs.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	RABs Data Volume Report List
	M
	
	
	
	YES
	ignore

	>RABs Data Volume Report Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	reject

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.44
RESET RESOURCE

This message is sent by either CN or RNC. The sending entity informs the receiving entity that the sending requests the receiving entity to release resources and references associated to Iu signalling connection identifiers in the message.

Direction: CN (( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	Reset Resource List
	M
	
	
	
	YES
	ignore

	>Reset Resource Item IEs
	
	1 to <maxnoofIuSigConIds>
	
	
	EACH
	reject

	>>Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	-
	

	Global RNC-ID
	O
	
	9.2.1.39
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofIuSigConIds
	Maximum no. of Iu signalling connection identifiers. Value is 250.



9.1.45
RESET RESOURCE ACKNOWLEDGE

This message is sent by either the CN or RNC inform the CN or RNC that the RESET RESOURCE message has been received.

Direction: CN (( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Reset Resource List
	M
	
	
	
	YES
	ignore

	>Reset Resource Item IEs
	
	1 to <maxnoofIuSigConIds>
	
	This list shall be in the same order as the list received in the RESET RESOURCE message.
	EACH
	reject

	>>Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	-
	

	Global RNC-ID
	O
	
	9.2.1.39
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofIuSigConIds
	Maximum no. of Iu signalling connection identifiers. Value is 250.
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