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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

CPCH
Common Packet CHannel

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DGPS
Differential Global Positioning System

DL
Downlink

DRAC
Dynamic Resource Allocation Control

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

FACH
Forward Access Channel

FDD
Frequency Division Duplex

FFS
For Further Study

GC-SAP
General Control SAP

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MCC
Mobile Country Code

MD
Mandatory default

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

NACC
Network Assisted Cell Change
NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PSI
Packet System Information
P-TMSI
Packet Temporary Mobile Subscriber Identity

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RL
Radio Link

RLC
Radio Link Control

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SF
Spreading Factor

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

S-RNTI
SRNC - RNTI

SSDT
Site Selection Diversity Transmission

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network

8.3.11
Inter-RAT cell change order from UTRAN
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Figure 8.3.11-1: Inter–RAT cell change order from UTRAN
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Figure 8.3.11-2: Inter-RAT cell change order from UTRAN, failure case

8.3.11.1
General

The purpose of the inter-RAT cell change order procedure is to transfer, under the control of the network, a connection between the UE and UTRAN to another radio access technology (e.g. GSM). This procedure may be used in CELL_DCH and CELL_FACH state. This procedure may be used when no RABs are established or when the established RABs are only from PS domain.

8.3.11.2
Initiation

The procedure is initiated when UTRAN orders a UE in CELL_DCH or CELL_FACH state, to make a cell change to a radio access technology other than UTRAN, e.g. GSM.

To initiate the procedure, UTRAN sends a CELL CHANGE ORDER FROM UTRAN message.

8.3.11.3
Reception of an CELL CHANGE ORDER FROM UTRAN message by the UE

The UE shall be able to receive a CELL CHANGE ORDER FROM UTRAN message and perform a cell change order to another RAT, even if no prior UE measurements have been performed on the target cell.
The UE shall:

1>
start timer T309; and

1>
establish the connection to the other radio access technology, as specified within IE "Target cell description". This IE specifies the target cell identity, in accordance with the specifications for that other RAT. In case the target cell is a GSM/ GPRS cell, IE "Target cell description" may also include IE "NC mode", which specifies the cell selection mode to be applied in the target cell; and

1>
if IE "NC mode" is not included in the CELL CHANGE ORDER FROM UTRAN:

2>
retrieve it from the target cell as specified in [43];

2>
act upon IE "NC mode" as specified in [43].

1>
if the IE "RAB Information List" is included in the CELL CHANGE ORDER FROM UTRAN message:

2>
ignore the contents of the IE "RAB Information List".

NOTE:
Requirements concerning the establishment of the radio connection towards the other radio access technology and the signalling procedure are outside the scope of this specification. In case of GSM/GPRS proceed according to the procedure Network control cell reselection procedure as specified in [44].
1> if the UE supports UTRAN to GERAN Network Assisted Cell Change, the IE "Geran-System Information" is present and the UE is in CELL_DCH state:

2> if according to [44] the IE “GERAN System Information” includes a correct and consistent set of SI or PSI messages:

3> use this information as the system information to begin access on the target GERAN cell.

2> otherwise:

3> ignore the IE “GERAN System Information” and continue the Cell Change Order procedure.
8.3.11.4
Successful completion of the cell change order

The UE regards the procedure as completed when it has received a successful response from the target RAT, e.g. in case of GSM when it received the response to a (PACKET) CHANNEL REQUEST in the new cell.

Upon successful completion of the cell change order, the UE shall:

1>
stop timer T309;

1>
clear or set variables upon leaving UTRA RRC connected mode as specified in subclause 13.4.

Upon indication of the UE having successfully completed the cell change order, UTRAN should:

1>
release the radio connection; and

1>
remove all context information for the concerned UE.

NOTE:
The release of the UMTS radio resources is initiated from another RAT.

8.3.11.5
Expiry of timer T309 or UE fails to complete requested cell change order

If:

-
timer T309 expires prior to the successful establishment of a connection to the target RAT; or

-
if the establishment of the connection to the other RAT failed due to other reasons e.g. (random) access failure, rejection due to lack of resources:

the UE shall:

1>
if it received the CELL CHANGE ORDER FROM UTRAN message in state CELL_DCH:

2>
for HS-DSCH remove existing HS-PDSCH configurations;
2>
otherwise revert back to the UTRA configuration;

2>
establish the UTRA physical channel(s) used at the time for reception of CELL CHANGE ORDER FROM UTRAN;

2>
if the UE does not succeed in establishing the UTRA physical channel(s):

3>
perform a cell update procedure according to subclause 8.3.1 with cause "Radio link failure";

3>
when the cell update procedure has completed successfully:

4>
proceed as below.

2>
transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message setting the information elements as specified below:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry;

3>
set the IE "Inter-RAT change failure" to "physical channel failure".

2>
When the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layer for transmission, the procedure ends.

1>
if the UE receives the CELL CHANGE ORDER FROM UTRAN message in CELL_FACH state:

2>
revert to the cell it was camped on at the reception of the CELL CHANGE ORDER FROM UTRAN message;

2>
if the UE is unable to return to this cell:

3>
select a suitable UTRA cell according to [4];

3>
initiate the cell update procedure according to subclause 8.3.1 using the cause "cell re-selection";

3>
when the cell update procedure completed successfully:

4>
proceed as below.

2>
transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message setting the information elements as specified below:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL CHANGE ORDER FROM UTRAN message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry;

3>
set the IE "Inter-RAT change failure" to "physical channel failure".

2>
When the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layer for transmission:

3>
the procedure ends.

8.3.11.6
Unsupported configuration in CELL CHANGE ORDER FROM UTRAN message

If the UTRAN instructs the UE to perform a non-supported cell change order scenario or to use a non-supported configuration, the UE shall:

1>
transmit a CELL CHANGE ORDER FROM UTRAN FAILURE message, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "Inter-RAT change failure" to "configuration unacceptable";

2>
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

3>
resume normal operation as if the CELL CHANGE ORDER FROM UTRAN message has not been received;

3>
and the procedure ends.

8.3.11.7
Invalid CELL CHANGE ORDER FROM UTRAN message

If the CELL CHANGE ORDER FROM UTRAN message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
set the IE "RRC transaction identifier" in the CELL CHANGE ORDER FROM UTRAN FAILURE message to the value of "RRC transaction identifier" in the entry for the CELL CHANGE ORDER FROM UTRAN message in the table "Rejected transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "Inter-RAT change failure" to the cause value "protocol error";

1>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

1>
transmit a CELL CHANGE ORDER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC;
1>
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

2>
resume normal operation as if the invalid CELL CHANGE ORDER FROM UTRAN message has not been received;

2>
and the procedure ends.

10.2.5
CELL CHANGE ORDER FROM UTRAN

This message is used to order a cell change from UTRA to another radio access technology, e.g., GSM.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	RB Information elements
	
	
	
	
	

	RAB information list
	OP
	1 to <maxRABsetup>
	
	This IE should not be included in this version of the protocol.
	

	>RAB info
	MP
	
	RAB info 10.3.4.8
	
	

	Other information elements
	
	
	
	
	

	Target cell description
	MP
	
	
	
	

	>CHOICE Radio Access Technology
	MP
	
	
	Two spare values are needed.
	

	>>GSM
	
	
	
	
	

	>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	

	>>>Band Indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	

	>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	

	>>>NC mode
	OP
	
	Bit string(3)
	Includes bits b1-b3 of the NC mode IE specified in [43].

b1 is the least significant bit.

NOTE:
The Bit string should be extended to 4 bits in a later version of the message.
	

	>>>CHOICE GERAN System Info type
	OP
	
	
	
	REL-5

	>>>> SI

	
	
	GERAN system information

10.3.8. 4f
	SI3, SI13, SI1 [44] 
	REL-5

	>>>>PSI

	
	
	GERAN system information

10.3.8. 4f
	PSI1, PSI2, PSI4 [44]
	REL-5

	>>IS-2000
	
	
	
	
	


10.3.8.4f
GERAN system information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	>>> GERAN System Info
	MP
	1 to <maxGERANSI>
	
	
	REL-5

	>>>> GERAN system info block 


	MP
	
	Octet string(1..23)
	The first octet contains octet 1 of the GERAN system information block, the second octet contains octet 2 of the GERAN system information block and so on.
	REL-5


10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxDRACclasses
	Maximum number of UE classes which would require different DRAC parameters
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	MaxHProcesses
	Maximum number of H-ARQ processes
	[6]
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per Size index identifier (SID) permitted for MAC-hs
	[16]
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTF-CPCH
	Maximum number of TFs in a CPCH set 
	16
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxTFCI-1-Combs
	Maximum number of TFCI (field 1) combinations
	512
	

	maxTFCI-2-Combs
	Maximum number of TFCI (field 2) combinations
	512
	

	maxCPCHsets
	Maximum number of CPCH sets per cell
	16
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHcodes
	Maximum number of HSSCCH codes that can be assigned to a UE
	[4]
	REL-5

	maxPCPCH-APsubCH
	Maximum number of available sub-channels for AP signature on PCPCH
	12
	

	maxPCPCH-CDsubCH
	Maximum number of available sub-channels for CD signature on PCPCH
	12
	

	maxPCPCH-APsig
	Maximum number of available signatures for AP on PCPCH
	16
	

	maxPCPCH-CDsig
	Maximum number of available signatures for CD on PCPCH
	16
	

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH

	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxPDSCHcodes
	Maximum number of codes for PDSCH
	16
	

	maxPDSCH-TFCIgroups
	Maximum number of TFCI groups for PDSCH
	256
	

	maxPDSCHcodeGroups
	Maximum number of code groups for PDSCH
	256
	

	maxPCPCHs
	Maximum number of PCPCH channels in a CPCH Set
	64
	

	maxPCPCH-SF
	Maximum number of available SFs on PCPCH
	7
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	6
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxSat
	Maximum number of satellites to measure
	16
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	maxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	maxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	maxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	maxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	maxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	maxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5


	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	maxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	maxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	


10.3.3.41
UE multi-mode/multi-RAT capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Multi-RAT capability 
	
	
	
	
	

	Support of GSM
	MP
	
	Boolean
	
	

	Support of multi-carrier
	MP
	
	Boolean
	
	

	Multi-mode capability 
	MP
	
	Enumerated (TDD, FDD, FDD/TDD)
	
	

	Support of UTRAN to GERAN NACC
	MP
	
	Boolean
	
	REL-5


11
Message and Information element abstract syntax (with ASN.1)

This clause contains definitions for RRC PDUs and IEs using a subset of ASN.1 as specified in [14]. PDU and IE definitions are grouped into separate ASN.1 modules.

11.2
PDU definitions

 -- ***************************************************

--

-- CELL CHANGE ORDER FROM UTRAN

--

-- ***************************************************

CellChangeOrderFromUTRAN ::= CHOICE {


r3







SEQUENCE {



cellChangeOrderFromUTRAN-IEs

CellChangeOrderFromUTRAN-r3-IEs,



v5xyNonCriticalExtensions


SEQUENCE {




cellChangeOrderFromUTRAN-v5xyext
CellChangeOrderFromUTRAN-v5xyext-IEs,






nonCriticalExtensions


SEQUENCE {} OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {} 


}

}

CellChangeOrderFromUTRAN-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy






IntegrityProtectionModeInfo


OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



-- the IE rab-InformationList is not used in this version of the specification, it should



-- not be sent and if received it should be ignored. The IE may be used in a later



-- version of the protocol and hence it is not changed into a dummy


rab-InformationList



RAB-InformationList




OPTIONAL,



interRAT-TargetCellDescription
InterRAT-TargetCellDescription

}

CellChangeOrderFromUTRAN-v5xyext-IEs ::= SEQUENCE {




geran-SystemInfoType



CHOICE
{





sI








GERANSystemInformation,




pSI








GERANSystemInformation


}

OPTIONAL
}

InterRAT-TargetCellDescription::=
SEQUENCE {


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




bsic







BSIC,




frequency-band





Frequency-Band,




bcch-ARFCN






BCCH-ARFCN,




ncMode







NC-Mode



OPTIONAL



},



is-2000







NULL,



spare2







NULL,



spare1







NULL


}

}

-- ***************************************************

--

-- INTER RAT HANDOVER INFO

--

-- ***************************************************

InterRATHandoverInfo ::= SEQUENCE {


-- This structure is defined for historical reasons, backward compatibility with 04.18


predefinedConfigStatusList

CHOICE {



absent






NULL,



present






PredefinedConfigStatusList


},


uE-SecurityInformation


CHOICE {



absent






NULL,



present






UE-SecurityInformation


},


ue-CapabilityContainer


CHOICE {



absent






NULL,



-- present is an octet aligned string containing Ie UE-RadioAccessCapabilityInfo


present






OCTET STRING (SIZE (0..63))


},


-- Non critical extensions


v390NonCriticalExtensions

CHOICE {



absent






NULL,



present






SEQUENCE {




interRATHandoverInfo-v390ext
InterRATHandoverInfo-v390ext-IEs,




v3a0NonCriticalExtensions

SEQUENCE  {





interRATHandoverInfo-v3a0ext
InterRATHandoverInfo-v3a0ext,





laterNonCriticalExtensions

SEQUENCE {






interRATHandoverInfo-v3d0ext 
InterRATHandoverInfo-v3d0ext-IEs,





-- Container for additional R99 extensions






interRATHandoverInfo-r3-add-ext

BIT STRING
OPTIONAL,






v4xyNonCriticalExtensions

SEQUENCE {







interRATHandoverInfo-v4xyext
InterRATHandoverInfo-v4xyext-IEs,






-- Reserved for future non critical extension







v5xyNonCriticalExtensions

SEQUENCE {








interRATHandoverInfo-v5xyext
InterRATHandoverInfo-v5xyext-IEs,








nonCriticalExtensions


SEQUENCE {}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}


}
}

InterRATHandoverInfo-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext
}

InterRATHandoverInfo-v3a0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

InterRATHandoverInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

InterRATHandoverInfo-v4xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4xyext
UE-RadioAccessCapability-v4xyext
}

InterRATHandoverInfo-v5xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5xyext
UE-RadioAccessCapability-v5xyext

}
-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING

OPTIONAL,







v4xyNonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v4xyext
RRCConnectionSetupComplete-v4xyext-IEs,









v5xyNonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v5xyext
RRCConnectionSetupComplete-v5xyext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v5xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5xyext

UE-RadioAccessCapability-v5xyext
}
-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList



OPTIONAL,



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




v380NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v380ext

UECapabilityInformation-v380ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v3a0ext

UECapabilityInformation-v3a0ext,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







ueCapabilityInformation-r3-add-ext

BIT STRING

OPTIONAL,







-- Reserved for future non critical extension







v4xyNonCriticalExtensions


SEQUENCE {








ueCapabilityInformation-v4xyext

UECapabilityInformation-v4xyext,








v5xyNonCriticalExtensions


SEQUENCE {









ueCapabilityInformation-v5xyext
UECapabilityInformation-v5xyext,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

UECapabilityInformation-v370ext::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}

UECapabilityInformation-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext


OPTIONAL,



dl-PhysChCapabilityFDD-v380ext


DL-PhysChCapabilityFDD-v380ext

}

UECapabilityInformation-v3a0ext::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext

UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

UECapabilityInformation-v4xyext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-r4-ext

UE-RadioAccessCapability-r4-ext

OPTIONAL,



ue-RadioAccessCapability-v4xyext
UE-RadioAccessCapability-v4xyext

}

UECapabilityInformation-v5xyext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-r5-ext

UE-RadioAccessCapability-r5-ext

OPTIONAL,



ue-RadioAccessCapability-v5xyext
UE-RadioAccessCapability-v5xyext
}

-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************
MessageAuthenticationCode ::=

BIT STRING (SIZE (32))

MinimumSF-DL ::=




ENUMERATED {











sf1, sf16 }

MinimumSF-UL ::=




ENUMERATED {











sf1, sf2, sf4, sf8, sf16 }

MultiModeCapability ::=



ENUMERATED {











tdd, fdd, fdd-tdd }

MultiRAT-Capability ::=



SEQUENCE {


supportOfGSM





BOOLEAN,


supportOfMulticarrier



BOOLEAN
}
UE-MultiModeRAT-Capability-v5xyext ::=

SEQUENCE {


supportOfUtranToGeranNacc


BOOLEAN,

}
UE-RadioAccessCapability-r5-ext ::=
SEQUENCE {


dl-CapabilityWithSimultaneousHS-DSCHConfig
DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability-r5-ext



PDCP-Capability-r5-ext,


rlc-Capability-r5-ext



RLC-Capability-r5-ext,

physicalChannelCapability


PhysicalChannelCapability-hspdsch-r5

}
UE-RadioAccessCapability-v5xyext ::=
SEQUENCE {


ue-MultiModeRAT-Capability-v5xyext


UE-MultiModeRAT-Capability-v5xyext
}
-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************
Geran-systemInformation
::=

SEQUENCE (SIZE (1..maxGERANSI)) OF Geran-SysteminfoBlock
Geran-SystemInfoBlock


OCTET STRING (SIZE (1..23))
-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,




v380NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,





-- Reserved for future non critical extension





v390NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,






v3a0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,






v3b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,








v3c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,









laterNonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,










-- Container for additional R99 extensions










sRNC-RelocationInfo-r3-add-ext

BIT STRING

OPTIONAL,










v4xyNonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4xyext


SRNC-RelocationInfo-v4xyext-IEs,











-- Reserved for future non critical extension











v5xyNonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v5xyext


SRNC-RelocationInfo-v5xyext-IEs,












nonCriticalExtensions


SEQUENCE {}
OPTIONAL










}

OPTIONAL









}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




nonCriticalExtensions


SEQUENCE {}
OPTIONAL




},



criticalExtensions




SEQUENCE {}


}

}

SRNC-RelocationInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs


-- If the extension v380 is included use the extension for the ciphering status per CN domain



cipheringStatus




CipheringStatus,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



-- The order of occurrence in the IE cipheringInfoPerRB-List is the


-- same as the RBs in the IE “Signalling RB information list” and in the 



-- IE “RAB information list”. The signalling RBs are supposed to be listed



-- first. Only UM and AM RBs that are ciphered are listed here



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



-- The order of occurrence in the IE srb-SpecificIntegrityProtInfo is the


-- same as the SRBs in the IE "Signalling RB information list"


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





transChDRAC-Info



DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



cn-DomainIdentity




CN-DomainIdentity,



cipheringStatusList




CipheringStatusList

}

SRNC-RelocationInfo-v390ext-IEs ::= SEQUENCE {



cn-DomainInformationList-v390ext
CN-DomainInformationList-v390ext

OPTIONAL,



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

OPTIONAL,



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext,


failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCIphering-v3a0ext

START-Value,



cipheringInfoForSRB1-v3a0ext

CipheringInfoForSRB1-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL
}
SRNC-RelocationInfo-v3b0ext-IEs ::= SEQUENCE {


-- cn-domain identity for IE startValueForCiphering-v3a0ext included in previous extension



cn-DomainIdentity



CN-DomainIdentity,



-- the IE startValueForCiphering-v3b0ext contains the start values for each CN Domain. The 


-- value of start indicated by the IE startValueForCiphering-v3a0ext should be set to the


-- same value as the start-Value for the corresponding cn-DomainIdentity in the IE 



-- startValueForCiphering-v3b0ext


startValueForCiphering-v3b0ext

STARTList2







OPTIONAL

}
SRNC-RelocationInfo-v3c0ext-IEs ::= SEQUENCE {


-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage



RB-Identity  

OPTIONAL
}
SRNC-RelocationInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

STARTList2 ::=





SEQUENCE (SIZE (2..maxCNdomains)) OF











STARTSingle

SRNC-RelocationInfo-v4xyext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4xyext
UE-RadioAccessCapability-v4xyext
}
SRNC-RelocationInfo-v5xyext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v5xyext
UE-RadioAccessCapability-v5xyext

}
CipheringInfoForSRB1-v3a0ext ::= SEQUENCE {



dl-UM-SN






BIT STRING (SIZE (7))

}

CipheringStatusList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain

CipheringStatusCNdomain ::=



SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus
}

SRNC-RelocationInfo-r4-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r4,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r4



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList-r4


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





transChDRAC-Info



DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,



failureCause




FailureCauseWithProtErr



OPTIONAL

}

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER
::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER
::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER
::= 8

maxCellMeas 



INTEGER
::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER
::= 4

maxCPCHsets




INTEGER
::= 16

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER
::= 6

maxDRACclasses



INTEGER
::= 8

maxFACHPCH




INTEGER
::= 8

maxFreq





INTEGER
::= 8

maxFreqBandsFDD



INTEGER
::= 8

maxFreqBandsTDD



INTEGER
::= 4

maxFreqBandsGSM



INTEGER
::= 16
maxGERANSI




INTEGER ::= 8
maxHProcesses 



INTEGER ::= 6

maxHSDSCHTBIndex


INTEGER ::= 64

maxHSDSCHTBIndex-tdd384

INTEGER ::= 512

maxHSSCCHs




INTEGER ::= 4

maxInterSysMessages 

INTEGER
::= 4

maxLoCHperRLC



INTEGER ::= 2

maxMAC-d-PDUsizes


INTEGER ::= 16
maxMeasEvent



INTEGER
::= 8

maxMeasIntervals


INTEGER
::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER
::=  8

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER
::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER
::= 15

maxOtherRAT-16



INTEGER
::= 16

maxPage1




INTEGER
::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER
::= 7

maxPCPCHs




INTEGER
::= 64

maxPDCPAlgoType



INTEGER
::= 8

maxPDSCH




INTEGER
::= 8

maxPDSCH-TFCIgroups
 

INTEGER
::= 256

maxPRACH




INTEGER
::= 16

maxPRACH-FPACH



INTEGER
::= 8

maxPredefConfig



INTEGER
::= 16

maxPUSCH




INTEGER
::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER
::= 16

maxRAT





INTEGER
::= 16

maxRB





INTEGER
::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER
::= 8

maxRBperRAB




INTEGER
::= 8

maxReportedGSMCells


INTEGER
::= 6

maxRL





INTEGER
::= 8

maxRL-1





INTEGER
::= 7

maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxSat





INTEGER
::= 16

maxSCCPCH




INTEGER
::= 16

maxSIB





INTEGER
::= 32

maxSIB-FACH




INTEGER
::= 8

maxSIBperMsg



INTEGER ::= 16

maxSRBsetup




INTEGER
::= 8

maxSystemCapability


INTEGER
::= 16

maxTF





INTEGER
::= 32

maxTF-CPCH




INTEGER
::= 16

maxTFC





INTEGER
::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER
::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER
::= 32

-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER
::= 14

maxTS-1





INTEGER ::= 13 

maxTS-LCR




INTEGER
::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER
::= 8

END
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