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10.3.6.46
PDSCH system information

NOTE:
Only for TDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PDSCH information
	MP
	1 to <maxPDSCH>
	
	
	

	>PDSCH Identity
	MP
	
	Integer(1..hiPDSCHidentities)
	
	

	>PDSCH info
	MP
	
	PDSCH info 10.3.6.44
	
	

	>SFN Time Info
	CH-Block17
	
	SFN Time Info 10.3.6.75
	
	

	>DSCH TFS
	OP
	
	Transport format set 10.3.5.23
	
	

	>DSCH Transport Channels
	OP
	1 to <maxTrCH>
	
	If PDSCH is configured for 3.84Mcps TDD in R5 this IE may be included.
	REL-5

	>> DSCH Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	REL-5

	>>DSCH TFS
	MP
	
	Transport format set 10.3.5.23
	
	REL-5

	>DSCH TFCS
	OP
	
	Transport Format Combination Set 10.3.5.20
	
	


	Condition
	Explanation

	Block17
	This IE is not needed in System Information Block 17. Otherwise it is optional.


10.3.6.66
PUSCH system information

NOTE:
Only for TDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PUSCH information
	MP
	1 to <maxPUSCH>
	
	
	

	>PUSCH Identity
	MP
	
	Integer(1..hiPUSCHidentities)
	
	

	>PUSCH info
	MP
	
	PUSCH info 10.3.6.63
	
	

	>SFN Time Info
	CH-Block17
	
	SFN Time Info 10.3.6.75
	
	

	>USCH TFS
	OP
	
	Transport format set 10.3.5.23
	
	

	>USCH Transport Channels
	OP
	1 to <maxTrCH>
	
	If PUSCH is configured for 3.84Mcps TDD in R5 this IE may be included.
	REL-5

	>> USCH Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	REL-5

	>>USCH TFS
	MP
	
	Transport format set 10.3.5.23
	
	REL-5

	>USCH TFCS
	OP
	
	Transport Format Combination Set 10.3.5.20
	
	


	Condition
	Explanation

	Block17
	This IE is not needed in System Information Block 17. Otherwise it is optional.


11.2
PDU definitions

SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, the following IEs should be absent


--   and the info included in the tdd128SpecificInfo instead.

-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 


-- included. 




pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType5-v4xyext


SysInfoType5-v4xyext-IEs,



-- Extension mechanism for non- rel-4 information





v5xyNonCriticalExtensions
SEQUENCE {




sysInfoType5-v5xyext


SysInfoType5-v5xyext-IEs


OPTIONAL,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType5-v4xyext-IEs ::= SEQUENCE {


pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL

}

SysInfoType5-v5xyext-IEs::= SEQUENCE


HCR-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType6 ::=




SEQUENCE {


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset,





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, pusch-SysInfoList-SFN,





-- pdsch-SysInfoList-SFN and openLoopPowerControl-TDD should be absent





-- and the info included in the tdd128SpecificInfo instead.




-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should 





-- also be included.




pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList


OPTIONAL,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList

OPTIONAL,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType6-v4xyext


SysInfoType6-v4xyext-IEs,



-- Extension mechanism for non- rel-4 information





v5xyNonCriticalExtensions
SEQUENCE {




sysInfoType6-v5xyext


SysInfoType6-v5xyext-IEs


OPTIONAL,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType6-v4xyext-IEs ::= SEQUENCE {


-- openLoopPowerControl-IPDL-TDD is present only if IPDLs are applied for TDD


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,


-- If SysInfoType6 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included


-- in PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 


-- IE rach-TransportFormatSet shall be absent and the corresponding IEs in the following 


-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext
OPTIONAL


}















OPTIONAL

}

SysInfoType6-v5xyext-IEs::= SEQUENCE


HCR-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

< break >

SysInfoType17 ::=




SEQUENCE {


-- Physical channel IEs



-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, pusch-SysInfoList and



-- pdsch-SysInfoList should be absent and the info included in the



-- tdd128SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 



-- included.


pusch-SysInfoList



PUSCH-SysInfoList



OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList



OPTIONAL,


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType17-v4xyext


SysInfoType17-v4xyext-IEs,




v5xyNonCriticalExtensions
SEQUENCE {




sysInfoType17-v5xyext


SysInfoType17-v5xyext-IEs


OPTIONAL,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType17-v4xyext-IEs ::= SEQUENCE {


tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList



PUSCH-SysInfoList-LCR-r4

OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList-LCR-r4

OPTIONAL


}
















OPTIONAL

}

SysInfoType17-v5xyext-IEs::= SEQUENCE


HCR-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList


PUSCH-SysInfoList-HCR-r5
OPTIONAL,



pdsch-SysInfoList


PDSCH-SysInfoList-HCR-r5
OPTIONAL


}














OPTIONAL

}

PUSCH-SysInfoList-SFN-HCR-R5 ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo-HCR-r5,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PDSCH-SysInfoList-SFN-HCR-R5 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo-HCR-R5,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-HCR-R5 ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF PUSCH-SysInfo-HCR-r5

PDSCH-SysInfoList-HCR-R5 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF PDSCH-SysInfo-HCR-r5

PUSCH-SysInfo-HCR-r5 ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-transport-channels



USCH-transport-channels



OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

USCH-transport-channels ::=

SEQUENCE (SIZE (1..maxTrCH)) OF










SEQUENCE {


usch-transport-channel-identity

TransportChannelIdentity,

usch-TFS






TransportFormatSet

}
PDSCH-SysInfo-HCR-r5 ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-transport-channels



DSCH-transport-channels



OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

DSCH-transport-channels ::=

SEQUENCE (SIZE (1..maxTrCH)) OF










SEQUENCE {


dsch-transport-channel-identity

TransportChannelIdentity,

dsch-TFS






TransportFormatSet

}
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