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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	1947
	-
	R99
	IE “Tx diversity mode” in ACTIVE SET UPDATE message
	F
	3.14.0
	3.15.0
	R2-031334
	TEI

	25.331
	1948
	-
	Rel-4
	IE “Tx diversity mode” in ACTIVE SET UPDATE message
	A
	4.8.0
	4.9.0
	R2-031335
	TEI

	25.331
	1949
	-
	Rel-5
	IE “Tx diversity mode” in ACTIVE SET UPDATE message
	A
	5.3.0
	5.4.0
	R2-031336
	TEI

	25.331
	1950
	1
	R99
	Correction to transport channel traffic volume measurement events 4a and 4b
	F
	3.14.0
	3.15.0
	R2-031397
	TEI

	25.331
	1951
	1
	Rel-4
	Correction to transport channel traffic volume measurement events 4a and 4b
	A
	4.8.0
	4.9.0
	R2-031398
	TEI

	25.331
	1952
	1
	Rel-5
	Correction to transport channel traffic volume measurement events 4a and 4b
	A
	5.3.0
	5.4.0
	R2-031399
	TEI

	25.331
	1953
	-
	R99
	Maximum Number of GPS Almanac Messages to be Stored in UE_POSITIONING_GPS_DATA
	F
	3.14.0
	3.15.0
	R2-031340
	TEI

	25.331
	1954
	-
	Rel-4
	Maximum Number of GPS Almanac Messages to be Stored in UE_POSITIONING_GPS_DATA
	A
	4.8.0
	4.9.0
	R2-031341
	TEI

	25.331
	1955
	-
	Rel-5
	Maximum Number of GPS Almanac Messages to be Stored in UE_POSITIONING_GPS_DATA
	A
	5.3.0
	5.4.0
	R2-031342
	TEI

	25.331
	1979
	-
	R99
	START values on 2G-3G handover
	F
	3.14.0
	3.15.0
	R2-031429
	TEI

	25.331
	1980
	-
	Rel-4
	START values on 2G-3G handover
	A
	4.8.0
	4.9.0
	R2-031430
	TEI

	25.331
	1981
	-
	Rel-5
	START values on 2G-3G handover
	A
	5.3.0
	5.4.0
	R2-031431
	TEI
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