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< NEXT MODIFIED SECTION >

10.3.7.89
UE positioning GPS almanac

This IE contains a reduced-precision subset of the ephemeris and clock correction parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	WNa
	MP
	
	Bit string(8)
	Almanac Reference Week [12]

	Satellite information
	MP
	1 to <maxSat>
	
	



	>SatID
	MP
	
	Enumerated(0..63)
	Satellite ID

	>e
	MP
	
	Bit string(16)
	Eccentricity [12]

	>toa
	MP
	
	Bit string(8)
	Reference Time of Almanac [12]

	>(i
	MP
	
	Bit string(16)
	

	>OMEGADOT
	MP
	
	Bit string(16)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles/sec) [12]

	>SV Health
	MP
	
	Bit string(8)
	

	>A1/2
	MP
	
	Bit string(24)
	Semi-Major Axis (meters)1/2 [12]

	>OMEGA0
	MP
	
	Bit string(24)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles) [12]

	>M0
	MP
	
	Bit string(24)
	Mean Anomaly at Reference Time (semi-circles) [12]

	>(
	MP
	
	Bit string(24)
	Argument of Perigee (semi-circles) [12]

	>af0
	MP
	
	Bit string(11)
	apparent clock correction [12]

	>af1
	MP
	
	Bit string(11)
	apparent clock correction [12]
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< NEXT MODIFIED SECTION >
10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value

	CN information
	
	

	maxCNdomains
	Maximum number of CN domains
	4

	UTRAN mobility information
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15

	maxURA
	Maximum number of URAs in a cell
	8

	maxInterSysMessages
	Maximum number of Inter System Messages
	4

	maxRABsetup
	Maximum number of RABs to be established
	16

	UE information
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8

	maxDRACclasses
	Maximum number of UE classes which would require different DRAC parameters
	8

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16

	RB information
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16

	maxRB
	Maximum number of RBs
	32

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8

	maxRBperRAB
	Maximum number of RBs per RAB
	8

	maxRBallRABs
	Maximum number of non signalling RBs
	27

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2

	TrCH information
	
	

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16

	maxCCTrCH
	Maximum number of CCTrCHs
	8

	maxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32

	maxTF-CPCH
	Maximum number of TFs in a CPCH set 
	16

	maxTFC
	Maximum number of Transport Format Combinations
	1024

	maxTFCI-1-Combs
	Maximum number of TFCI (field 1) combinations
	512

	maxTFCI-2-Combs
	Maximum number of TFCI (field 2) combinations
	512

	maxCPCHsets
	Maximum number of CPCH sets per cell
	16

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16

	maxSIB
	Maximum number of references to other system information blocks.
	32

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8

	PhyCH information
	
	

	maxPCPCH-APsubCH
	Maximum number of available sub-channels for AP signature on PCPCH
	12

	maxPCPCH-CDsubCH
	Maximum number of available sub-channels for CD signature on PCPCH
	12

	maxPCPCH-APsig
	Maximum number of available signatures for AP on PCPCH
	16

	maxPCPCH-CDsig
	Maximum number of available signatures for CD on PCPCH
	16

	maxAC
	Maximum number of access classes
	16

	maxASC
	Maximum number of access service classes
	8

	maxASCmap
	Maximum number of access class to access service classes mappings
	7

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6

	maxPRACH
	Maximum number of PRACHs in a cell
	16

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8

	maxRL
	Maximum number of radio links
	8

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH

	8

	maxPUSCH
	Maximum number of PUSCHs
	(8)

	maxPDSCH
	Maximum number of PDSCHs
	8

	maxPDSCHcodes
	Maximum number of codes for PDSCH
	16

	maxPDSCH-TFCIgroups
	Maximum number of TFCI groups for PDSCH
	256

	maxPDSCHcodeGroups
	Maximum number of code groups for PDSCH
	256

	maxPCPCHs
	Maximum number of PCPCH channels in a CPCH Set
	64

	maxPCPCH-SF
	Maximum number of available SFs on PCPCH
	7

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64

	Measurement information
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1

	maxCellMeas
	Maximum number of cells to measure
	32

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	6

	maxFreq
	Maximum number of frequencies to measure
	8

	maxSat
	Maximum number of satellites to measure
	16

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256

	Frequency information
	
	

	maxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 

	maxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4

	maxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32

	maxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32

	maxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32

	Other information
	
	

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32

	maxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8

	maxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8


 […]









< NEXT MODIFIED SECTION >
13.4.28a
UE_POSITIONING_GPS_DATA

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	GPS Data ciphering info
	OP
	
	UE positioning Ciphering info 10.3.7.86
	

	GPS Deciphering Keys
	OP
	
	
	

	>Current deciphering key
	MP
	
	Bit string(56)
	

	>Next deciphering key
	MP
	
	Bit string(56)
	

	UE positioning GPS reference time
	OP
	
	UE positioning GPS reference time
10.3.7.96
	

	UE positioning GPS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.

	UE positioning GPS DGPS corrections
	OP
	
	UE positioning GPS DGPS corrections 10.3.7.91
	

	UE positioning GPS navigation model
	OP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Enumerated(0..63)
	Satellite ID

	>GPS Ephemeris and Clock Correction parameters
	MP
	
	UE positioning GPS Ephemeris and Clock Correction parameters 10.3.7.91a
	

	UE positioning GPS ionospheric model
	OP
	
	UE positioning GPS ionospheric model 10.3.7.92
	

	UE positioning GPS UTC model
	OP
	
	UE positioning GPS UTC model
10.3.7.97
	

	UE positioning GPS almanac
	OP
	
	
	

	>SatID 
	MP
	1 to <maxSatAlmanacStorage>
	
	

	>>WNa
	MP
	
	
	Same as IE in 10.3.7.89

	>>DataID
	MP
	
	
	Same as IE in 10.3.7.89

	>>e
	MP
	
	
	Same as IE in 10.3.7.89

	>>toa
	MP
	
	
	Same as IE in 10.3.7.89

	>>(I
	MP
	
	
	Same as IE in 10.3.7.89

	>>OMEGADOT
	MP
	
	
	Same as IE in 10.3.7.89

	>>SV Health
	MP
	
	
	Same as IE in 10.3.7.89

	>>A1/2
	MP
	
	
	Same as IE in 10.3.7.89

	>>OMEGA0
	MP
	
	
	Same as IE in 10.3.7.89

	>>M0
	MP
	
	
	Same as IE in 10.3.7.89

	>>(
	MP
	
	
	Same as IE in 10.3.7.89

	>>af0
	MP
	
	
	Same as IE in 10.3.7.89

	>>af1
	MP
	
	
	Same as IE in 10.3.7.89

	>SV Global Health
	OP
	
	
	Same as IE in 10.3.7.89

	UE positioning GPS acquisition assistance
	OP
	
	UE positioning GPS acquisition assistance 10.3.7.88
	

	UE positioning GPS real-time integrity
	OP
	
	UE positioning GPS real-time integrity 10.3.7.95
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