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	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	2013
	-
	R99
	Corrections for TDD for the IEs “Downlink DPCH info common for all radio links”
	F
	3.15.0
	3.16.0
	R2-031907
	TEI

	2014
	-
	Rel-4
	Corrections for TDD for the IEs “Downlink DPCH info common for all radio links”
	A
	4.10.0
	4.11.0
	R2-031908
	TEI

	2015
	-
	Rel-5
	Corrections for TDD for the IEs “Downlink DPCH info common for all radio links”
	A
	5.5.0
	5.6.0
	R2-031909
	TEI

	2016
	-
	R99
	TFCS selection guidelines for TFC Subset
	F
	3.15.0
	3.16.0
	R2-031910
	TEI

	2017
	-
	Rel-4
	TFCS selection guidelines for TFC Subset
	A
	4.10.0
	4.11.0
	R2-031911
	TEI

	2018
	-
	Rel-5
	TFCS selection guidelines for TFC Subset
	A
	5.5.0
	5.6.0
	R2-031912
	TEI

	2023
	-
	R99
	Value range of UE Rx-Tx time difference type 2 measurement
	F
	3.15.0
	3.16.0
	R2-031919
	TEI

	2024
	-
	Rel-4
	Value range of UE Rx-Tx time difference type 2 measurement
	A
	4.10.0
	4.11.0
	R2-031920
	TEI

	2025
	-
	Rel-5
	Value range of UE Rx-Tx time difference type 2 measurement
	A
	5.5.0
	5.6.0
	R2-031921
	TEI

	2031
	1
	R99
	Activation Time for DSCH
	F
	3.15.0
	3.16.0
	R2-031972
	TEI

	2032
	1
	Rel-4
	Activation Time for DSCH
	A
	4.10.0
	4.11.0
	R2-031973
	TEI

	2033
	-
	Rel-5
	Activation Time for HS-DSCH
	F
	5.5.0
	5.6.0
	R2-031940
	HSDPA-L23

	2036
	1
	R99
	START value calculation for RLC size change
	F
	3.15.0
	3.16.0
	R2-032049
	TEI

	2037
	1
	Rel-4
	START value calculation for RLC size change
	A
	4.10.0
	4.11.0
	R2-032050
	TEI

	2042
	-
	R99
	Correction of PDCP Configuration for RFC 2507
	F
	3.15.0
	3.16.0
	R2-031960
	TEI

	2043
	-
	Rel-4
	Correction of PDCP Configuration for RFC 2507
	A
	4.10.0
	4.11.0
	R2-031961
	TEI

	2044
	-
	Rel-5
	Correction of PDCP Configuration for RFC 2507
	F
	5.5.0
	5.6.0
	R2-031962
	TEI


