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9.3.2.2
Minimum Requirement – UE capability categories 11,12
For the parameters specified in Table 9.27, the requirements are specified in terms of BLERs at particular reported CQIs when a fixed transport format given by CQI median as shown in Table 9.28. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.27: Test Parameters for CQI test in fading: categories 11-12
	Parameter
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dB
	-8
	-4
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	dB
	0
	5
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	dB
	-8.5

	DPCH 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-DSCH transmission pattern
	-
	“….XOOXOOX….” to incorporate inter-TTI=3 UEs, where “X” indicates TTI in which HS-PDSCH is allocated to the UE, and “O” indicates DTX

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [7]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214


Table 9.28: Minimum requirement for CQI test in fading for categories 11-12
	Reported CQI
	Maximum BLER

	
	Test 1
	Test 2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%
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