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5.2.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329 [16]. 

5.2.6.3.1
Minimum Requirement

--- next changed section ---

6.2.6.3.1.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329[16], are applied.

6.2.6.3.1.2.1
Minimum Requirement

The power of any spurious emission shall not exceed:

Table 6.8 BS Mandatory spurious emissions limits, Category B

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9kHz – 150kHz
	- 36 dBm
	1 kHz 
	Note 1

	150kHz – 30MHz
	- 36 dBm
	10 kHz 
	Note 1

	30MHz – 1GHz
	- 36 dBm
	100 kHz
	Note 1

	1GHz 
(
Fc1 – 19.2 MHz or Fl - 3.2 MHz
whichever is the higher
	- 30 dBm
	1 MHz
	Note 1

	Fc1 - 19.2 MHz or Fl - 3.2MHz
whichever is the higher

(
Fc1 - 16 MHz or Fl - 3.2 MHz
whichever is the higher
	- 25 dBm
	1 MHz
	Note 2

	Fc1 - 16 MHz or Fl - 3.2 MHz
whichever is the higher

(
Fc2 + 16 MHz or Fu + 3.2 MHz
whichever is the lower
	- 15 dBm
	1 MHz
	Note 2

	Fc2 + 16 MHz or Fu + 3.2 MHz
whichever is the lower

(
Fc2 + 19.2MHz or Fu + 3.2MHz
whichever is the lower
	- 25 dBm
	1 MHz
	Note 2

	Fc2 + 19.2 MHz or Fu + 3.2 MHz
whichever is the lower

(
12,5 GHz
	- 30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU-R SM.329 [16], s4.1

NOTE 2:
Specification in accordance with  ITU-R SM.329 [16], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R SM.329 [16], s4.3 and Annex 7. Upper frequency as in ITU-R SM.329 [1], s2.5 table 1


Fc1:
Center frequency of emission of the first carrier transmitted by the BS

Fc2:
Center frequency of emission of the last carrier transmitted by the BS

Fl:
Lower frequency of the band in which TDD operates

Fu:
Upper frequency of the band in which TDD operates 

6.2.6.3.2
Co-existence with GSM 900

--- next changed section ---

G.1.3.1.2
Test method

a)
Common with 3.84 Mcps TDD option.

b)
The BS shall transmit with maximum power declared by the manufacturer with all transmitters active. Set the base station to transmit a signal as stated in Table 8.3.2-1 of TR25.945.

c)
The received power shall be measured over the frequency range 30 MHz to 12.75 GHz, excluding 4MHz below the first carrier frequency to 4 MHz above the last carrier frequency used. The measurement bandwidth shall be 100 kHz between 30 MHz and 1 GHz and 1 MHz above 1 GHz as given in ITU-R SM.329[16]. The video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the measuring receiver, it shall be the maximum available and at least 1 MHz. At each frequency at which a component is detected, the maximum effective radiated power of that component shall be determined, as described in step a).
G.1.3.1.2.1
Explanation difference
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