Page 1



3GPP TSG-RAN3 Meeting #41 
Tdoc (
R3-040236

Malaga, Spain, 16th-20th February 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.413
	CR
	638
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Inaccuracies in the specification of the Overload procedure

	
	

	Source:
(

	RAN3

	
	

	Work item code:
(

	TEI5
	
	Date: (

	09/02/2004

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Several issues regarding the specification of the Overload procedure are raised:

1- Expiry of TinTC is not equivalent to the fact that no OVERLOAD message or no "Signalling Point Congested" information is received during TinTC . Indeed, an OVERLOAD message could have been received in the meantime, but ignored because received during countdown of TigOC (same comment for "Signalling Point Congested" information).

2- The condition for resetting the timer TinTC should not be that "normal load has been resumed": let's assume the number of steps for reduction of signalling traffic is 5 at one point in time. At expiry of the timer, the number of steps is changed to 4. If at the same time, the load has reached normal conditions, the timer will not be reset and that means the number of steps will stick to 4, which is obviously not the desired behaviour.
In addition, the node has no means to know if the load state is 'normal' in the peer entity. 

3- The OVERLOAD message is used only in case of overload in the control plane, which is not reflected in chapter 7 and the text describing the message in chapter 9.

	
	

	Summary of change:
(

	1- A wrong sentence is deleted.

2- The condition for re-starting the TinTC and TinTR timers is corrected.

3- The functions of RANAP and the definition of the OVERLOAD message are precised.

Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release). This CR has an impact under functional point of view. The impact can be considered isolated because it only affects the overload control function.

	
	

	Consequences if 
(

not approved:
	The procedure text of the Overload procedure is self-contradicting and the description of the message in §9 in misleading.

	
	

	Clauses affected:
(

	7, 8.25.1, 9.1.38

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 25.413 Rel-5 CR637

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	- 


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

7
Functions of RANAP

RANAP protocol has the following functions:

-
Relocating serving RNC. This function enables to change the serving RNC functionality as well as the related Iu resources (RAB(s) and Signalling connection) from one RNC to another.

-
Overall RAB management. This function is responsible for setting up, modifying and releasing RABs.

-
Queuing the setup of RAB. The purpose of this function is to allow placing some requested RABs into a queue, and indicate the peer entity about the queuing.

-
Requesting RAB release. While the overall RAB management is a function of the CN, the RNC has the capability to request the release of RAB.

-
Release of all Iu connection resources. This function is used to explicitly release all resources related to one Iu connection.

-
Requesting the release of all Iu connection resources. While the Iu release is managed from the CN, the RNC has the capability to request the release of all Iu connection resources from the corresponding Iu connection.

-
SRNS context forwarding function. This function is responsible for transferring SRNS context from the RNC to the CN for intersystem change in case of packet forwarding.

-
Controlling overload in the Iu interface. This function allows adjusting the load in the control plane of the Iu interface.

-
Resetting the Iu. This function is used for resetting an Iu interface.

-
Sending the UE Common ID (permanent NAS UE identity) to the RNC. This function makes the RNC aware of the UE's Common ID.

-
Paging the user. This function provides the CN for capability to page the UE.

-
Controlling the tracing of the UE activity. This function allows setting the trace mode for a given UE. This function also allows the deactivation of a previously established trace.

-
Transport of NAS information between UE and CN (see [8]). This function has two sub-classes:

1.
Transport of the initial NAS signalling message from the UE to CN. This function transfers transparently the NAS information. As a consequence also the Iu signalling connection is set up.

2.
Transport of NAS signalling messages between UE and CN, This function transfers transparently the NAS signalling messages on the existing Iu signalling connection. It also includes a specific service to handle signalling messages differently.

-
Controlling the security mode in the UTRAN. This function is used to send the security keys (ciphering and integrity protection) to the UTRAN, and setting the operation mode for security functions.

-
Controlling location reporting. This function allows the CN to operate the mode in which the UTRAN reports the location of the UE.

-
Location reporting. This function is used for transferring the actual location information from RNC to the CN.

-
Data volume reporting function. This function is responsible for reporting unsuccessfully transmitted DL data volume over UTRAN for specific RABs.

-
Reporting general error situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.

-
Location related data. This function allows the CN to either retrieve from the RNC deciphering keys (to be forwarded to the UE) for the broadcast assistance data, or request the RNC to deliver dedicated assistance data to the UE.

-
Information Transfer. This function allows the CN to transfer information to the RNC.
These functions are implemented by one or several RANAP elementary procedures described in the following clause.
<<<<<<<<<<<  next change >>>>>>>>>>>>
8.25
Overload Control

8.25.1
General

This procedure is defined to give some degree of signalling flow control. At the UTRAN side, "Processor Overload" and "Overload in the Capability to Send Signalling Messages to the UE" are catered for, and at the CN side, "Processor Overload" is catered for. The procedure uses connectionless signalling.

The philosophy used is to stem the traffic at source with known effect on the service. The algorithm used is:

At the CN side:

-
If TigOC is not running and an OVERLOAD message or "Signalling Point Congested" information is received, the traffic should be reduced by one step. It is also possible, optionally, to indicate the number of steps to reduce the traffic within the Number of Steps IE. At the same time, timers TigOC and TinTC should be started.

-
During TigOC all received OVERLOAD messages or "Signalling Point Congested" information should be ignored.

-
This step by step reduction of traffic should be continued until maximum reduction is obtained by arriving at the last step.

-
If TinTC expires, the traffic should be increased by one step and TinTC should be re-started unless the number of steps by which the traffic is reduced is back to zero.

At the UTRAN side:

-
If TigOR is not running and an OVERLOAD message or "Signalling Point Congested" information is received, the traffic should be reduced by one step. It is also possible, optionally, to indicate the number of steps to reduce the traffic within the Number of Steps IE. At the same time, timers TigOR and TinTR should be started.

-
During TigOR all received OVERLOAD messages or "Signalling Point Congested" information should be ignored.

-
This step-by-step reduction of traffic should be continued until maximum reduction is obtained by arriving at the last step.

-
If TinTR expires, the traffic should be increased by one step and TinTR should be re-started unless the number of steps by which the traffic is reduced is back to zero.

The number of steps and the method for reducing the load are implementation-specific.

There may be other traffic control mechanisms from O&M activities occurring simultaneously.

<<<<<<<<<<<  next change >>>>>>>>>>>>
9.1.38
OVERLOAD
This message is sent by either the CN or the RNC to indicate that the control plane of the node is overloaded.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Number Of Steps
	O
	
	9.2.1.32
	
	YES
	ignore

	Global RNC-ID
	O
	
	9.2.1.39
	
	YES
	ignore

	CN Domain Indicator
	O
	
	9.2.1.5
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore
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