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9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>DSCH Information Response
	O
	
	DSCH FDD Information Response

9.2.2.13B
	
	YES
	ignore

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>TFCI PC Support Indicator
	O
	
	9.2.2.46A
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	DSCH-RNTI
	O
	
	9.2.1.26Ba
	
	YES 
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.


9.1.4.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD , not applicable to 1.28Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >Sync Case
	O
	
	9.2.1.54
	
	–
	

	   >SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	YES
	ignore

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Time Slot for SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	YES
	ignore

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD, not applicable to 1.28Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	YES
	ignore

	>DL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response LCR
	
	0 .. <maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>HS-DSCH Information Response LCR
	O
	
	HS-DSCH TDD Information Response 9.2.3.3ab
	
	YES
	ignore

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	M
	
	9.2.3.13K
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	DSCH RNTI
	O
	
	9.2.1.26Ba
	
	YES
	ignore


	Condition
	Explanation

	Case2
	The IE shall be present if Sync Case IE is equal to "Case2”.

	Case1
	This IE shall be present if Sync Case IE is equal to "Case1".


	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD.

	maxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD.

	maxnoofCCTrCHs
	Maximum number of CCTrCH for one UE for 3.84Mcps TDD.

	maxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	maxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	maxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.


9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>DSCH Information Response
	O
	
	DSCH FDD Information Response

9.2.2.13B
	
	YES
	ignore

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>>>TFCI PC Support Indicator
	O
	
	9.2.2.46A
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>>DSCH-RNTI
	O
	
	9.2.1.26Ba
	
	YES
	ignore

	>>HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.


9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCHs to be Added or Modified
	O
	
	DSCH FDD Information Response

9.2.2.13B
	
	YES
	ignore

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.10D
	
	YES
	ignore

	>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response 9.2.2.19b
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>Secondary CPICH Information Change 
	O
	
	9.2.2.38B
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	DSCH-RNTI
	O
	
	9.2.1.26Ba
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE.


9.1.12.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	See Note 1 below
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR 
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH to be Added
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>> Rx Timing Deviation
	O
	
	9.2.3.7A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>UL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoOfDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>>>> TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.10C
	
	YES
	reject

	>>UL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>UL DPCH to be Added LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH to be Added
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>DL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoOfDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>>>> TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.8E
	
	YES
	reject

	>>>>Maximum DL TX Power 
	O
	
	DL Power
9.2.1.21A
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL TX Power
	O
	
	DL Power
9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>>DL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>DL DPCH to be Added LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH Applicable to 3.84Mcps TDD only
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH to be Added or Modified
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>USCH to be Added or Modified
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	O
	
	9.2.3.13K
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	DSCH-RNTI
	O
	
	9.2.1.26Ba
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


Note 1: This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.

	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE.

	maxnoofUSCHs
	Maximum number of USCHs for one UE.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD.

	maxnoofDPCHs
	Maximum number of DPCH for a UE for 3.84Mcps TDD.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofDPCHLCRs
	Maximum number of DPCH for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.17
RADIO LINK RECONFIGURATION RESPONSE
9.1.17.1
FDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DL Code Information
	O
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.10D
	
	YES
	ignore

	>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response 9.2.2.19b
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE.


9.1.17.2
TDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	See note 1 below
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH To Modify LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>DL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>>>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH Applicable to 3.84Mcps TDD only
	YES
	ignore

	>Uplink Timing Advance Control LCR
	O
	
	9.2.3.13K
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


Note 1: This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.

	Range bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI






CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget




CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,

sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power
Received-total-wide-band-power,

secondary-CCPCH-Info


Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformation



FDD-DL-CodeInformation,


diversityIndication



DiversityIndication-RL-SetupRspFDD,


sSDT-SupportIndicator


SSDT-SupportIndicator,


maxUL-SIR





UL-SIR,


minUL-SIR





UL-SIR,


closedlooptimingadjustmentmode
Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower


MaximumAllowedULTxPower,


maximumDLTxPower



DL-Power,


minimumDLTxPower



DL-Power,

primaryScramblingCode


PrimaryScramblingCode
OPTIONAL,


uL-UARFCN





UARFCN




OPTIONAL,

dL-UARFCN





UARFCN




OPTIONAL,


primaryCPICH-Power



PrimaryCPICH-Power,

dSCHInformationResponse


DSCH-InformationResponse-RL-SetupRspFDD OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

pC-Preamble





PC-Preamble,


sRB-Delay





SRB-Delay,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|

{ ID id-DL-PowerBalancing-ActivationIndicator
CRITICALITY ignore

EXTENSION

DL-PowerBalancing-ActivationIndicator

PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information-Response


CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional}|

{ ID id-TFCI-PC-SupportIndicator

CRITICALITY ignore
EXTENSION
TFCI-PC-SupportIndicator

PRESENCE optional }|


{ ID id-HCS-Prio


CRITICALITY
ignore
EXTENSION
HCS-Prio

PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation

CRITICALITY ignore
EXTENSION
Primary-CPICH-Usage-For-Channel-Estimation

PRESENCE optional },

...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining





Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL


NonCombiningOrFirstRL-RL-SetupRspFDD
}

Combining-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
},


...
}
NonCombiningOrFirstRL-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions



ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationResponse-RL-SetupRspFDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseIE-RL-SetupRspFDD }}

DSCH-InformationResponseIE-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-FDD-InformationResponse   CRITICALITY ignore
TYPE
DSCH-FDD-InformationResponse PRESENCE
mandatory }
}
RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DSCH-RNTI



CRITICALITY ignore


EXTENSION DSCH-RNTI

PRESENCE optional }|


{ ID id-HSDSCH-RNTI


CRITICALITY ignore

EXTENSION HSDSCH-RNTI




PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE optional
} |

--Mandatory for 3.84Mcps TDD only


{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information

OPTIONAL,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info

UL-TimeSlot-ISCP-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

uARFCNforNt




UARFCN



OPTIONAL,


cellParameterID



CellParameterID

OPTIONAL,


syncCase




SyncCase


OPTIONAL,


sCH-TimeSlot



SCH-TimeSlot

OPTIONAL,

-- This IE shall be present if Sync Case IE is equal to "Case2". --

sCTD-Indicator



SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

timingAdvanceApplied

TimingAdvanceApplied,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD


Secondary-CCPCH-Info-TDD
OPTIONAL,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional}|

{ ID id-HCS-Prio


CRITICALITY
ignore
EXTENSION
HCS-Prio

PRESENCE optional }|

{ ID id-TimeSlot-RL-SetupRspTDD

CRITICALITY ignore
EXTENSION
TimeSlot
PRESENCE conditional
},

-- This IE shall be present if Sync Case IE is Case1. --

...

}

UNCHANGED TEXT IS REMOVED
RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
EXTENSION 
RL-LCR-InformationResponse-RL-SetupRspTDD

PRESENCE optional}|


--Mandatory for 1.28Mcps TDD only

{ ID id-HSDSCH-RNTI


CRITICALITY ignore

EXTENSION HSDSCH-RNTI




PRESENCE optional
}|


{ ID id-DSCH-RNTI



CRITICALITY ignore


EXTENSION DSCH-RNTI

PRESENCE optional },

...

}

RL-LCR-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-LCR-Info
UL-TimeSlot-ISCP-LCR-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,


uARFCNforNt




UARFCN




OPTIONAL,


cellParameterID



CellParameterID


OPTIONAL,

sCTD-Indicator

SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration


SynchronisationConfiguration,

secondary-LCR-CCPCH-Info-TDD


Secondary-LCR-CCPCH-Info-TDD




OPTIONAL,

ul-LCR-CCTrCHInformation



UL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-LCR-CCTrCHInformation



DL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse




DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-LCR-InformationResponse


DSCH-LCR-InformationResponse-RL-SetupRspTDD

OPTIONAL,


usch-LCR-InformationResponse


USCH-LCR-InformationResponse-RL-SetupRspTDD     OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation               OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


... 
}

RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|

{ ID id-HCS-Prio







CRITICALITY
ignore
EXTENSION
HCS-Prio






PRESENCE optional }|

{ ID id-HSDSCH-TDD-Information-Response-LCR

CRITICALITY ignore
EXTENSION HSDSCH-TDD-Information-Response
PRESENCE optional}|


{ ID id-UL-TimingAdvanceCtrl-LCR



CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional },


--Mandatory for 1.28Mcps TDD only

...

}

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CauseLevel-RL-SetupFailureFDD



CRITICALITY
ignore 
   TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE mandatory }|

{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureFDD,


...

}

GeneralCauseList-RL-SetupFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-SetupFailureFDD

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


successful-RL-InformationRespList-RL-SetupFailureFDD

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DSCH-RNTI


CRITICALITY ignore

EXTENSION DSCH-RNTI





PRESENCE optional }|

{ ID id-HSDSCH-RNTI


CRITICALITY ignore

EXTENSION HSDSCH-RNTI




PRESENCE optional },

...

}
UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID








RL-ID,


rL-Set-ID







RL-Set-ID,


uRA-Information






URA-Information

OPTIONAL,

sAI









SAI,


gA-Cell








GA-Cell

OPTIONAL,


gA-AccessPointPosition




GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power








Received-total-wide-band-power,

secondary-CCPCH-Info




Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformation





FDD-DL-CodeInformation,


diversityIndication





DiversityIndication-RL-SetupFailureFDD, 


sSDT-SupportIndicator




SSDT-SupportIndicator,


maxUL-SIR







UL-SIR,


minUL-SIR







UL-SIR,


closedlooptimingadjustmentmode


Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower




MaximumAllowedULTxPower,


maximumDLTxPower





DL-Power,


minimumDLTxPower





DL-Power,

primaryCPICH-Power





PrimaryCPICH-Power,

primaryScramblingCode




PrimaryScramblingCode
OPTIONAL,


uL-UARFCN









UARFCN

OPTIONAL,

dL-UARFCN









UARFCN

OPTIONAL,

dSCH-InformationResponse-RL-SetupFailureFDD

DSCH-InformationResponseList-RL-SetupFailureFDD

OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation OPTIONAL,

pC-Preamble







PC-Preamble,


sRB-Delay







SRB-Delay,

iE-Extensions






ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator
CRITICALITY ignore

EXTENSION

DL-PowerBalancing-ActivationIndicator

PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information-Response


CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional}|

{ ID id-TFCI-PC-SupportIndicator

CRITICALITY ignore
EXTENSION
TFCI-PC-SupportIndicator

PRESENCE optional }|


{ ID id-HCS-Prio


CRITICALITY
ignore
EXTENSION
HCS-Prio

PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation

CRITICALITY ignore
EXTENSION
Primary-CPICH-Usage-For-Channel-Estimation

PRESENCE optional },

...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY FDD

--

-- **************************************************************

RadioLinkReconfigurationReadyFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfReadyFDD

PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfReadyFDD

::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponse-RL-ReconfReadyFDD-IEs} }

RL-InformationResponse-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfReadyFDD

PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-ReconfReadyFDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,


maximumDLTxPower



DL-Power

OPTIONAL,


minimumDLTxPower



DL-Power

OPTIONAL,

secondary-CCPCH-Info


Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformationList


DL-CodeInformationList-RL-ReconfReadyFDD
OPTIONAL,


dCHInformationResponse


DCH-InformationResponseList-RL-ReconfReadyFDD
OPTIONAL,

dSCHsToBeAddedOrModified

DSCHsToBeAddedOrModified-RL-ReconfReadyFDD

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-UpdatedIndicator


CRITICALITY ignore
EXTENSION DL-PowerBalancing-UpdatedIndicator

PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION HSDSCH-FDD-Information-Response



PRESENCE optional}|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|

{ ID id-Secondary-CPICH-Information-Change


CRITICALITY ignore
EXTENSION Secondary-CPICH-Information-Change



PRESENCE optional },

...

}

DL-CodeInformationList-RL-ReconfReadyFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-ReconfReadyFDD }}

DL-CodeInformationListIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DCH-InformationResponseList-RL-ReconfReadyFDD



::= ProtocolIE-Single-Container { {DCH-InformationResponseListIEs-RL-ReconfReadyFDD} }

DCH-InformationResponseListIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse

CRITICALITY ignore
TYPE DCH-InformationResponse

PRESENCE mandatory
}
}

DSCHsToBeAddedOrModified-RL-ReconfReadyFDD ::= ProtocolIE-Single-Container { {DSCHsToBeAddedOrModifiedIEs-RL-ReconfReadyFDD} }

DSCHsToBeAddedOrModifiedIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCHsToBeAddedOrModified-FDD
CRITICALITY ignore
TYPE DSCH-FDD-InformationResponse

PRESENCE mandatory
}
}

RadioLinkReconfigurationReadyFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DSCH-RNTI



CRITICALITY ignore


EXTENSION DSCH-RNTI

PRESENCE optional }|


{ ID id-HSDSCH-RNTI


CRITICALITY ignore

EXTENSION HSDSCH-RNTI




PRESENCE optional }|


{ ID id-MAChs-ResetIndicator
CRITICALITY ignore

EXTENSION MAChs-ResetIndicator




PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY TDD

--

-- **************************************************************

RadioLinkReconfigurationReadyTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-ReconfReadyTDD








CRITICALITY ignore
TYPE RL-InformationResponse-RL-ReconfReadyTDD
PRESENCE optional
} |


--This RL-InformationResponse-RL-ReconfReadyTDD is for the first RL repetition in the list.


--Repetitions 2 and on are defined in Multiple-RL-InformationResponse-RL-ReconfReadyTDD.

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,


maximumDLTxPower



DL-Power

OPTIONAL,


minimumDLTxPower



DL-Power

OPTIONAL,

secondary-CCPCH-Info-TDD

Secondary-CCPCH-Info-TDD
OPTIONAL,

ul-CCTrCH-Information


UL-CCTrCH-InformationList-RL-ReconfReadyTDD 
OPTIONAL,


dl-CCTrCH-Information


DL-CCTrCH-InformationList-RL-ReconfReadyTDD
OPTIONAL,


dCHInformationResponse


DCH-InformationResponseList-RL-ReconfReadyTDD
OPTIONAL,

dSCHsToBeAddedOrModified

DSCHToBeAddedOrModified-RL-ReconfReadyTDD
OPTIONAL,


uSCHsToBeAddedOrModified

USCHToBeAddedOrModified-RL-ReconfReadyTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore
EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional}|


{ ID id-UL-TimingAdvanceCtrl-LCR


CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional },


--For 1.28Mcps TDD only

...

}

UNCHANGED TEXT IS REMOVED
RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI



CRITICALITY ignore

EXTENSION HSDSCH-RNTI



PRESENCE optional }|


{ ID id-DSCH-RNTI



CRITICALITY ignore

EXTENSION DSCH-RNTI




PRESENCE optional }|


{ ID id-MAChs-ResetIndicator
CRITICALITY ignore

EXTENSION MAChs-ResetIndicator

PRESENCE optional }|


{ ID id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD
CRITICALITY
ignore

EXTENSION 
Multiple-RL-InformationResponse-RL-ReconfReadyTDD

PRESENCE 
optional},
-- This is for RL repetitions 2 and on in RL list.

...

}

Multiple-RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF RL-InformationResponse-RL-ReconfReadyTDD
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE FDD

--

-- **************************************************************

RadioLinkReconfigurationResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfRspFDD

CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfRspFDD


PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfRspFDD

::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponse-RL-ReconfRspFDD-IEs} }

RL-InformationResponse-RL-ReconfRspFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfRspFDD

CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfRspFDD

PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-ReconfRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,

maximumDLTxPower



DL-Power

OPTIONAL,


minimumDLTxPower



DL-Power

OPTIONAL,

secondary-CCPCH-Info


Secondary-CCPCH-Info

OPTIONAL,

dCHsInformationResponseList

DCH-InformationResponseList-RL-ReconfRspFDD
OPTIONAL,

dL-CodeInformationList-RL-ReconfResp 
DL-CodeInformationList-RL-ReconfRspFDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-UpdatedIndicator
CRITICALITY ignore

EXTENSION

DL-PowerBalancing-UpdatedIndicator

PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION 

HSDSCH-FDD-Information-Response


PRESENCE optional},

...

}

DCH-InformationResponseList-RL-ReconfRspFDD



::= ProtocolIE-Single-Container { {DCH-InformationResponseListIEs-RL-ReconfRspFDD} }

DCH-InformationResponseListIEs-RL-ReconfRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse

CRITICALITY ignore
TYPE DCH-InformationResponse

PRESENCE mandatory
}
}

DL-CodeInformationList-RL-ReconfRspFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-ReconfRspFDD }}

DL-CodeInformationListIEs-RL-ReconfRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE optional }
}
RadioLinkReconfigurationResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI



CRITICALITY ignore

EXTENSION HSDSCH-RNTI




PRESENCE optional }|


{ ID id-MAChs-ResetIndicator
CRITICALITY ignore

EXTENSION MAChs-ResetIndicator


PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE TDD
--

-- **************************************************************

RadioLinkReconfigurationResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-ReconfRspTDD

CRITICALITY ignore
TYPE RL-InformationResponse-RL-ReconfRspTDD


PRESENCE optional
} |


--This RL-InformationResponse-RL-ReconfRspTDD is for the first RL repetition in the list.


--Repetitions 2 and on are defined in Multiple-RL-InformationResponse-RL-ReconfRspTDD.

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-ReconfRspTDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,

maximumDLTxPower



DL-Power

OPTIONAL,


minimumDLTxPower



DL-Power

OPTIONAL,

dCHsInformationResponseList

DCH-InformationResponseList-RL-ReconfRspTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-ReconfRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-ReconfRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-CCTrCH-InformationList-RL-ReconfRspTDD
CRITICALITY ignore
EXTENSION DL-CCTrCH-InformationList-RL-ReconfRspTDD

PRESENCE optional }|


{ ID id-UL-TimingAdvanceCtrl-LCR




CRITICALITY ignore
EXTENSION UL-TimingAdvanceCtrl-LCR

PRESENCE optional }|


--For 1.28Mcps TDD only


{ ID id-HSDSCH-TDD-Information-Response



CRITICALITY ignore
EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional},

...

}

UNCHANGED TEXT IS REMOVED
RadioLinkReconfigurationResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI



CRITICALITY ignore

EXTENSION HSDSCH-RNTI




PRESENCE optional }|


{ ID id-MAChs-ResetIndicator
CRITICALITY ignore

EXTENSION MAChs-ResetIndicator


PRESENCE optional }|

{ ID id-RL-ReconfigurationResponseTDD-RL-Information
CRITICALITY
ignore

EXTENSION 
Multiple-RL-InformationResponse-RL-ReconfRspTDD

PRESENCE 
optional},

...

}
Multiple-RL-InformationResponse-RL-ReconfRspTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF RL-InformationResponse-RL-ReconfRspTDD
--Includes the 2nd through the max number of radio link information repetitions.
UNCHANGED TEXT IS REMOVED
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