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6.2
Elements of the logical model

6.2.1
Node B Communication Contexts for Dedicated and Shared Channels

A Node B Communication Context corresponds to all the dedicated resources that are necessary for a user in dedicated mode and using dedicated and/or shared channels as restricted to a given Node B. [TDD - The Node B Communication Context also exists for users in Cell_FACH mode (i.e. non-dedicated mode) provided a USCH and/or DSCH and/or HS-DSCH has been allocated to these users.]

There are a number of Node B Communication Contexts inside a given Node B.

The attributes to a Node B Communication Context shall include the following (not exhaustive):

-
The list of Cells where dedicated and/or shared physical resources are used.

-
The list of DCH which are mapped on the dedicated physical resources for that Node B Communication Context.

-
The list of DSCH and USCH [TDD] which are used by the respective UE.

-
The list of HS-DSCH MAC-d flows which are used by the respective UE.

-
The complete DCH characteristics for each DCH, identified by its DCH-identifier [4].

-
The complete Transport Channel characteristics for each DSCH and USCH, identified by its Shared Channel identifier [4].

-
The complete HS-DSCH characteristics for each HS-DSCH MAC-d Flow, identified by its HS-DSCH MAC-d Flow identifier[4]. 
-
The list of Iub DCH Data Ports.

-
The list of Iub DSCH Data ports and Iub USCH data ports.

-
The list of Iub HS-DSCH Data ports.

-
[FDD - Up to one Iub TFCI2 data port.]

-
For each Iub DCH Data Port, the corresponding DCH and cells which are carried on this data port.

-
For each Iub DSCH and USCH data port, the corresponding DSCH or USCH and cell which serves that DSCH or USCH.

-
For each Iub HS-DSCH data port, the corresponding HS-DSCH data stream and cell which serves that HS-DSCH data stream.

-
Physical layer parameters (outer loop power control, etc).
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