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10.3.6.40a
Measurement Feedback Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-5

	>FDD
	
	
	
	
	REL-5

	>>Measurement Power Offset
	MP
	
	Real(-6 .. 13 by step of 0.5)
	The measurement power offset, (, in dB, as described in [29].
	REL-5

	>>CQI Feedback cycle, k
	MP
	
	Integer

(0, 2, 4, 8, 10, 20, 40, 80, 160)
	In milliseconds.
	REL-5

	>>CQI repetition factor
	MP
	
	Integer

(1..4)
	
	REL-5

	>>CQI
	MP
	
	Integer (0..8)
	Refer to quantization of the power offset in [28] 
	REL-5

	>TDD
	
	
	
	(no data)
	REL-5


Next modified section

11.3
Information element definitions


:

Measurement-Feedback-Info ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




measurementPowerOffset


MeasurementPowerOffset,




feedback-cycle




Feedback-cycle,




cqi-RepetitionFactor


CQI-RepetitionFactor,




deltaCQI





DeltaCQI



},



tdd







NULL


}

}


:


-- Actual measurement power offset value = IE value * 0.5

MeasurementPowerOffset ::=


INTEGER (-12..26)
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