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	Reason for change:
(
	The value range of the RRC transaction identifier has been extended in the MEASUREMENT CONTROL and the MEASUREMENT CONTROL FAILURE messages. However, it should be noted that a pre-Rel-5 UTRAN does not send extended values. Even a Rel-5 UTRAN might exclude the extension of the RRC transaction identifier in the MEASUREMENT CONTROL message, if none of the Rel-5 measurement control options are used. Different interoperability scenarios could thus be foreseen.

The extension of the RRC transaction identifier is not well defined in the tabular. It is defined such that there are two separate integers: one of range 0..3 and another (conditional) one of range 0..15. The intention must be that there is only one integer, which is either of range 0..3 or of range 0..15. The basic range (0..3) is mandatory present. The presence of the extension (4..15) depends on the conditions.

	
	

	Summary of change:
(
	It is clarified (10.3.3.36) that there is only one integer, with two different ranges, depending on the conditions.

It is also clarified that the extension of the value range is optionally present, in order to cover the different interoperability scenarios.

	
	

	Consequences if 
(
not approved:
	It is unclear how the RRC transaction identifier should be treated by the UE. It would be unclear how an RRC transaction identifier received using one of the formats relates to one received using the other format: if they are the same or two separate varaibles.

Isolated Impact Analysis

The expected behaviour of neither the UE nor the UTRAN is changed. No interoperability issues are foreseen.
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10.3.3.36
RRC transaction identifier

This IE contains an identification of the RRC procedure transaction local for the type of the message this IE was included within.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE RRC Tr Id type
	MP
	
	
	
	REL-5

	>Normal
	
	
	
	
	

	>>RRC transaction identifier
	MP
	
	Integer (0..3)
	
	

	>Extended
	
	
	
	
	REL-5

	>>RRC transaction identifier
	MP
	
	Integer (0..15)
	
	REL-5

	
	
	
	
	
	

	
	
	
	
	
	


	CHOICE RRC Tr Id type
	Condition under which the given RRC Tr Id type is chosen

	Normal
	All cases where the RRC Tr Id type: Extended is not chosen.

	Extended
	Optional in the MEASUREMENT CONTROL message. Mandatory in the MEASUREMENT CONTROL FAILURE message.
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