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1 Overview

This document lists the various branches & execution details needed to verify the TTCN implementation of test case 12.4.1.4c Proc1, which is part of the NAS test suite.

With following changes applied the test case can be demonstrated to run with one 3G UE.
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3 Verification Test Summary

Test Case:
tc_12_4_1_4c1 

Test Group:
GMM/Routing_Area_Updating/PS_Only_RAU

ATS Version:
iWD-TVB2004-12_D05wk017 + modifications mentioned in Section 4

System Simulator used:
Anite 3G U-SAT
UE used:
Ericsson U100

Verification Status:
PASS
4 Corrections required for test case 12.4.1.4c Proc1

4.1 Introduction

This section describes the changes required to make test case 12.4.1.4c Proc1 run correctly with 3G UE. The ATS version used as basis was NAS_wk17.mp, which is part of the iWD-TVB2004-12_D05wk017 release.

4.2 Change 1
	Test step name
	tc_12_4_1_4c1

	Reason for change
	After Routing Area Update Request from UE, Security Mode procedure is not required. TS 34.123-1 Section 12.4.1.4c Proc1 after Step#8 does not specify to perform Security Mode procedure.

	Summary of change
	At line#34 call to test step ts_RRC_Security is removed.


Before change:
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After change:
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Branches executed in test case 12.4.1.4c Proc1 

The test case implementation executed the UE operation modeC PS branch with Auto Attach enabled, integrity activated and ciphering enabled.

5 Execution Log Files

5.1 Ericsson U100

The Ericsson U100 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_12_4_1_4c1_Ericsson_Log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	R5s050171: This archive comprises text format execution log file and the TTCN MP file.
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