270

3GPP TSG-RAN WG3 Meeting #48 
Tdoc (
 R3-050992

London, GB, 29th August – 2nd September 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	25.423
	CR
	1097
	(

rev
	-
	(

Current version:
	6.6.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	E-DCH Cleanup

	
	

	Source:
(

	RAN3

	
	

	Work item code:
(

	EDCH-IurIub
	
	Date: (

	02/09/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	Merge E-DCH changes for 25.423 into one CR.  

	
	

	Summary of change:
(

	The following has been included in this CR:
R3-050926 (CR1092) “E-DCH Information elements editorial cleanup”.
Changes: 
- E-DCH specific IE descriptions are moved from chapter 9.2.1 to chapter 9.2.2. All references to the moved IEs are updated. 
- Also, A Voided empty chapter regarding E-DCH has been removed.
R3-050915 (CR1089) “General Improvements and Corrections” (Comment: some IE chapter refererence corrections overridden by R3-050926).
Changes: 
- The presence of Maximum Number of Retransmissions for E-DCH IE in E-DCH MAC-d Flows Information IE was changed to M from O and the corresponding procedural texts were deleted and ASN.1 change was added.
- Nesesary procedural texts were added.
- Editorials corrections were made.
- Cause value: E-DCH not supported was redefined as Radio Nework Layer Causes in RL Addition procedure chapter.
- Some references in tabulars were corrected.
- Description for FFS, related to maximum number of E-DCH MAC-d Flow was deleted.
- The presence of E-DCH MAC-d Flow Multipleplexing List IE in E-DCH MAC-d Flows Information IE was added.
R3-050930 (CR1094), “E-DCH RL handling clarifications” (Comment: Addition to original CR: abnormal condition added, to prevent “pre-configuration”)
Changes: 
- The usage of the E-DCH RL Indication IE in the messages RL setup, RL addition, RL reconfiguration prepare/request is clarified (in the context of DCH active set being different from DCH active set).
- The possibility to remove E-DCH from a RL while keeping DCH is added.   
- Addition from discussions: Abnormal condition added to prevent “pre-configuration” ( = configuring E-DCH in the UE context but not on any RL)
R3-050875 (CR1083) “Corrections related to E-DCH IEs”, (Comment: Maximum Allowed UE UL Tx Power Not included).
Changes: 
- The E-DCH FDD DL Control Channel Information IE is used throughout in all RL procedures.  It contains the E-AGCH and E-RGCH And E-HICH FDD Scrambling Code IE which presence is mandatory. This presence is not applicable in case of E-DCH modification and is therefore changed to optional.
- The E-RGCH and E-HICH Channelisation Code IE in the E-DCH FDD DL Control Channel Information IE is modified to mandatory in the ASN.1 to align with NBAP.
- In the procedure text of the Synchronised and Unsynchronised Radio Link Reconfiguration the description of  E-DCH FDD DL Control Channel Information is taken out of the section “E-DCH Modification”.
- The E-DCH MAC-d Flows to Add  IE is assigned the correct reference.
- The presence of E-DCH HARQ Power Offset IE is changed to “optional”.
- further corresponding ASN.1 changes.
R3-050912 (no CR) Changes based on Disc Paper “Re-structuring DDI Mapping Information” and comments. 
Changes: 
- Logical Channel ID is added in in E-DCH MAC-d Flows Information IE and E-DCH MAC-d Flows Information To Modify IE. 
- The ddi/logical channel information in E-DCH MAC-d Flows Information IE and E-DCH MAC-d Flows Information To Modify IE is restructured to a more logical structure (it is also more similar to RRC). The Logical Channel Information IE and Logical Channel To Modify IE are added as “separate” structured IEs. 
- Corresponding ASN.1 changes where done. 

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	8.3.1, 8.3.2, 8.3.2, 8.3.4, 8.3.7.2, 9.1.3, 9.1.6, 9.1.11, 9.1.16, 9.1.41, 9.1.42, 9.2.1.30OC, 9.2.1.30OD, 9.2.1.30OE,  9.2.1.30OF, 9.2.1.30OG, 9.2.1.30OH, 9.2.1.30V, 9.2.1.45C, 9.2.1.45D, 9.2.1.51A, 9.2.2.4B, 9.2.2.4C, 9.2.2.4D, 9.2.2.4F, 9.2.2.4H, 9.2.2.4J, 9.3.49  

9.2.2.X1 - 9.2.2.X9, 9.2.2.Y1 – 9.2.2.Y3  (12 new subclauses)
9.3

	
	

	
	Y
	N
	
	

	Other specs
(

	Y
	
	 Other core specifications
(

	25.433 

	affected:
	
	X
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3) With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.3.1
Radio Link Setup

***** unchanged parts removed *****
-
[FDD – If the RADIO LINK SETUP REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]
[FDD - E-DCH:]
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DCH Minimum Set E-TFCI IE the DRNS shall use the value for the related resource allocation operation.]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK SETUP REQUEST message then:

-
The DRNS shall setup the requested E-DCH resources on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE. 

-
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.

-
The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B.

-
If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e scheduling decisions.


-
If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation. 

-
If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being “E-DCH Non-Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.

 -
If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being “E-DCH Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.

-
If the TNL QoS IE is included for a E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.

-
The DRNC shall include the E-AGCH and E-RGCH and E-HICH FDD Scrambling Code IE and the E-RGCH and E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message, for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.
-
If the RADIO LINK SETUP REQUEST message contains the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this DRNS then the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both and include these E-RNTI identifiers and the Channelisation Code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information Response IE for the indicated RL in the RADIO LINK SETUP RESPONSE message.

-
If the RADIO LINK SETUP REQUEST message includes the Bundling Mode Indicator IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to “Bundling” and the E-TTI IE is set to “2ms”, then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or the last Radio Link is deleted.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the DRNS shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

****** unchanged parts removed *******
8.3.1.4
Abnormal Conditions

If the DRNC receives either an S-RNTI or a D-RNTI which already has RL(s) established the DRNC shall send the RADIO LINK SETUP FAILURE message to the SRNC, indicating the reason for failure.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message includes both the Initial DL TX Power IE and the Primary CPICH Ec/No IE or does not include either of these IEs, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected"] the DRNS shall reject the Radio Link Setup procedure and shall respond with a RADIO LINK SETUP FAILURE message.

[FDD - If only the Initial DL TX Power IE or the Uplink SIR Target IE is included in the RADIO LINK SETUP REQUEST message, then DRNC shall reject the Radio Link Setup procedure and shall respond with the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, and if the DCHs in the DCH Information IE do not have the same Transmission Time Interval IE in the Semi-static Transport Format Information IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Enhanced Primary CPICH Ec/No IE, but not the Primary CPICH Ec/No IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a specific RL and the Diversity Control Field IE is set to "Must", the DRNC shall reject the Radio Link Setup procedure and the DRNC shall respond with the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport bearer intended to be established, the DRNC shall reject the Radio Link Setup procedure and the DRNC shall respond with the RADIO LINK SETUP FAILURE message. 

If the RADIO LINK SETUP REQUEST message includes an HS-PDSCH RL-ID IE not referring to one of the radio links to be established, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

If the RADIO LINK SETUP REQUEST message contains the HS-DSCH Information IE and if the Priority Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE and the DL DPCH Information IE, then the DRNS shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD – If the RADIO LINK SETUP REQUEST message contains the E-DCH RL Indication IE set to "E-DCH", but does not contain the E-DCH FDD Information IE, or if the message contains the E-DCH FDD Information IE, but does not contain the E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation

****** unchanged parts removed *****
Radio Link Handling:

Diversity Combination Control:
The Diversity Control Field IE indicates for each RL whether the DRNS shall combine the new RL with existing RL(s) or not on the Iur.

-
If the Diversity Control Field IE is set to "May" (be combined with another RL), the DRNS shall decide for any of the alternatives. 

-
If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the other RL. When a new RL is to be combined the DRNS shall choose which RL(s) to combine it with. 

-
If the Diversity Control Field IE is set to "Must not", the DRNS shall not combine the RL with any other existing RL.

[FDD - The Diversity Control Field IE is only applicable for DCHs, in case of E-DCH it shall always be assumed to be set to "May".]

In the case of not combining a RL with a RL established with a previous Radio Link Setup or Radio Link Addition Procedure or a RL previously listed in the RADIO LINK ADDITION RESPONSE message, the DRNC shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message that no combining is done. In this case the DRNC shall include in the DCH Information Response IE both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message.

[FDD - In case of not combining E-DCH, the E-DCH FDD Information Response IE shall be included in the RADIO LINK ADDITION RESPONSE message containing the Binding ID IE and the Transport Layer Address IE for the establishment of transport bearers for every E-DCH MAC-d flow being established.]

****** unchanged parts removed *****
[FDD - E-DCH:]
[FDD - If the RADIO LINK ADDITION REQUEST message contains the E-DCH RL Indication IE, set to "E-DCH",in the RL Information IE, then for every such RL. 

-
The DRNS shall setup the E-DCH resources as configured in the UE context.

-
If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.

-
The DRNC shall include the E-AGCH and E-RGCH and E-HICH FDD Scrambling Code IE and the E-RGCH and E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK ADDITION RESPONSE message, for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
[FDD - If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL IE, indicating that the Serving E-DCH RL is in this DRNS, then the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both and include these E-RNTI identifiers and the Channelisation Code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information IE for the indicated RL in the RADIO LINK ADDITION RESPONSE message.]

Response message:

If all requested RLs are successfully added, the DRNC shall respond with a RADIO LINK ADDITION RESPONSE message.

After sending the RADIO LINK ADDITION RESPONSE message the DRNS shall continuously attempt to obtain UL synchronisation on the Uu interface.

For each RL for which the Delayed Activation IE is not included in the RADIO LINK ADDITION REQUEST message the DRNS shall:

-
[FDD -start transmission on the DL DPDCH(s) of the new RL as specified in ref. [4].] 
-
[TDD - start transmission on the new RL immediately as specified in ref. [4].]

For each RL for which the Delayed Activation IE is included in the RADIO LINK ADDITION REQUEST message, the DRNS shall:

-
if the Delayed Activation IE indicates "Separate Indication":

-
not start any DL transmission for the concerning RL on the Uu interface;

-
if the Delayed Activation IE indicates "CFN":

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in ref. [4], however never before the CFN indicated in the Activation CFN IE.]
-
[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in ref. [4].]
8.3.2.3
Unsuccessful Operation
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Figure 8: Radio Link Addition procedure: Unsuccessful Operation

If the establishment of at least one RL is unsuccessful, the DRNC shall respond with a RADIO LINK ADDITION FAILURE message. DRNC shall include in the RADIO LINK ADDITION FAILURE message a general Cause IE or a Cause IE for each failed radio link. The Cause IE indicates the reason for failure.

[FDD - If some RL(s) were established successfully, the DRNC shall indicate this in the RADIO LINK ADDITION FAILURE message in the same way as in the RADIO LINK ADDITION RESPONSE message.]

Typical cause values are:

Radio Network Layer Causes:

-
DL Radio Resources not Available;

-
UL Radio Resources not Available;
-
Combining Resources not Available;
-
Combining not Supported

-
Cell not Available;

-
[FDD - Requested Tx Diversity Mode not Supported];

-
Power Level not Supported;

-
CM not Supported;

-
Reconfiguration CFN not Elapsed;

-
Number of DL Codes not Supported;

-
Number of UL codes not Supported;

-
[FDD - DPC mode change not Supported];

-
Cell reserved for operator use;

-
Delayed Activation not supported.

-
F-DPCH not supported.
-
[FDD – E-DCH not supported].
Transport Layer Causes:
-
Transport Resource Unavailable.


Miscellaneous Causes:

-
Control Processing Overload;

-
HW Failure;

-
Not enough User Plane Processing Resources.

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2.i Successful Operation

****** unchanged parts removed *****
· The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message.

[FDD - E-DCH Setup:]
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message then:


-
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e scheduling decisions.


-
If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation. 

-
If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated as being “E-DCH Non-Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.

-
If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated as being “E-DCH Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.

· The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B.

-
If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.


-
If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to “Bundling” and the E-TTI IE is set to “2ms”, then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]
[FDD – E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE in the RL Information IE:]

· [FDD - The DRNC shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

· [FDD - The DRNC shall include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
-
[FDD - The DRNC shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication IE set to "Non E-DCH", in the RL Information IE.]
[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL ID IE, this indicates the new Serving E-DCH Radio Link:

-
If the old Serving E-DCH RL is within this DRNS, the DRNS shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.

-
If the new Serving E-DCH RL is within this DRNS, the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information Response IE for the indicated RL in the RADIO LINK RECONFIGURATION READY message.]

[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To Modify IE, then:

· If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.

· If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Data Description Indicator IE, the DRNC shall use the DDI values indicated in the Data Description Indicator IE in the new configuration.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH FDD Information To Modify IE, the DRNS shall use this information to optimise MAC-e scheduling decisions.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow in the E-DCH FDD Information To Modify IE, then the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.
· If  the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the DRNS shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].
-
If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation. 

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and it is indicated as being “E-DCH Non-Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.

-
If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and it is indicated as being “E-DCH Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.

· 
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the DRNS shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Modify IE, the DRNS shall use this information to modify the indicated logical channels.]
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to “Bundling” and the E-TTI IE is set to “2ms”, then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]
[FDD - E-DCH MAC-d Flow Addition:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Add IE in the RL Information IE, then the DRNS shall use this information to add the indicated E-DCH MAC-d flows.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add IE, then:

· The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-e scheduling decisions.]
[FDD - E-DCH MAC-d Flow Deletion:]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IEs, then the DRNS shall use this information to delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the UE Context, then the DRNC shall delete the E-DCH configuration from the UE Context and release the E-DCH resources.]

****** unchanged parts removed *****
8.3.4.4
Abnormal Conditions

****** unchanged parts removed *****
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, but the E-DPCH Information IE is not present, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE set to "E-DCH", but no E-DCH FDD Information IE, and the UE Context is not configured for E-DCH, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information IE but no E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation

****** unchanged parts removed *****
[FDD - E-DCH Setup:]
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message then:


-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE  in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e scheduling decisions.


-
If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation. 

-
If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being “E-DCH Non-Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.

-
If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being “E-DCH Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.

-
The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B.

-
If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.


-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to “Bundling” and the E-TTI IE is set to “2ms”, then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related Mac-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related Mac-d flow.]

[FDD – E-DCH Radio Link Handling:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE in the RL Information IE:]

· [FDD - The DRNC shall setup the E-DCH resources, as requested or as configured in the UE context, on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

· [FDD - The DRNC shall include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
· [FDD - The DRNC shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E-DCH RL Indication set to "Non E-DCH".]
[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:

-
If the old Serving E-DCH RL is within this DRNS, the DRNS shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.

-
If the new Serving E-DCH RL is within this DRNS, the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information Response IE for the indicated RL in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information To Modify IE, then:

-
If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.

-
If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Data Description Indicator IE, the DRNC shall use the DDI values indicated in the Data Description Indicator IE in the new configuration.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH FDD Information To Modify IE, the DRNS shall use this information to optimise MAC-e scheduling decisions.
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow in the E-DCH FDD Information To Modify IE, then the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.
-
If  the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the DRNS shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation. 

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Grant Type and it is indicated as being “E-DCH Non-Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the the E-DCH Grant Type and it is indicated as being “E-DCH Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.

-

-
[FDD - If the RADIO LINK RECONFIGURATION RE
QUEST message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the DRNS shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Logical Channel To Modify IE, the DRNS shall use this information to modify the indicated logical channels.]
-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to “Bundling” and the E-TTI IE is set to “2ms”, then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]
[FDD - E-DCH MAC-d Flow Addition:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Add IE, then the DRNS shall use this information to add the indicated E-DCH MAC-d flows.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, then:

-
The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-e scheduling decisions.]

[FDD - E-DCH MAC-d Flow Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IEs, then the DRNS shall use this information to delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the UE Context, then the DRNC shall delete the E-DCH configuration from the UE Context and release the E-DCH resources.]

General:
If the requested modifications are allowed by the DRNS, and if the DRNS has successfully allocated the required resources and changed to the new configuration, the DRNC shall respond to the SRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

****** unchanged parts removed *****
8.3.7.4
Abnormal Conditions

****** unchanged parts removed *****
[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, but the E-DPCH Information IE is not present, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE set to "E-DCH", but no E-DCH FDD Information IE, and the UE Context is not configured for E-DCH, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information IE but no E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	>UL DPDCH Indicator for E-DCH operation
	C-EDCHInfo
	
	9.2.2.52A
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	RL Information
	
	1…<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.X1
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0…<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	C-EDCHInfo
	
	9.2.2.X9
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore


9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH or on F-DPCH
	YES
	ignore

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>RL specific E-DCH Information
	O
	
	9.2.2.X1
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Synchronisation Indicator
	O
	
	9.2.2.45A
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2A
	Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or none of the transmission gap sequences is activated.
	YES
	reject

	DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	Serving E-DCH RL
	C-EDCHInfo
	
	9.2.2.X9
	
	YES
	reject

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore


9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.53
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Min UL Channelisation Code Length
	O
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.52
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	O
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.26
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits
	_
	

	>>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCHs To Modify
	O
	
	FDD DCHs To Modify

9.2.2.13C
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>DL DPCH Timing   Adjustment
	O
	
	9.2.2.9A
	Required RL Timing Adjustment 
	YES
	reject

	>Phase Reference Update Indicator
	O
	
	9.2.2.27B
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.X1
	
	YES
	reject

	>E-DCH MAC-d Flows to Add
	O
	
	E-DCH MAC-d flows Information 9.2.2.X5
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.30Q
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information

9.2.1.30OA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DPCH Information 
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.4G
	
	–
	

	>E-TTI
	O
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.4K
	
	–
	

	E-DCH FDD Information
	O
	
	9.2.2.4B
	
	YES
	reject

	E-DCH FDD Information to Modify
	O
	
	9.2.2.4F
	
	YES
	reject

	E-DCH MAC-d Flows to Delete
	O
	
	9.2.2.2.X2
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.X9
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	


9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information 
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	DL DPCH Information 
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	DCHs To Modify
	O
	
	FDD DCHs To Modify

9.2.2.13C
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	>RL specific E-DCH Information
	O
	
	9.2.2.X1
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>E-DCH MAC-d Flows to Add
	O
	
	E-DCH MAC-d Flows Information 9.2.2.X5
	
	YES
	reject

	DL Reference Power Information
	O
	
	9.2.2.10C
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.30NA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.30OA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>E-TFCS Information
	O
	
	9.2.2.4G
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.4K
	
	–
	

	E-DCH FDD Information
	O
	
	9.2.2.4B
	
	YES
	reject

	E-DCH FDD Information to Modify
	O
	
	9.2.2.4F
	
	YES
	reject

	E-DCH MAC-d Flows to Delete
	O
	
	9.2.2.2.X2
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.X9
	
	YES
	reject


9.1.41
RADIO LINK PREEMPTION REQUIRED INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information 
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	
	EACH
	ignore

	>>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	
	–
	

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	EACH
	ignore

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows


9.1.42
RADIO LINK CONGESTION INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Congestion Cause
	O
	
	9.2.1.79
	
	YES
	ignore

	RL Information 
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>DCH Rate Information
	
	1..<maxnoofDCHs>
	
	
	EACH
	ignore

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>Allowed Rate Information
	O
	
	9.2.1.2A
	
	–
	

	>E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	
	EACH
	ignore

	>>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	
	–
	




	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	

	
	




	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	

	
	





	
	
	
	
	

	
	
	
	

	


	
	

	
	




	
	
	
	
	

	
	
	
	

	




	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	

	

	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	
	

	
	

	
	




	
	
	
	
	

	
	
	
	
	




	
	
	
	
	

	
	
	
	

	




	
	
	
	
	

	
	
	
	

	




	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	

	

	
	
	
	
	


9.2.1.51A
Scheduling Priority Indicator

Indicates the relative priority of the FACH, [TDD - DSCH, USCH], HS-DSCH [FDD - or E-DCH] data frame. Used by the DRNC when scheduling FACH, [TDD - DSCH, USCH], HS-DSCH [FDD - or E-DCH] traffic.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Scheduling Priority Indicator
	
	
	INTEGER(0..15)
	Relative priority of the FACH, [TDD - DSCH, USCH], HS-DSCH [FDD - or E-DCH] data frame:

0=Lowest Priority

…

15=Highest Priority


9.2.2.4B
E-DCH FDD Information

The E-DCH FDD Information IE provides information for an E-DCH to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flows Information
	M
	
	9.2.2.X5
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


9.2.2.4C
E-DCH FDD Information Response

The E-DCH FDD Information Response IE provides information for E-DCH MAC-d flows that have been established or modified. It also provides additional E-DCH information determined within the DRNS.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Specific Information Response
	
	0..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	

	>Binding ID
	O
	
	9.2.1.3
	

	>Transport Layer Address
	O
	
	9.2.1.62
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.


9.2.2.4D
E-DCH FDD DL Control Channel Information

The E-DCH FDD DL Control Channel Information IE provides information for E-DCH specific DL Control Channels to be provided to UE via RRC signalling.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-AGCH and E-RGCH And E-HICH FDD Scrambling Code
	O
	
	DL Scrambling Code 

9.2.2.13
	Scrambling code on which E-AGCH, E-RGCH and E-HICH are transmitted.

0= Primary scrambling code of the cell 1…15 = Secondary scrambling code

	E-AGCH Channelisation Code
	O
	
	FDD DL Channelisation Code Number 9.2.2.14
	

	Primary E-RNTI
	O
	
	E-RNTI

9.2.2.X7
	

	Secondary E-RNTI
	O
	
	E-RNTI

9.2.2.X7
	

	E-RGCH and E-HICH Channelisation Code
	M
	
	FDD DL Channelisation Code Number 9.2.2.14
	

	E-RGCH Signature Sequence
	O
	
	INTEGER (0..maxnoofSigSeqERGHICH-1)
	

	E-HICH Signature Sequence
	M
	
	INTEGER (0..maxnoofSigSeqERGHICH-1)
	


	Range bound
	Explanation

	maxnoofSigSeqERGHICH
	Maximum number Signature Sequences for E-RGCH / E-HICH


9.2.2.4E
E-DCH RL Indication

Indicates whether a RL is an E-DCH RL.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH RL Indication
	
	
	ENUMERATED(E-DCH, non E-DCH)
	


9.2.2.4F
E-DCH FDD Information To Modify

The E-DCH FDD Information IE provides information for an E-DCH to be modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	
	
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	
	

	>Transport Bearer
Request Indicator
	M
	
	9.2.1.61
	
	
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	
	

	>Maximum Number of Retransmissions for E-DCH
	O
	
	9.2.2.X4
	
	
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.4L
	
	
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.2.4M
	
	
	

	> CHOICE E-DCH grant type
	O
	
	
	
	
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	
	
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	9.2.2.4O
	If this IE is not included, transmission in all HARQ processes is allowed.
	
	

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information 9.2.2.Y1
	
	
	

	>E-DCH Logical Channel To Modify
	
	
	9.2.2.Y2
	
	
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	
	
	

	>>Logical Channel ID
	M
	
	9.2.2.Y3
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	

	

	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.

	maxnoofDDIs
	Maximum number of Data Description Indicators

	maxnooflogicalchannels
	Maximum number of Logical Channels


9.2.2.4G
E-DCH Transport Format Combination Set Information (E-TFCS Information)

Whereas the related Transport Block sizes are standardised in [ref is FFS] this IE gives details on the referenced Transport Block Size Table, the E-DCH Minimum Set E-TFCI and the Reference E-TFCIs.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Transport Format Combination Set Index
	M
	
	INTEGER (1..4,...)
	Indicates which standardised E-TFCS Transport Block Size Table shall be used. The related tables are specified in [ref FFS].

	E-DCH Minimum Set E-TFCI
	O
	
	INTEGER (0..127)
	For the concept of “E-DCH Minimum Set of TFCs“ see [41] and [16].

	Reference E-TFCI Information
	
	1..<maxnoofRefETFCIs>
	
	

	>Reference E-TFCI
	M
	
	INTEGER (0..127)
	

	>Reference E-TFCI Power Offset
	M
	
	9.2.2.4P
	


	Range Bound
	Explanation

	maxnoofRefETFCIs
	Maximum number of signalled reference E-TFCIs




9.2.2.4J
E-TTI

The E-TTI parameter indicates the Transmission Time Interval for E-DPCH operation
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-TTI
	
	
	ENUMERATED (2ms, 10ms)
	


9.2.2.4K
E-DPCCH Power Offset

The E-DPCCH Power Offset is used to calculate the E-DPCCH gain factor ec as defined in [10], whereas ec is related to the power difference between DPCCH and E-DPCCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DPCCH Power Offset
	
	
	INTEGER (0..8)
	According to mapping in ref. [21] subclause 4.2.1.3


9.2.2.X8
E-DCH DDI Value

The E-DCH DDI Value IE is the Data Description Indicator value identifying a unique combination of E-DCH MAC-d Flow ID and MAC-d PDU Size.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH DDI Value
	
	
	INTEGER

(0..63)
	


9.2.2.4L
E-DCH HARQ Power Offset FDD

The E-DCH HARQ Power Offset FDD is used to calculate the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH HARQ Power Offset FDD
	
	
	INTEGER (0..6)
	According to mapping in ref. [21] subclause 4.2.1.3.


9.2.2.4M
E-DCH MAC-d Flow Multiplexing List

The E-DCH MAC-d Flow Multiplexing List indicates which E-DCH MAC-d flows are allowed to be multiplexed within a MAC-e PDU with the MAC-d flow it is associated to. If the E-DCH MAC-d Flow Multiplexing List is signalled for an E-DCH  MAC-d flow it indicates that E-DCH MAC-d PDUs of this E-DCH MAC-d flow are the first E-DCH MAC-d PDU in the MAC-e PDU. If an E-DCH MAC-d Flow Multiplexing List was already received within a previous Radio Link related procedure and no E-DCH MAC-d Flow Multiplexing List is signalled for a E-DCH MAC-d flow, the DRNS shall continue to use the previously received one. If no E-DCH MAC-d Flow Multiplexing List was ever received for an E-DCH MAC-d flow no restrictions shall be assumed for the related E-DCH MAC-d flow for multiplexing E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Multiplexing List
	
	
	BIT STRING (8)
	The first Bit corresponds to    E-DCH MAC-d flow 0,

the second  bit corresponds to E-DCH MAC-d flow 1,

etc.


9.2.2.X2
E-DCH MAC-d Flows To Delete
The E-DCH MAC-d Flows To Delete IE is used for the removal of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flows To Delete
	
	1..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	


	Range Bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows


9.2.2.X3
E-DCH MAC-d Flow ID

The E-DCH MAC-d Flow ID IE is the unique identifier for one MAC-d flow on E-DCH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow ID
	
	
	INTEGER

(0.. maxnoofE-DCHMACdFlows-1)
	


	Range Bound
	Explanation

	maxnoofE-DCHMACdFlows
	Maximum number of E-DCH MAC-d flows


9.2.2.X5
E-DCH MAC-d Flows Information

The E-DCH MAC-d Flows Information IE is used for the establishment of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	
	
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	
	

	>Maximum Number of Retransmissions for E-DCH
	M
	
	9.2.2.X4
	
	
	

	>Traffic Class
	M
	
	9.2.1.58A
	
	
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.4L
	
	
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.2.4M
	
	
	

	>CHOICE E-DCH grant type
	M
	
	
	
	
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	
	

	>>> Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	
	
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	9.2.2.4O
	If this IE is not included, transmission in all HARQ processes is allowed.
	
	

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	
	

	>E-DCH Logical Channel Information
	M
	
	9.2.2.Y1
	
	
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.


9.2.2.Y1
E-DCH Logical Channel Information

The E-DCH Logical Channel Information IE is used for the establishment of E-DCH Logical Channels.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Logical Channel Information
	
	1..<maxnooflogicalchannels>
	
	

	>Logical Channel ID
	M
	
	9.2.2.Y3
	

	>Scheduling Priority Indicator
	M
	
	9.2.1.51A
	

	>MAC-es Guaranteed Bit Rate
	O
	
	9.2.2.X6
	

	>E-DCH DDI Value
	M
	
	9.2.2.X8
	If more than 1 MAC-d PDU size is configured for this Logical Channel, the different sizes will use subsequent DDI values starting from this DDI value.

Value “0x3F” is reserved

	>MAC-d PDU Size List
	
	1..<maxnoofDDIs
	
	

	>>MAC-d PDU Size
	M
	
	9.2.1.34A
	


	Range Bound
	Explanation

	maxnooflogicalchannels
	Maximum number of logical channels

	maxnoofDDIs
	Maximum number of Data Description Indicators


9.2.2.Y2
E-DCH Logical Channel To Modify

The E-DCH Logical Channel To Modify IE is used for the reconfiguration of E-DCH Logical Channels.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Logical Channel Information
	
	1..<maxnooflogicalchannels>
	
	

	>Logical Channel ID
	M
	
	9.2.2.Y3
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	

	>MAC-es Guaranteed Bit Rate
	O
	
	9.2.2.X6
	

	>E-DCH DDI Value
	O
	
	9.2.2.X8
	If more than 1 MAC-d PDU size is configured for this Logical Channel, the different sizes will use subsequent DDI values starting from this DDI value.

Value “0x3F” is reserved

	>MAC-d PDU Size List
	
	0..<maxnoofDDIs
	
	

	>>MAC-d PDU Size
	M
	
	9.2.1.34A
	


	Range Bound
	Explanation

	maxnooflogicalchannels
	Maximum number of logical channels

	maxnoofDDIs
	Maximum number of Data Description Indicators


9.2.2.X7
E-RNTI

The E-RNTI IE is needed for the UE (or UE group) specific CRC in E-AGCH, see ref. [52].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-RNTI 
	
	
	INTEGER

(0..65535)
	


9.2.2.21B
IPDL FDD Parameters

The IPDL FDD Parameters IE provides the information for the IPDL Configuration applied in FDD mode.

	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	IP spacing FDD
	M
	
	ENUMERATED(5,7,10,15,20,30,40,50,…)
	See [10]

	IP length
	M
	
	ENUMERATED(5,10,…)
	See [10]

	IP offset
	M
	
	INTEGER(0..9)
	See [10]

	Seed
	M
	
	INTEGER(0..63)
	See [10]

	Burst mode parameters
	O
	
	9.2.1.4B
	


9.2.2.21C
Length of TFCI2
Void.
9.2.2.Y3
Logical channel ID

The Logical Channel ID IE is used to identify a E-DCH logical channel in Sheduling Information that is sent over Uu. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Logical Channel ID
	
	INTEGER

(1..15)
	
	


9.2.2.X6
MAC-es Guaranteed Bit Rate
The MAC-es Guaranteed Bit Rate IE indicates the guaranteed number of bits per second to be delivered over the air interface under normal operating conditions (provided there is data to deliver) for which the Node B shall provide sufficient UL resources.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MAC-es Guaranteed Bit Rate
	
	
	INTEGER (0..2^24-1, …)
	Unit: bit/s


9.2.2.X4
Maximum Number of Retransmissions for E-DCH

The Maximum Number of Retransmissions for E-DCH IE specifies the upper boundary for retransmissions for a single MAC-d flow.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Maximum Number of Retransmissions for E-DCH
	
	
	INTEGER

(0..15)
	


9.2.2.24A
Min DL Channelisation Code Length

Void

9.2.2.25
Min UL Channelisation Code Length

Minimum UL channelisation code length (spreading factor) of a DPDCH during the connection. Needed by rate matching algorithm.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Min UL Channelisation Code Length
	
	
	ENUMERATED(4,8,16,

32,64,128,

256)
	


9.2.2.35
RL Set ID

The RL Set ID uniquely identifies one RL Set within a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RL Set ID
	
	
	INTEGER

(0..31)
	


9.2.2.X1
RL Specific E-DCH Information
The RL Specific E-DCH Information IE is used for the establishment of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RL Specific E-DCH Information
	
	1..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.X3
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.


	Range Bound
	Explanation

	maxnoofE-DCHMACdFlows
	Maximum number of E-DCH MAC-d flows


9.2.2.35A
Received Total Wide Band Power
The parameter indicates the Received total wide band power in a cell, see ref. [11].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Received Total Wide Band Power
	
	
	INTEGER(0..621)
	According to mapping in [23].


9.2.2.38B
Secondary CPICH Information Change

The Secondary CPICH Information Change IE indicates modification of information of the Secondary CPICH for channel estimation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Secondary CPICH Information Change
	M
	
	
	

	>New Secondary CPICH
	
	
	
	

	 >>Secondary CPICH Information
	M
	
	9.2.2.38A
	

	>Secondary CPICH Shall Not Be Used
	
	
	NULL
	


9.2.2.X9
Serving E-DCH RL

The Serving E-DCH RL IE indicates whether the Serving E-DCH RL is in the DRNS.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Serving E-DCH RL
	M
	
	
	

	>Serving E-DCH RL in this DRNS
	
	
	
	

	>>Serving E-DCH RL ID
	M
	
	RL ID

9.2.1.49
	

	>Serving E-DCH RL not in this DRNS
	
	
	NULL
	


9.2.2.39
Slot Number (SN)

Void

9.2.2.39a
Split Type
Void.

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,

****** unchanged parts removed *****

DiversityControlField,


DiversityMode,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

DSCH-RNTI,



EDCH-FDD-Information,


EDCH-FDD-InformationResponse,


EDCH-FDD-Information-To-Modify,


EDCH-FDD-DL-ControlChannelInformation,


EDCH-DDI-Value,


EDCH-MACdFlow-ID,


EDCH-MACdFlow-Specific-InfoList,


EDCH-MACdFlows-To-Delete,

EDCH-MACdFlows-Information,

EDCH-Physical-Layer-Category,


EDCH-RL-Indication,


EDPCH-Information-FDD,


EDPCH-Information-RLReconfPrepare-FDD,

EDPCH-Information-RLReconfRequest-FDD,


E-RNTI,


E-TFCS-Information,


E-TTI,

SchedulingPriorityIndicator,

Enhanced-PrimaryCPICH-EcNo,

FACH-FlowControlInformation,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,
    FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,

HCS-Prio,

HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,

HSDSCH-FDD-Update-Information,

HSDSCH-TDD-Update-Information,

HSDSCH-Information-to-Modify,


HSDSCH-Information-to-Modify-Unsynchronised,


HSDSCH-MACdFlow-ID,


HSDSCH-MACdFlows-Information,


HSDSCH-MACdFlows-to-Delete,

HSDSCH-RNTI,


HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


HS-SICH-ID,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,


L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrOfUL-DPCHs,

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfFACHs,

maxFACHCountPlus1,


maxIBSEG,


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHsLCR,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,

maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,

maxNrOfGERANSI,

maxNrofDDIs,


maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,

maxNoOfLogicalChannels,

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

****** unchanged parts removed *****
-- D

DATA-ID ::= INTEGER (0..3)














DCH-FDD-Information

::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-FDD-InformationItem

DCH-FDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-Specific-FDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { {DCH-FDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

****** unchanged parts removed *****
-- E

EDCH-DDI-Value ::= INTEGER (0..63)

EDCH-FDD-DL-ControlChannelInformation ::= SEQUENCE {


eAGCH-ERGCH-EHICH-FDD-ScramblingCode



DL-ScramblingCode




OPTIONAL,


eAGCH-ChannelisationCode






FDD-DL-ChannelisationCodeNumber

OPTIONAL,


primary-e-RNTI









E-RNTI







OPTIONAL,


secondary-e-RNTI








E-RNTI







OPTIONAL,


eRGCH-EHICH-ChannelisationCode





FDD-DL-ChannelisationCodeNumber,


eRGCH-SignatureSequence







ERGCH-SignatureSequence



OPTIONAL,


eHICH-SignatureSequence







EHICH-SignatureSequence,


iE-Extensions









ProtocolExtensionContainer { { EDCH-FDD-DL-ControlChannelInformation-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-DL-ControlChannelInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}

****** unchanged parts removed *****
EDCH-FDD-Information-To-Modify ::= SEQUENCE {


eDCH-MACdFlow-Specific-Information



EDCH-MACdFlow-Specific-InfoToModifyList,



iE-Extensions








ProtocolExtensionContainer { { EDCH-FDD-Information-To-Modify-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-Information-To-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}
EDCH-FDD-Update-Information ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF EDCH-FDD-Update-InfoItem

EDCH-FDD-Update-InfoItem  ::= SEQUENCE {


eDCH-FDD-DL-ControlChannelInformation


EDCH-FDD-DL-ControlChannelInformation


OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { EDCH-FDD-Update-InfoItem-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-Update-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Grant-Type-Information ::= CHOICE {


e-DCH-Non-Scheduled-Transmission-Grant

E-DCH-Non-Scheduled-Transmission-Grant-Items,


e-DCH-Scheduled-Transmission-Grant


NULL,


...

}

E-DCH-HARQ-PO-FDD ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-LogicalChannelInformation ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelInformationItem

E-DCH-LogicalChannelInformationItem ::= SEQUENCE {

logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator,

mACes-GuaranteedBitRate


MACes-Guaranteed-Bitrate

OPTIONAL,

eDCH-DDI-Value




EDCH-DDI-Value,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeList, 


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelInformationItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdPDU-SizeList ::= SEQUENCE (SIZE (1..maxNrofDDIs)) OF E-DCH-MACdPDU-SizeListItem
E-DCH-MACdPDU-SizeListItem ::= SEQUENCE {

mACdPDU-Size




MACdPDU-Size,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-MACdPDU-SizeListItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-MACdPDU-SizeListItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-LogicalChannelToModify ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToModifyItem

E-DCH-LogicalChannelToModifyItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator

OPTIONAL,


mACes-GuaranteedBitRate


MACes-Guaranteed-Bitrate

OPTIONAL,


eDCH-DDI-Value




EDCH-DDI-Value




OPTIONAL,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeToModifyList, 


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToModifyItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelToModifyItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdPDU-SizeToModifyList ::= SEQUENCE (SIZE (0..maxNrofDDIs)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-LogicalChannelToDelete ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToDeleteItem
E-DCH-LogicalChannelToDeleteItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToDeleteItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelToDeleteItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
LogicalChannelID ::= INTEGER (1..15)
EDCH-MACdFlow-ID ::= INTEGER (0..maxNrOfEDCHMACdFlows-1)
EDCH-MACdFlows-Information ::= SEQUENCE {


eDCH-MACdFlow-Specific-Information



EDCH-MACdFlow-Specific-InfoList,



iE-Extensions








ProtocolExtensionContainer { { EDCH-MACdFlow-Specific-Information-ExtIEs } }


OPTIONAL,

...

}
E-DCH-MACdFlow-Multiplexing-List ::= BIT STRING ( SIZE(maxNrOfEDCHMACdFlows) )
EDCH-MACdFlow-Specific-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}
EDCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF EDCH-MACdFlow-Specific-InfoItem

EDCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


eDSCH-MACdFlow-ID




EDCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority


OPTIONAL,


tnlQoS







TnlQos 







OPTIONAL,


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


maxNr-Retransmissions-EDCH


MaxNr-Retransmissions-EDCH,


trafficClass





TrafficClass,


eDCH-HARQ-PO-FDD




E-DCH-HARQ-PO-FDD,

eDCH-MACdFlow-Multiplexing-List

E-DCH-MACdFlow-Multiplexing-List
OPTIONAL,


eDCH-Grant-Type-Information


E-DCH-Grant-Type-Information

OPTIONAL,

bundlingModeIndicator



BundlingModeIndicator



OPTIONAL,

eDCHLogicalChannelInformation

E-DCH-LogicalChannelInformation,

iE-Extensions





ProtocolExtensionContainer { { EDCH-MACdFlow-Specific-InfoItem-ExtIEs } }


OPTIONAL,

...

}
EDCH-MACdFlow-Specific-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
EDCH-MACdFlow-Specific-InfoToModifyList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF EDCH-MACdFlow-Specific-InfoToModifyItem

EDCH-MACdFlow-Specific-InfoToModifyItem ::= SEQUENCE {


eDSCH-MACdFlow-ID




EDCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority


OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

tnlQoS







TnlQos 







OPTIONAL,


maxNr-Retransmissions-EDCH


MaxNr-Retransmissions-EDCH


OPTIONAL,


trafficClass





TrafficClass





OPTIONAL,

eDCH-HARQ-PO-FDD




E-DCH-HARQ-PO-FDD




OPTIONAL,

eDCH-MACdFlow-Multiplexing-List

E-DCH-MACdFlow-Multiplexing-List
OPTIONAL,


eDCH-Grant-Type-Information


E-DCH-Grant-Type-Information

OPTIONAL,

bundlingModeIndicator



BundlingModeIndicator



OPTIONAL,

eDCH-LogicalChannelToAdd


E-DCH-LogicalChannelInformation

OPTIONAL,


eDCH-LogicalChannelToModify


E-DCH-LogicalChannelToModify

OPTIONAL,


eDCH-LogicalChannelToDelete


E-DCH-LogicalChannelToDelete

OPTIONAL, 


iE-Extensions





ProtocolExtensionContainer { { EDCH-MACdFlow-Specific-InfoToModifyItem-ExtIEs } }


OPTIONAL,

...

}
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

****** unchanged parts removed *****
maxNrofSigSeqERGHICH-1




INTEGER ::= 39
maxNrOfCells






INTEGER ::= 65536
maxNrOfAddFreq






INTEGER ::= 8
maxNrOfCellsPerFreq





INTEGER ::= 65536
maxNrOfEDCHMACdFlows-1




INTEGER ::= 7
-- FFS
maxNrOfEDCH-HARQ-PO-QUANTSTEPs


INTEGER ::= 6
maxNrOfEDPCCH-PO-QUANTSTEPs



INTEGER ::= 8
-- FFS
maxNrOfEDCHHARQProcesses2msEDCH


INTEGER ::= 8
maxNrOfBits-MACe-PDU-non-scheduled

INTEGER ::= 19982
-- FFS

maxNrOfRefETFCIs





INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs


INTEGER ::= 8
-- FFS
maxNrOfEDCHMACdFlows




INTEGER ::= 8
maxNoOfLogicalChannels




INTEGER ::= 16
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