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CRs to 25.331 (1) (TEI6)
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2633
	-
	Rel-6
	Removal RLC-SDU alignment capability
	F
	6.6.0
	6.7.0
	R2-052185
	TEI6

	25.331
	2642
	-
	Rel-6
	Correction to UE L3 requirements for HS-DSCH mobility
	F
	6.6.0
	6.7.0
	R2-052203
	TEI6

	25.331
	2643
	-
	Rel-6
	Rate Control Correction
	F
	6.6.0
	6.7.0
	R2-052204
	TEI6

	25.331
	2644
	-
	Rel-6
	Introduction of container to facilitate transparent transfer of UE capabilities
	F
	6.6.0
	6.7.0
	R2-052205
	TEI6

	25.331
	2645
	-
	Rel-6
	Minor ASN.1 correction for TDD IEs Beacon PL Est and DHS-Sync
	F
	6.6.0
	6.7.0
	R2-052206
	TEI6

	25.331
	2646
	-
	Rel-6
	Addition of ongoing reconfiguration indicator in cell update
	B
	6.6.0
	6.7.0
	R2-052208
	TEI6

	25.331
	2648
	-
	Rel-6
	Faster L1 DCH synchronization
	F
	6.6.0
	6.7.0
	R2-052210
	TEI6

	25.331
	2649
	-
	Rel-6
	Direct transition to DCH
	F
	6.6.0
	6.7.0
	R2-052211
	TEI6

	25.331
	2650
	-
	Rel-6
	PSI messages in CELL CHANGE ORDER FROM UTRAN
	F
	6.6.0
	6.7.0
	R2-052212
	TEI6

	25.331
	2651
	-
	Rel-6
	SRNS relocation info
	F
	6.6.0
	6.7.0
	R2-052213
	TEI6

	25.331
	2652
	-
	Rel-6
	Correction to UE-assisted OTDOA support
	F
	6.6.0
	6.7.0
	R2-052214
	TEI6

	25.331
	2653
	-
	Rel-6
	Correction to undefined UE behaviour in case of Cell-ID positioning with method type UE-based
	F
	6.6.0
	6.7.0
	R2-052215
	TEI6

	25.331
	2654
	-
	Rel-6
	Receiving "Frequency info" IE in CELL UPDATE CONFIRM message
	F
	6.6.0
	6.7.0
	R2-052218
	TEI6


PAGE  

