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8.6.6.1
Frequency info

For FDD, if the IE 'Frequency info' is included:
1>
if the IE “UARFCN uplink (Nu)” is not signalled and the IE “UARFCN downlink (Nd)” indicates a DL frequency that belongs to Band I (including the region of frequencies that overlaps with other bands, e.g. Band IV):

2>
assume the indicated frequency to be in Band I.

If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:

1>
if the IE "Frequency info" is included:

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info";

3>
if the received message is used to perform a Timing-maintained hard handover (see subclause 8.3.5.2), and IE "Timing maintained Synchronization indicator" is included:

4>
not perform any physical layer synchronisation procedure (FDD only);

3>
else:

4>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

NOTE:
If the indicated IE “Frequency Info” is different from the stored frequency information (e.g. from a previously received IE “Frequency Info”), the UE will consider the frequency as different.
2>
if the frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency;

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
if the IE "Frequency info" is not included and the UE has a currently used frequency:

2>
continue to use the currently used frequency.

8.6.7.3
Intra-frequency/Inter-frequency/Inter-RAT cell info list

If the IE "Intra-frequency cell info list" is received in System Information Block Type 11, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Intra-frequency cell removal" is received:

2>
ignore the IE.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Intra-frequency cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Intra-frequency cell removal" is received:

2>
if it has the value "Remove some intra-frequency cells", at the position indicated by the IE "Intra-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all intra-frequency cells":

3>
for each position referring to an intra-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no intra-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Intra-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the CHOICE "Intra-frequency cell removal" is received:

2>
if it has the value "Remove some intra-frequency cells", at the position indicated by the IE "Intra-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all intra-frequency cells":

3>
for each position referring to an intra-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no intra-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Intra-frequency cells whose cell information is stored at the position indicated by the IE "Intra-frequency cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Intra-frequency cells whose cell information is stored in CELL_INFO_LIST.

If the IE "Inter-frequency cell info list" is received in System Information Block Type 11 update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-frequency cell removal" is received:

2>
ignore the IE.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".
If the IE "Inter-frequency cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the CHOICE "Inter-frequency cell removal" is received:

2>
if it has the value "Remove some inter-frequency cells", at the position indicated by the IE "Inter-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-frequency cells":

3>
for each position referring to an inter-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order:

1>
if the CHOICE "Inter-frequency cell removal" is received:

2>
if it has the value "Remove some inter-frequency cells", at the position indicated by the IE "Inter-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-frequency cells":

3>
for each position referring to an inter-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Inter-frequency cells whose cell information is stored at the position indicated by the IE "Inter-frequency cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Inter-frequency cells whose cell information is stored in CELL_INFO_LIST.

If the IE "Inter-RAT cell info list" is received in System Information Block Type 11, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
ignore the IE "Inter-RAT cell removal".

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received:

2>
ignore the IE;

2>
set the "Inter-RAT cell info indication" to the value "0" and mark the indication status "present" in the variable CELL_INFO_LIST.
If the IE "Inter-RAT cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-RAT cell removal" is received:

2>
if it has the value "Remove some inter-RAT cells", at the position indicated by the IE "Inter-RAT cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-RAT cells":

3>
for each position referring to an inter-RAT cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-RAT cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received:

2>
ignore the IE;

1>
set the "Inter-RAT cell info indication" to the value "0" and mark the indication status "present" in the variable CELL_INFO_LIST.
If the IE "Inter-RAT cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-RAT cell removal" is received:

2>
if it has the value "Remove some inter-RAT cells", at the position indicated by the IE "Inter-RAT cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-RAT cells":

3>
for each position referring to an inter RAT cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-RAT cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Inter-RAT cells whose cell information is stored at the position indicated by the IE "Inter-RAT cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Inter-RAT cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "Cell selection and re-selection info for SIB11/12" is present:

2>
ignore the IE.

1>
if the IE "Inter-RAT cell info indication" is present:

2>
store the received value of the IE "Inter-RAT cell info indication" and mark the indication status "present" in the variable CELL_INFO_LIST.
1>
if the IE "Inter-RAT cell info indication" is not present:

2>
clear the "Inter-RAT cell info indication" and mark the indication status "not present" in the variable CELL_INFO_LIST.

10.3.6.36
Frequency info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>UARFCN uplink (Nu) 
	OP
	
	Integer(0..16383)
	 If this IE is not present, the default duplex distance defined for the operating frequency band shall be used [21]

	>>UARFCN downlink (Nd)
	MP
	
	Integer(0 .. 16383)
	[21]

	>TDD
	
	
	
	

	>>UARFCN (Nt)
	MP
	
	Integer(0 .. 16383)
	[22] 
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