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10.4.1 Single link performance 
The receive characteristics of the E-DCH Absolute Grant Channel (E-AGCH) in multi-path fading environment is determined by the missed detection probability.

10.4.1.1
Minimum requirement

For the parameters specified in Table 10.24 the average downlink E-AGCH Ec/Ior power ratio shall be below the specified value for the missed detection probability in Table 10.25.
Table 10.24: Test parameters for E-AGCH detection – single link
	Parameter
	Unit
	Missed detection
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	DB
	-10

	E-AGCH information
	-
	Varying SG

	E-AGCH TTI length
	Ms
	10


Table 10.25: Minimum requirement for E-AGCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-AGCH
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	Miss detection probability

	1
	VA30
	-23.2
	0
	0.01


11 Performance requirement (MBMS)

11.1 Demodulation of MCCH

The receive characteristic of the MCCH is determined by the RLC SDU error rate (RLC SDU ER). The requirement is valid for all RRC states for which the UE has capabilities for MBMS.
11.1.1
Minimum requirement

For the parameters specified in Table X1 the average downlink S-CCPCH_Ec/Ior power ratio shall be below the specified value for the RLC SDU ER shown in Table X2.

Table X1: Parameters for MCCH detection

	Parameter
	Unit
	Test 1

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60
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	dB
	-3

	MCCH Data Rate
	
	7.6 kbps

	Propagation condition
	
	VA3


Table X2: Test requirements for MCCH detection

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC SDU ER

	1
	-11.6
	0.01


11.2 Demodulation of MTCH

The receive characteristic of the MTCH is determined by RLC SDU error rate (RLC SDU ER). RLC SDU ER is specified for each individual data rate of the MTCH.  The requirement is valid for all RRC states for which the UE has capabilities for MBMS.

11.2.1
Minimum requirement

 For the parameters specified in Table X3 the average downlink S-CCPCH_Ec /Ior power ratio shall be below the specified value for the RLC SDU ER shown in Table X4.

Table X3: Parameters for MTCH detection

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	-
	P-CPICH
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	dB
	-3
	-3

	MTCH Data Rate
	
	128 kbps
	256 kbps

	Propagation condition
	
	VA3

	Number of Radio Links p
	
	3 
	3

	Delay of Radio Link  2 compared with Radio Link 1
	
	160ms
	20 ms

	Delay of Radio Link  3 compared with Radio Link 1
	
	1240ms
	40.67 ms 

(1 TTI + 1 slot)


Table X4: Test requirements for MTCH detection

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC SDU ER

	1
	-4.9
	0.1

	2
	-5.6
	0.1


11.3
Demodulation of MTCH and cell identification

MBMS combining is not controlled by a network but instead it is autonomously handled by a terminal. UE has to be able to receive MTCH and identify intra-frequency neighbour cells according to the requirements. The receive characteristic of the MTCH combined with cell identification is determined by RLC SDU error rate (RLC SDU ER). 

11.3.1 
Minimum requirement

For the parameters specified in Table X5 the average downlink S-CCPCH_Ec/Ior power ratio shall be below the specified value for the RLC SDU error rate shown in Table X6. The cell reselection parameters are given in clause A.9 in Table A.x5. The different cells are assumed be time aligned.

Table X5: Parameters for MTCH demodulation requirements with cell identification

	Parameter
	Unit
	Test 1

	
	
	Stage 1
	Stage 2
	 Stage 2

	Time in each stage
	S
	2
	0.8
	2

	Phase reference
	-
	P-CPICH

	[image: image9.wmf]oc

I


	dBm/3.84 MHz
	-70
	-73
	-70

	Cell1 [image: image10.wmf]oc

or

I

I

1

ˆ


	dB
	-3
	0
	-3
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	dB
	-3
	0
	-infinity
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	dB
	-infinity
	0
	-3

	Propagation condition
	
	Case1

	MTCH Data Rate
	Kbps
	128

	Number of Radio Links
	
	2
	3
	2


Table X6: Requirements for MTCH detection

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC SDU ER

	1
	-5.6
	0.05


New Section

********************************************************************************************

A.8
DL reference parameters for MBMS tests

A.8.1
MCCH

The parameters for the MCCH demodulation tests are specified in Table A.X1 and Table A.X2.

Table A.X1: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level

	Channel bit rate
	kbps
	30

	Channel symbol rate 
	ksps
	15

	Slot Format #i
	-
	2

	TFCI
	-
	ON

	Power offsets of TFCI and Pilot fields relative to data field
	dB
	0


Table A.X2: Transport channel parameters for S-CCPCH

	Parameter
	MCCH

	User Data Rate
	7.6 kbps

	Transport Channel Number 
	1 

	Transport Block Size
	72

	Transport Block Set Size
	72

	RLC SDU block size
	4088 

	Transmission Time Interval
	10 ms

	Repetition period
	640 ms

	Modification period
	1280 ms

	Type of Error Protection
	Convolution Coding

	Coding Rate
	1/3

	Rate Matching attribute
	256

	Size of CRC
	16

	Position of TrCH in radio frame
	Flexible


A.8.1
MTCH

The parameters for the MTCH demodulation tests are specified in Table A.X3 and Table A.X4.

Table A.X3: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	256
	128

	Channel bit rate
	kbps
	960
	480

	Channel symbol rate 
	ksps
	480
	240

	Slot Format #i
	-
	14
	12

	TFCI
	-
	ON
	ON

	Power offsets of TFCI and Pilot fields relative to data field
	dB
	0
	0


Table A.X4: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	256 kbps
	128 kbps

	Transport Channel Number 
	1 
	1

	Transport Block Size
	2560
	2560

	Transport Block Set Size
	10240
	5120 

	Nr of transport blocks/TTI
	4
	2 

	RLC SDU block size
	10160 
	5072 

	Transmission Time Interval
	40 ms
	40 ms

	Type of Error Protection
	Turbo
	Turbo

	Rate Matching attribute
	256
	256

	Size of CRC
	16
	16

	Position of TrCH in radio frame
	Flexible
	Flexible


A.9
DL reference parameters for combined MTCH demodulation and cell identification

Parameters for combined MTCH demodulation and cell identification requirements are defined in Table A.x5. 

Table A.x5: Cell reselection parameters
	Parameter
	Unit
	Value

	Serving cell in the initial condition
	
	Cell1

	Neighbour cells
	
	32 intra-frequency neighbour cells are indicated including Cell2 and Cell3 

	Cell_selection_and_reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_
RACH
	dB
	21

	Qhyst2
	dB
	20 dB

	Treselection
	seconds
	4 

	Sintrasearch
	dB
	not sent

	IE “FACH Measurement occasion info”
	
	not sent


NEW SECTION
B.2
Propagation Conditions

B.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

B.2.2
Multi-path fading propagation conditions

Table B1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table B.1: Propagation Conditions for Multi path Fading Environments (Cases 1 to 6)

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
120 km/h
	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
50 km/h
	Speed for Band I, II, III and IV:
250 km/h

	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
282 km/h (Note 2)
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
118 km/h
	Speed for Band V and VI:
583 km/h (Note 2)

	
	
	
	
	
	

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in TS25.133.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.

Table B.1A: Void

Table B.1B shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment. For HSDPA enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.1B: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III and IV
3 km/h
	Speed for Band I, II, III and IV
3 km/h
	Speed for Band I, II, III and IV
30 km/h
	Speed for Band I, II, III and IV
120 km/h

	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
71 km/h
	Speed for Band V, VI
282 km/h (Note 1)

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.

Table B.1C shows propagation conditions that are used for CQI test in multi-path fading. For HSDPA enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.1C: Propagation Conditions for CQI test in multi-path fading

	Case 8, 

speed 30km/h

	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10


Table B.1D shows propagation conditions that are used for MBMS demodulation performance measurements in multi-path fading environment.

Table B.1D: Propagation Conditions for Multi-Path Fading Environments for MBMS Performance Requirements

	ITU vehicular A

Speed 3km/h

(VA 3)

	Speed for Band I, II, III and IV
3 km/h

	Speed for Band V, VI
7 km/h

	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0

	310
	-1.0

	710
	-9.0

	1090
	-10.0

	1730
	-15.0

	2510
	-20.0


NEW SECTION
C.6 MBMS DL Physical channels
C.6.1 Downlink Physical Channels connection set-up
Measurement of Performance requirements

Table C.X is applicable for measurements on the Performance requirements in Clause 10.

Table C.X: Downlink Physical Channels on each radiolink

	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 dB
	Only P-CPICH is used as phase reference for S-CCPCH carrying MCCH or MTCH. 

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 dB
	

	SCH
	 SCH_Ec/Ior = -12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior = -15 dB
	

	S-CCPCH
	S-CCPCH_Ec/Ior = test dependent
	

	DPCH
	TBD 
	DPCH is enable only when UE has capability to receive MBMS in CELL_DCH state

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 16 dedicated data channels as specified in table C.6.





































































































































































































































































































































































































































































































































































































�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �Page: 1��� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �Page: 1��� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �Page: 1��� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �Page: 1��� This is an example of pop-up text.





CR page 1

_1072784866.unknown

_1072848282.unknown

