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Reason for change:
(

1. As per the default message content for Physical Channel reconfiguration, IE ‘New C-RNTI‘ should be set to '1010 1010 1010 1010'. In the TTCN implementation '0000000000000001' is used for this IE.
2. Contents of SIB 12 used in pre-amble of the test case 8.4.1.6 are not as per test specification.




Summary of change:
(

1. Constraint declaration for cds_PhyChReconf64k_PS_ToFACH_Compress and cds_PhyChReconf64k_PS_ToFACH is modified to use a new_C_RNTI value of '1010 1010 1010 1010' using variable tsc_New_CRNTI2.

2. After row #23 of the Test case, a row is added to assign new CRNTI value tsc_New_CRNTI2 to tcv_CellInfoA.

3. Constraint declaration for c_SIB12_ModifiedFACH_MeasInfo is modified to align contents as specified in the test specification.

4. Modified line #7 of the Test case to remove extra parameters for constraint c_SIB12_ModifiedFACH_MeasInfo.
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Inconsistency will remain between 34.123-1 and TTCN implementation.
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1.1 Change 1

Constraint Declaration
cds_PhyChReconf64k_PS_ToFACH_Compress

Reason for change
As per the default message content for Physical Channel reconfiguration, IE ‘New C-RNTI‘ should be set to '1010 1010 1010 1010'. In the TTCN implementation '0000000000000001' is used for this IE.

Summary of change
Constraint declaration for cds_PhyChReconf64k_PS_ToFACH_Compress is modified to use a new_C_RNTI value of '1010 1010 1010 1010' using variable tsc_New_CRNTI2.

Source of change
New change

Before:


[image: image1.png]Constraint Name:  cds_PhyChReconfs4k_PS_ToFACH_Compress (
p_integribinfo:  IntegrityCheckinfa ;

p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH.

Encoding Rule Narme:
Encotling Variation
Comments: sic Thamas RES0560x sic

Canstraint Value

REPLACE messaue physicalChannelReconfiquration 13 physicalChannelReconfiquration rinew C_RNTI BY tsc CRNTL )

REPLACE message.physicalChannelRecanfiguration.r3.physicalChannelReconfiguration_ra.rrc_Statelndicator BY cell_FACH,

REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.ul_ChannelRequirement BY OMIT,

REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.di_Commoninformation BY ¢_DL_CommoninformationRE_DCH_ToFACH_Compress (tse_DL_D)
PCH1_SFP_B4K_PS),

R'EP‘LACE message physicalChannelReconfiguration r3 physicalChannelReconfiguration_r di_informationPerRL_ListBY ¢_DL_InfoPerRL_DCH_OIFACH_TOFACH_PS (p_PrimScrambling
ote)





After:
[image: image2.png]Constraint Name:  cds_PhyChReconiB4k_PS_ToFACH_Compress (
p_integribinfo:  IntegrityCheckinfa ;

p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH.

Encoding Rule Narme:
Encotling Variation
Comments: sic Thamas RES0560x sic

Canstraint Value
[REPLACE message physicalChannelReconfiguration 13 physicalChannelReconfiguration_r3new_C_RNTIBY tsc_New_CRNTI

REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.ul_ChannelRequirement BY OMIT,
REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.di_Commoninformation BY ¢_DL_CommoninformationRE_DCH_ToFACH_Compress (tse_DL_D)

PCH1_SFP_B4K_PS),
REPLACE message physicalChannelReconfiguration 13, physicalChannelReconfiguration_r3.d_informationP'etRL_List BY c_DL_InfoPerRL_DCH_OrFACH_ToFACH_PS ( p_PrimScrambling

ode)





1.2 Change 2

Constraint Declaration
cds_PhyChReconf64k_PS_ToFACH

Reason for change
As per the default message content for Physical Channel reconfiguration, IE ‘New C-RNTI‘ should be set to '1010 1010 1010 1010'. In the TTCN implementation '0000000000000001' is used for this IE.

Summary of change
Constraint declaration for cds_PhyChReconf64k_PS_ToFACH is modified to use a new_C_RNTI value of '1010 1010 1010 1010' using variable tsc_New_CRNTI2.

Source of change
New change

Before:


[image: image3.png]Constraint Name:  cds_PhyChReconiB4k_PS_ToFACH (
p_integribinfo:  IntegrityCheckinfa ;

p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH.

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message physicalChannelReconfiguration 13 physicalChannelReconfiguration_r3.rre_Statelndicator BY cell_FACH,
REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.ul_ChannelRequirement BY OMIT,

REPLACE message physicalChannelRsconfiguration.13 physicalChannelReconfiguration_r3.di_Comrmoninformation BY OMIT,

REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.di_informationPerRL_List BY ¢_DL_InfoPerRL_DCH_OrFACH_ToFACH_PS (p_PrimScramblingC
ade)





After:

[image: image4.png]Consiraint Name:  cds_PhyChReconf4k_PS_ToFACH (
p_integribinfo:  IntegrityCheckinfa ;

p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH.

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

|REPLAGE message physicalchannelReconiguration 12 physicalChannelReconfguralion 13 new_C_RNTIBY tsc_New_CRNTI,
REPLACE message physicalohannelRecanfiuration r3 ahysicalChannelRecoiguralion 13 c_Statedicator BY cell FACH,

REPLACE message physicalChannelReconfiguration 13 physicalChannelReconfiouration 13 ul_ChannelReguirement BY OMIT,

REPLACE message physicalChannelReconfiguration 3 physicalChannelReconiguration_r3 dl_Commoninormation BY OMIT,

FEPLACE Messae Iyl 1 £ St T U130 TSt DL_UPImL DO OTACHTEFACH_F .Fimerambinge
ade)





1.3 Change 3

Local Tree
lt_TestBody, tc_8_4_1_6

Reason for change
As per the default message content for Physical Channel reconfiguration, IE ‘New C-RNTI‘ should be set to '1010 1010 1010 1010'. In the TTCN implementation '0000000000000001' is used for this IE.

Summary of change
After row #23 of the Test case, a row is added to assign new CRNTI value tsc_New_CRNTI2 to tcv_CellInfoA.

Source of change
New change

After:
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1.4 Change 4
Local Tree
c_SIB12_ModifiedFACH_MeasInfo

Reason for change
Contents of SIB 12 used in pre-amble of the test case 8.4.1.6 are not as per test specification.

Summary of change
Constraint declaration for c_SIB12_ModifiedFACH_MeasInfo is modified to align contents as specified in the test specification.

Source of change
New change

After:
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1.5 Change 5

Local Tree
Tc_8_4_1_6

Reason for change
Contents of SIB 12 used in pre-amble of the test case 8.4.1.6 are not as per test specification.

Summary of change
Modified line #7 of the Test case to remove extra parameters for constraint c_SIB12_ModifiedFACH_MeasInfo.

Source of change
New change

Before:
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After:
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