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8.5.17
PRACH selection

For this version of the specification, when a UE selects a cell, the uplink frequency to be used for the initial PRACH transmission shall have a default duplex frequency spacing offset from the downlink frequency that the cell was selected on. The default duplex frequency separation to be used by the UE is specified in [21] for each frequency band (for FDD only).

NOTE:
The PRACH selection scheme assumes that all PRACHs configured in System Information Block type 5, System Information Block type 5bis and System Information Block type 6 support all (implicitly or explicitly) configurable RLC sizes of the cell, i.e. at least the transport formats corresponding to a single transport block of each applicable RLC size of the cell must be defined for each PRACH.
The UE shall select a "PRACH system information" according to the following rule. The UE shall:

1>
select a "PRACH system information" from the ones indicated in the IE "PRACH system information list" in System Information Block type 5 or in System Information Block type 5bis (applicable in Idle Mode and Connected Mode) or System Information Block type 6 (applicable in Connected Mode only), as follows:

2>
if in connected mode and System Information Block type 6 is defined and includes PRACH info:
3>
compile a list of candidate PRACHs that consists of the PRACH system information listed in System Information Block 6, in the order of appearance as in System Information Block 6.

2>otherwise:

3>
compile a list of candidate PRACHs that consists of the PRACH system information listed in System Information Block 5 or in System Information Block 5bis, in the order of appearance as in System Information Block 5 or in System Information Block 5bis, respectively.

2>
in FDD:

3>
perform RACH TTI selection as specified in subclause 8.5.18.1.

2>
in 1.28 Mcps TDD:

3>
perform RACH TTI selection according to subclause 8.5.18.2.

2>
remove from the list of candidate PRACHs those PRACHs that have a TTI length different from the selected value;

2>
select a PRACH randomly from the list of candidate PRACHs as follows:


"Index of selected PRACH" = floor (rand * K)


where K is equal to the number of candidate PRACH system informations, "rand" is a random number uniformly distributed in the range 0 ( rand < 1 and "floor" refers to rounding down to nearest integer. The candidate PRACH system informations shall be indexed from 0 to K-1. The random number generator is left to implementation. The scheme shall be implemented such that one of the available PRACH system informations is randomly selected with uniform probability. At start-up of the random number generator in the UE the seed shall be dependent on the IMSI of the UE or time, thereby avoiding that all UEs select the same RACH;

2>
use the TFCS of the selected PRACH when performing TFC selection (see [15]);
2>
reselect the PRACH system information when a new cell is selected. RACH reselection may also be performed after each transmission of a Transport Block Set on RACH.

1>
for emergency call, the UE is allowed to select any of the available PRACH system informations.

After selecting a PRACH system information, the RRC in the UE shall configure the MAC and the physical layer for the RACH access according to the parameters included in the selected "PRACH system information" IE.

10.3.3
UE Information elements

10.3.3.32a
RF Capability Compressed

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE FDD
	MP
	
	
	
	REL-5

	>Supported
	
	
	
	
	REL-5

	>>RF capability band FDD list Compressed
	MP
	1..<maxfreqbandsFDD>
	
	
	REL-5

	
	
	1..<maxfreqbandsFDD-ext>
	
	
	REL-6

	>>>RF Capability Band FDD Compressed
	MP
	
	Enumerated (not supported, default TxRx separation)
	TX/RX frequency separation capability for the supported frequency band(s). Default is the TX/RX frequency separation defined in [21] for each frequency band.

Two spare values are needed.


	REL-5

	>Not supported
	
	
	NULL
	
	REL-5

	CHOICE TDD-3.84Mcps
	MP
	
	
	
	REL-5

	>Supported
	
	
	
	
	REL-5

	>>Radio Frequency Band TDD List
	MP
	
	Enumerated (a, b, c, a+b, a+c, b+c, a+b+c)
	As defined in [22].

One spare value needed
	REL-5

	>Not supported
	
	
	NULL
	
	REL-5

	CHOICE TDD-1.28Mcps
	MP
	
	
	
	REL-5

	>Supported
	
	
	
	
	REL-5

	>>Radio Frequency Band TDD List
	MP
	
	Enumerated (a, b, c, a+b, a+c, b+c, a+b+c)
	As defined in [22].

One spare value needed
	REL-5

	>Not supported
	
	
	NULL
	
	REL-5


10.3.3.33
RF capability FDD

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	UE power class
	MP
	
	Enumerated (1..4)
	As defined in [21]
	

	Tx/Rx frequency separation
	MP
	
	Enumerated (default TxRx separation)
	Default is the TX/RX frequency separation defined in [21] for each frequency band.

Two spare values are needed.


	


10.3.3.33a
RF capability FDD extension

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	UE power class extension
	MP
	
	Enumerated (1..4)
	As defined in [21]. Four spare values are needed

	Tx/Rx frequency separation
	MP
	
	Enumerated (default TxRx separation)
	Default is the TX/RX frequency separation defined in [21] for each frequency band.

Two spare values are needed.




10.3.6
Physical CH Information elements

10.3.6.36
Frequency info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>UARFCN uplink (Nu) 
	OP
	
	Integer(0..16383)
	 If this IE is not present, the default duplex distance defined for the operating frequency band shall be used [21]

	>>UARFCN downlink (Nd)
	MP
	
	Integer(0 .. 16383)
	[21]

	>TDD
	
	
	
	

	>>UARFCN (Nt)
	MP
	
	Integer(0 .. 16383)
	[22] 


10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsFDD-ext
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5


– – No further changes in this table – –
11.2
PDU definitions


/ ... /

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringModeInfo,


DelayRestrictionFlag,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UE-CapabilityContainer-IEs,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

DL-PhysChCapabilityFDD-v380ext,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-SecurityInformation,


UE-SecurityInformation2,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,


/ ... /

InterRATHandoverInfo-v6xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-SecurityInformation2



UE-SecurityInformation2




OPTIONAL,


ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-ext

OPTIONAL
}


/ ... /

11.3
Information element definitions


/ ... /

RadioFrequencyBandFDD ::=


ENUMERATED {


-- fdd2100, fdd1900, fdd1800 correspond to Band I, Band II and Band III respectively











fdd2100,











fdd1900,











fdd1800, 










bandVI, 











bandIV,











bandV,










bandVII,










extension-indicator }
RadioFrequencyBandFDD2 ::=


ENUMERATED {











bandVIII,











bandIX,











bandX,











bandXI,











bandXII,











bandXIII,











bandXIV,











bandXV,











bandXVI,











bandXVII, 











bandXVIII,











bandXIX,











bandXX,











bandXXI,











bandXXII,











extension-indicator }

/ ... /

-- Values defined as spare shall not be sent in this version of the protocol. If a spare value is

-- received, it should be interpreted as 'default-RxTX-sparation'.

TxRxFrequencySeparation ::=


ENUMERATED {











default-TxRx-separation, spare2, spare1 }




/ ... /

UE-RadioAccessCapabilityComp ::= SEQUENCE {

totalAM-RLCMemoryExceeds10kB


BOOLEAN,


rf-CapabilityComp





RF-CapabilityComp
}

UE-RadioAccessCapabilityComp-ext ::= SEQUENCE {


rf-CapabilityFDDComp



RF-CapabBandListFDDComp-ext

}
RF-CapabilityComp ::= SEQUENCE {


fdd 




CHOICE {



notSupported




NULL,



supported





RF-CapabBandListFDDComp


},

tdd384-RF-Capability
CHOICE {



notSupported




NULL,



supported





RadioFrequencyBandTDDList

},

tdd128-RF-Capability
CHOICE {



notSupported




NULL,



supported





RadioFrequencyBandTDDList


}
}

-- NOTE: This IE defines the supported TX/RX frequency separation for the respective supported
-- frequency band. Values defined as spare shall not be sent in this version of the protocol.
-- If a spare value is received, it should be interpreted as 'default-RxTX-sparation'.
RF-CapabBandFDDComp ::=



ENUMERATED { notSupported,










default-TxRx-separation, spare2, spare1 }


RF-CapabBandListFDDComp ::=


SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF


-- The first entry corresponds with the first value of IE RadioFrequencyBandFDD,


-- fdd2100, and so on. No more than seven entries should be included in this IE. The

-- 8'th entry, if present, shall be ignored.

-- An extension of this IE may be provided using the IE 'RF-CapabBandListFDDComp-ext'.


RF-CapabBandFDDComp

RF-CapabBandListFDDComp-ext ::=

SEQUENCE (SIZE (1..maxFreqBandsFDD-ext)) OF


-- The first entry corresponds with the first value of IE RadioFrequencyBandFDD2,


-- bandVIII, and so on.

RF-CapabBandFDDComp


/ ... /

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCPCHsets




INTEGER ::= 16

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxE-DCHMACdFlow


INTEGER ::= 8

maxE-DCHMACdFlow-1


INTEGER ::= 7
maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsFDD-ext


INTEGER ::= 15
-- maxFreqBandsFDD-ext ::= 22 – (maxFreqBandsFDD – 1)
maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsGSM



INTEGER ::= 16


/ ... /
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