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Progress Report since the last TSG:
During TSG RAN WG5#30 meeting 11 documents were presented and agreed for this WI (contributions from TeliaSonera and NEC). Main topics were :
· Introduction of new network sharing related test cases (3 documents)
· Corresponding applicability statements (3 documents)
· Corrections (5 documents)
Three new test cases were agreed.  
Idle mode tests:

· R5-060385 PLMN selection in shared network environment, Manual Mode. Verifies that the UE is able to display and select PLMNs according to core spec 23.122 in manual mode (shared network environment).
· R5-060386 Selection of PLMN and RAT in shared network environment, Manual mode.  Verifies that the UE is able to display and select PLMNs according to core spec 23.122 in manual mode (multi-mode shared network environment).
· R5-060387 Cell reselection in multimode shared network environment.  Verifies that the UE is able to perform cell reselection according to core spec 25.304 in multi-mode shared network environment.

In addition, a work plan update for network sharing testcases was presented for information (R5-060529).


List of Completed elements (for complex work items):

N/A

List of open issues:

None

Estimates of the level of completion (when possible):

100% 


WI completion date review resulting from the discussion at the working group:
TSG RAN #31, Mar 2006

References to WG's internal documentation and/or TRs:
R5-060147 Corrections to broadcasted PLMN codes in idle mode tests (Network Sharing)
R5-060148 Removal of all references to TDD in 34.123-1 (Network Sharing)

R5-060149 Removal of all references to TDD in 34.123-2 (Network Sharing)

R5-060151 PLMN selection in shared network environment, Manual Mode, Applicability
R5-060154 Selection of PLMN and RAT in shared network environment, Manual mode, Applicability
R5-060156 Cell reselection in multimode shared network environment, Applicability
R5-060385 PLMN selection in shared network environment, Manual Mode
R5-060386 Selection of PLMN and RAT in shared network environment, Manual mode
R5-060387 Cell reselection in multimode shared network environment
R5-060396 Correction to default message content in INITIAL DIRECT TRANSFER

R5-060529 Work plan update for Network Sharing test cases
R5-060540 Correction of  initial condition of TC 8.1.1.11 for CS domain

