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Progress Report since the last TSG (for all involved WGs):
RAN2#51: Vodafone presented some analysis of RRM impacts caused by high speed trains. This was an initial analysis which raised some open issues, and more contributions were invited on this. 

RAN3#51: The same RAN2 document was provided to RAN WG3 for discussion. So far Vodafone did not identify any issues directly affecting this working group. However the contribution was not presented due to lack of time.

List of Completed elements:

-- Deployment scenarios agreed.

-- Simulation results were performed and presented at RAN4#37 for ideal receivers.

-- Agreement that same performance can be achieved of ideal HSDPA UEs at 350kmph compared with 120kmph    

   case 


List of open issues:

· Some more time to understand more comprehensively the RRM issues. 

Estimates of the level of completion (when possible):

85% 


SI completion date review resulting from the discussion at the working group:
Was not discussed further within RAN WG4. Would be preferable to keep it open until June 2006, to allow time to complete the identified open issue.


References to WG's internal documentation and/or TRs:

RAN2#51/RAN3#51:

R2-060626/R3-060287
UE performance considerations at up to 350 km/h
RAN4#37:  

R4-051274
Initial ideal simulation results for different high speed propagation scenarios. (Nokia)
R4-051281
Link level simulation assumptions for UE in high speed trains. (Siemens, BenQ)
R4-051282
On UE DCH performance requirements in high speed trains. (BenQ, Siemens)
R4-051409
Evaluation of requirements for high speed trains. (Ericsson)
R4-051450
Outcome of the Discussion and way forward of the SI  350kmph High speed trains
RAN4#36:  

R4-050811
Operator Proposal for typical deployment scenarios and system assumptions for the Study item "Performance Evaluation of the UE behaviour in high mobility environments with speeds up to 350 kmph" (Vodafone)

R4-050818
In-Train penetration factor measurement results for High Speed Train. (Nortel)

R4-050858
DCH performance requirements in high speed channels (Siemens)

RAN4#35:  

R4-050388
High speed environment channel models, Siemens AG
RAN4#34: 

R4-050171
Measurement results from high speed tests, Vodafone 
