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8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.2
Successful Operation

#Partially Omitted
 [FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[FDD - If the old Serving E-DCH RL is in this Node B, the Node B shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.]

-
[FDD - If the new Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B may  allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION READY message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message]

-
[FDD – The Node B may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release Indicator IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message for every E-DCH Radio Links in the Node B.]
[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To Modify IE, then:]

-
[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]
-
[FDD - If  the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the Node B shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the E-DCH Grant Type and it is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation. ]

-
[FDD - If the E-DCH serving RL is in this Node B, the Node B may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-e Reset Indicator IE in the E-DCH FDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure Indication.]
[FDD - E-DCH MAC-d Flow Addition/Deletion:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add IE, then:]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]
[FDD - Phase Reference Handling]:
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Primary CPICH Usage For Channel Estimation IE, the Node B shall assume that Primary CPICH usage for channel estimation has been reconfigured.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Secondary CPICH Information Change IE, the Node B shall assume that Secondary CPICH usage for channel estimation has been reconfigured.]

General

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Layer Address IE and Binding ID IEs in the [TDD - DSCHs To Modify, DSCHs To Add, USCHs To Modify, USCHs To Add], HS-DSCH Information, HS-DSCH Information To Modify, HS-DSCH MAC-d Flows To Add, [FDD - RL Specific E-DCH Information IE] or in the RL Specific DCH Information IEs, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for any Transport Channel or MAC-d flow being added, or any Transport Channel or MAC-d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

If the requested modifications are allowed by the Node B and the Node B has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the CRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exists a Prepared Reconfiguration, as defined in subclause 3.1.

The Node B shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address IE and the Binding ID IE for any Transport Channel or MAC-d flow being added or any Transport Channel or MAC-d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.
In the case of a set of co-ordinated DCHs requiring a new transport bearer on the Iub interface, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCH in the set of co-ordinated DCHs.

In the case of a Radio Link being combined with another Radio Link within the Node B, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the combined Radio Links.
8.3.2.3 Unsuccessful Operation
#Partially Omitted
9.2.2.13Df
E-DCH FDD Information to Modify

The E-DCH FDD Information to Modify IE is used for the modification of an E-DCH. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.13O
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	

	>TNL QoS
	O
	
	9.2.1.58A
	

	>Maximum Number Of Retransmissions For E-DCH
	O
	
	9.2.2.20D
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.13.Dk
	

	>E-DCH MAC-d Flow Multiplexing  List
	O
	
	9.2.2.13.Dl
	

	>CHOICE E-DCH Grant Type
	O
	
	
	

	>>E-DCH Non-Scheduled Transmission  Grant
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.13.Dm
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13.Dn
	

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information

9.2.2.13K
	

	>E-DCH Logical Channel To Modify
	O
	
	9.2.2.13L
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	

	>>Logical Channel ID
	M
	
	9.2.2.18c
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	

	E-DCH Maximum Bitrate
	O
	
	9.2.2.13T
	

	E-DCH Processing Overload Level
	O
	
	9.2.2.13U
	

	MAC-e Reset Indicator
	O
	
	9.2.2.xx
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.

	maxnoofDDIs
	Maximum number of Data Description Indicators


#Partially Omitted
9.2.2.xx
MAC-e Reset Indicator

Indicates the MAC-e Reset is performed in UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MAC-e Reset Indicator
	
	
	ENUMERATED (MAC-e Reset)
	


9.3.4
Information Elements Definitions

#Partially Omitted
-- ==========================================

--
E

-- ==========================================

E-AGCH-FDD-Code-Information ::= CHOICE {


replace




E-AGCH-FDD-Code-List,


remove




NULL,


...

}
E-AGCH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-AGCHs)) OF FDD-DL-ChannelisationCodeNumber
E-DCH-Capability ::= ENUMERATED {

e-DCH-capable,


e-DCH-non-capable
}
E-DCHCapacityConsumptionLaw ::= SEQUENCE {



e-DCH-SF-allocation 
E-DCH-SF-allocation, 



dl-Cost-1



INTEGER (0..65535)













OPTIONAL,



dl-Cost-2



INTEGER (0..65535)













OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { E-DCHCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...
}

E-DCHCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-SF-allocation ::= SEQUENCE ( SIZE(1..maxNrOfCombEDPDCH) ) OF

SEQUENCE {



ul-Cost-1

INTEGER (0..65535),



ul-Cost-2

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { E-DCH-SF-allocation-ExtIEs } }

OPTIONAL,


...
}

E-DCH-SF-allocation-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-TTI2ms-Capability ::= BOOLEAN 
-- True = TTI 10ms and 2ms supported for E-DCH False = only TTI 10ms supported for E-DCH

E-DCH-SF-Capability ::= ENUMERATED {

sf64, 

sf32, 

sf16, 

sf8, 

sf4, 

sf4x2, 

sf2x2, 

sf4x2-and-sf2x2,

...

}
E-DCH-DDI-Value ::= INTEGER (0..62)

E-DCH-FDD-DL-Control-Channel-Information ::= SEQUENCE {


e-AGCH-And-E-RGCH-E-HICH-FDD-Scrambling-Code
DL-ScramblingCode














OPTIONAL,


e-AGCH-Channelisation-Code





FDD-DL-ChannelisationCodeNumber











OPTIONAL,


primary-e-RNTI








E-RNTI

















OPTIONAL,


secondary-e-RNTI







E-RNTI

















OPTIONAL,


e-RGCH-E-HICH-Channelisation-Code



FDD-DL-ChannelisationCodeNumber











OPTIONAL,


e-RGCH-Signature-Sequence





E-RGCH-Signature-Sequence












OPTIONAL,


e-HICH-Signature-Sequence





E-HICH-Signature-Sequence












OPTIONAL,

serving-Grant-Value







E-Serving-Grant-Value













OPTIONAL,

primary-Secondary-Grant-Selector



E-Primary-Secondary-Grant-Selector










OPTIONAL,

e-RGCH-Release-Indicator





E-RGCH-Release-Indicator













OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-DL-Control-Channel-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-FDD-DL-Control-Channel-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-FDD-Information ::= SEQUENCE {


e-DCH-MACdFlows-Information





E-DCH-MACdFlows-Information,

hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH










OPTIONAL,

e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate













OPTIONAL,

e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level











OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-ExtIEs} }







OPTIONAL,


...

}

E-DCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-FDD-Information-Response ::= SEQUENCE {


e-DCH-MACdFlow-Specific-InformationResp


E-DCH-MACdFlow-Specific-InformationResp









OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-Response-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-FDD-Information-to-Modify ::= SEQUENCE {


e-DCH-MACdFlow-Specific-Info-to-Modify


E-DCH-MACdFlow-Specific-InfoList-to-Modify














OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate



















OPTIONAL,

e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level











OPTIONAL, 

mACeReset-Indicator







MACeReset-Indicator











OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-to-Modify-ExtIEs} }




OPTIONAL,


...

}

E-DCH-FDD-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-FDD-Update-Information ::= SEQUENCE {


e-DCH-MACdFlow-Specific-UpdateInformation

E-DCH-MACdFlow-Specific-UpdateInformation








OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Update-Information-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Update-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdFlow-Specific-UpdateInformation ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-UpdateInformation-Item

E-DCH-MACdFlow-Specific-UpdateInformation-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


hARQ-Process-Allocation-NonSched-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-UpdateInformation-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-UpdateInformation-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-Grant-Type-Information ::= CHOICE {


e-DCH-Non-Scheduled-Transmission-Grant

E-DCH-Non-Scheduled-Transmission-Grant-Items,


e-DCH-Scheduled-Transmission-Grant


NULL,


...

}

E-DCH-LogicalChannelInformation ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelInformationItem

E-DCH-LogicalChannelInformationItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator,


schedulingInformation


SchedulingInformation,


mACesGuaranteedBitRate


MACesGuaranteedBitRate

OPTIONAL,


e-DCH-DDI-Value




E-DCH-DDI-Value,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeList,

iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelInformationItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
#Partially Omitted
-- ==========================================

--
M

-- ==========================================

MACdPDU-Size ::= INTEGER (1..5000,...)

MACdPDU-Size-Indexlist ::= SEQUENCE (SIZE (1..maxNrOfMACdPDUIndexes)) OF MACdPDU-Size-IndexItem

MACdPDU-Size-IndexItem ::= SEQUENCE {


sID








SID,


macdPDU-Size





MACdPDU-Size,


iE-Extensions





ProtocolExtensionContainer { { MACdPDU-Size-IndexItem-ExtIEs} }

OPTIONAL,


...

}

MACdPDU-Size-IndexItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MACdPDU-Size-Indexlist-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdPDUIndexes)) OF MACdPDU-Size-IndexItem-to-Modify

MACdPDU-Size-IndexItem-to-Modify ::= SEQUENCE {


sID








SID,


macdPDU-Size





MACdPDU-Size,


iE-Extensions





ProtocolExtensionContainer { { MACdPDU-Size-IndexItem-to-Modify-ExtIEs} }

OPTIONAL,


...

}

MACdPDU-Size-IndexItem-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MACesGuaranteedBitRate ::= INTEGER (0..16777215,...)

MACeReset-Indicator ::= ENUMERATED {mACeReset}
MAChsGuaranteedBitRate ::= INTEGER (0..16777215,...)

MAChsReorderingBufferSize-for-RLC-UM ::= INTEGER (0..300,...)

-- Unit kBytes

MAC-hsWindowSize

::= ENUMERATED {v4, v6, v8, v12, v16, v24, v32,...}

MaximumDL-PowerCapability ::=  INTEGER(0..500)

-- Unit dBm, Range 0dBm .. 50dBm, Step +0.1dB
Max-Bits-MACe-PDU-non-scheduled ::= INTEGER(1..maxNrOfBits-MACe-PDU-non-scheduled)

Maximum-Number-of-Retransmissions-For-E-DCH ::= INTEGER (0..15)
MaximumTransmissionPower ::=  INTEGER(0..500)

-- Unit dBm, Range 0dBm .. 50dBm, Step +0.1dB

MaxNrOfUL-DPDCHs ::= INTEGER (1..6)

MaxPRACH-MidambleShifts ::= ENUMERATED {


shift4,


shift8,


...

}

Max-Set-E-DPDCHs ::= ENUMERATED {


vN256, vN128, vN64, vN32, vN16, vN8, vN4, v2xN4, v2xN2, v2xN2plus2xN4,


...


}

-- Values related to [8]

MeasurementFilterCoefficient ::= ENUMERATED {k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19,...}
-- Measurement Filter Coefficient to be used for measurement

MeasurementID ::= INTEGER (0..1048575)

Measurement-Power-Offset ::= INTEGER(-12 .. 26)
-- Actual value = IE value * 0.5
MeasurementRecoveryBehavior ::= NULL
MeasurementRecoveryReportingIndicator ::= NULL
MeasurementRecoverySupportIndicator ::= NULL
MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber1

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {MessageStructure-ExtIEs} } OPTIONAL,



...


}

MessageStructure-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-CFN ::= INTEGER (0..4095)

MICH-Mode ::= ENUMERATED {


v18,

v36,

v72,


v144,


...

}
MidambleConfigurationLCR ::=
ENUMERATED {v2, v4, v6, v8, v10, v12, v14, v16, ...}
MidambleConfigurationBurstType1And3 ::=

ENUMERATED {v4, v8, v16}
MidambleConfigurationBurstType2 ::=

ENUMERATED {v3, v6}

MidambleShiftAndBurstType ::=

CHOICE {



type1







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},


...


},


type2







SEQUENCE {



midambleConfigurationBurstType2

MidambleConfigurationBurstType2,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftShort,




...



},



...


},


type3







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,



...



},



...


},


...

}
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