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8.6.4.4a
RB information to change list

The UE shall apply the following actions:

1>
if the IE "RB information to change list" is included:

2>
for the radio bearers identified for which the corresponding value of the IE "RB identity" is included in the IE "RB information to change list" and the IE "RB change" is set to "Release":

3>
release the radio bearer, as specified in subclause 8.6.4.6.

NOTE:
This concerns an existing radio bearer. All radio bearers included in the default configuration are part of the configuration that results after completing the radio bearer establishment procedure.

2>
for the radio bearers identified for which the corresponding value of the IE "RB identity" is included in the IE "RB information to change list" and the IE "RB change" is set to "Re- map":

3>
of the radio bearer, that is included in the default radio bearer configuration and is identified by the IE “Re-map to default RB”
4> apply the IE “RB mapping info”;
4> perform a radio bearer reconfiguration in accordance with subclause 8.6.4.5.


1>
for all other radio bearers ie. all the radio bearers in case the IE "RB information to change list" is absent or the radio bearers for which the corresponding value of the IE "RB identity" is not included in the IE "RB information to change list":

2>
continue the radio bearers unchanged.

1>
for all transport channels on which no radio bearer is mapped:

2>
release the transport channel in accordance with subclause 8.6.5.7 or 8.6.5.8
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