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8.2.4
Radio bearers

Table 35: RB identities mapping between 34.123-1 & 34.123-3

	RAB Combinations
	34.123-1
	34.123-3

	Single CS RAB
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11

	
	RB7
	tsc_RB12

	Single PS RAB
	RB5
	tsc_RB20

	
	RB7
	tsc_RB20

	
	RB8
	tsc_RB20

	CS+PS Multi RABs 
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11, tsc_RB20

	
	RB7
	tsc_RB12

	
	RB8
	tsc_RB20

	
	RB9
	tsc_RB22

	CS+CS Multi RABs
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11

	
	RB7
	tsc_RB12

	
	RB8
	tsc_RB13

	PS+PS Multi RABs
	RB5
	tsc_RB20

	
	RB6
	tsc_RB22

	
	RB7
	tsc_RB20

	
	RB8
	tsc_RB24

	Single PS (HSDPA) RAB
	RB5
	tsc_RB25

	PS+PS Multi (HSDPA) RAB
	RB5
	tsc_RB26

	
	RB6
	tsc_RB27

	
	RB7
	tsc_RB25

	
	RB8
	tsc_RB28

	
	RB9
	tsc_RB17
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