Page 1



3GPP TSG-RAN3 Meeting #52 
Tdoc (
R3-060896
Shanghai, China, 8th -12 th May 2006
	CR-Form-v8

	CHANGE REQUEST

	

	(

	25.413
	CR
	0853
	(

rev
	1
	(

Current version:
	7.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Target RNC ID in RIM Routing Information towards an RNC  

	
	

	Source:
(

	RAN3

	
	

	Work item code:
(

	RANimp-NACC
	
	Date: (

	08/05/2006

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)


	
	

	Reason for change:
(

	Inconsistencies between the format of data used during address translation for inter-system PS handover, SRNS relocation or Routing Area Update on one side, and inter-RAT RIM routing on the other side. Alignment with GERAN CR194 on TS48018.
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	The coding of the RIM Routing Address is corrected for GERAN Iu Mode in order to include the Target RNC ID rather than the Global RNC ID to align with PS Handover and SRNS Relocation addressing principles and to align with the destination address information used when the originating BSC is in Gb Mode.
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8.34.2.1.1
Successful Operation for GERAN Iu mode

In the case of a Direct Information Transfer procedure initiated from GERAN Iu mode BSC, the final RAN destination node where the RIM information needs to be routed by the CN shall be indicated in the RIM Routing Address IE within the RIM Transfer IE and may include the identity of either a GSM cell to identify a target BSS or the Target RNC-ID IE including the RAC IE to identify a target RNC.

9.2.3.32
RIM Routing Address

This IE identifies the destination node where the RIM Information needs to be routed by the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice RIM Routing Address
	
	
	
	

	
	
	
	
	

	> Target RNC-ID
	
	
	
	Applicable to GERAN Iu mode, not applicable to UTRAN

	    >>LAI
	M
	
	9.2.3.6
	

	    >>RAC
	O
	
	9.2.3.7
	

	    >>RNC-ID
	M
	
	INTEGER (0..4095)
	

	>GERAN-Cell-ID
	
	
	
	

	>>LAI
	M
	
	9.2.3.6
	

	>>RAC
	M
	
	9.2.3.7
	

	>>CI
	M
	
	OCTET STRING (2)
	


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

/* partly omitted */
RIMInformation




::= OCTET STRING 

RIM-Transfer ::= SEQUENCE {


rIMInformation



RIMInformation,

    rIMRoutingAddress


RIMRoutingAddress
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {RIM-Transfer-ExtIEs} } OPTIONAL

}

RIM-Transfer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RIMRoutingAddress ::= CHOICE {


targetRNC-ID




TargetRNC-ID,


gERAN-Cell-ID




GERAN-Cell-ID,


...

}
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