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	Table Name
	Tc_6_2_2_3

	ATS Suite
	iWD_2006_wk15

	Test Case affected
	6.2.2.3

	Reason for change
	After completing the Routing Area Update procedure at line # 125, there will be RRC Connection Requests sent by the UE as a response to the paging request sent at line # 116. So the RRC Connection Requests needs to be cleared from the buffer otherwise the test case will fail.

	Summary of change
	The test step lt_CleanBuffer called after completing the Routing Area Update Procedure to clear the RRC Connection Requests sent by the UE as a response to the Paging at line #116.

	Consequence if not approved
	Conformant UE may fail the Test case.


	lt_RevertGSM_CellA

	111
	 
	+ts_GSM_SetChPowerLevel ( tsc_GSM_CellA, tsc_PhyCh0, tsc_ChPwrLvl_70dBm)
	 
	 
	( TEST STEP J ) change the level back

	112
	 
	 G_L2 ? G_L2_ACCESS_IND 
(tcv_ChRequest:=G_L2_ACCESS_IND.burst, 
tcv_RR_RFN := G_L2_ACCESS_IND.rfn, tcv_RR_RA := ( BIT_TO_INT ( tcv_ChRequest.estCauRandomRef ) ))
	cabr_G_L2_ACCESS_IND ( tsc_GSM_CellA, tsc_PhyCh0, 1 , ?, ? , c_G_ChannelReq_Any)
	(P)
	(TEST STEP K) current value of t_Idle = t

	113
	 
	  G_L2 ! G_L2_UNITDATA_REQ
	cas_G_L2_UNITDATA_REQ ( tsc_GSM_CellA, tsc_PhyCh0, tsc_AGCH, 15, c_G_RFN_Omit, cs_ImmediateAssignmentReject ( tcv_RR_RA, tcv_RR_RFN, tsc_WaitInd255, (tcv_RR_RA +1) ) )
	 
	Reject the Channel Request (TEST STEP K).

	114
	 
	   +ts_GSM_SetChPowerLevel ( tsc_GSM_CellA, tsc_PhyCh0, tsc_ChPwrLvl_80dBm)
	 
	 
	lower Cell 9 to -80 dBm

	115
	 
	    (tcv_Idle := FALSE) START t_Idle (100)
	 
	 
	 

	116
	LOOP3
	     +ts_PagingType1_IMSI (tsc_CellA, px_IMSI_Def,fdd)
	 
	 
	 

	117
	 
	      (tcv_IdlePageTimer := FALSE) START t_IdlePageTimer
	 
	 
	 

	118
	 
	       [ tcv_Idle = TRUE ]
	 
	(F)
	UE should have responded by now

	119
	 
	        CANCEL t_IdlePageTimer
	 
	 
	 

	120
	 
	       [ tcv_Idle = FALSE ]
	 
	 
	 

	121
	 
	        [ tcv_IdlePageTimer = TRUE ]
	 
	 
	 

	122
	 
	         GOTO LOOP3
	 
	 
	 

	123
	 
	        [ tcv_IdlePageTimer = FALSE ]
	 
	 
	 

	124
	 
	         TM?RLC_TR_DATA_IND (tcv_InitialUE_Id := RLC_TR_DATA_IND.tM_message.uL_CCCH_Message.message.rrcConnectionRequest.initialUE_Identity) READTIMER t_Idle ( tcv_TimerValue ), CANCEL t_Idle, CANCEL t_IdlePageTimer
	car_RRC_ConnReq (tsc_CellA, 
tsc_RB0, 
cbr_108_RRC_ConnReq (interRAT_CellReselection) )
	 
	the UE should not respond on Cell 1 for at least 19 s @sic R5s060091 sic@

	125
	 
	          +lt_UtranUpdate
	 
	 
	@sic R5s060091 sic@

	126
	 
	           [tcv_TimerValue >= 19]
	 
	(P)
	can't respond for at least 19 s @sic R5-060009 sic@

	127
	 
	            +lt_CleanBuffer
	 
	 
	Clear the rrc_connection_reqs 

	128
	 
	           [tcv_TimerValue < 19]
	 
	(F)
	can't respond for at least 19 s @sic R5-060009 sic@

	129
	 
	         TM ? RLC_TR_DATA_IND (tcv_InitialUE_Id := RLC_TR_DATA_IND.tM_message.uL_CCCH_Message.message.rrcConnectionRequest.initialUE_Identity) READTIMER t_Idle ( tcv_TimerValue ), CANCEL t_Idle, CANCEL t_IdlePageTimer
	car_RRC_ConnReq (tsc_CellA, 
tsc_RB0, 
cbr_108_RRC_ConnReq (?) )
	 
	the UE should not respond on Cell 1 for at least 19 s @sic R5s060091 sic@

	130
	 
	          UM!RLC_UM_DATA_REQ
	cas_RRC_ConnRej (tsc_CellA, tsc_RB0, cs_RRC_ConnRej (tcv_InitialUE_Id, tcv_RRC_Ti, unspecified, 0 ))
	 
	 

	131
	 
	           [tcv_TimerValue >= 19]
	 
	(P)
	can't respond for at least 19 s @sic R5-060009 sic@

	132
	 
	            +lt_CleanBuffer
	 
	 
	@sic R5s050533 sic@

	133
	 
	           [tcv_TimerValue < 19]
	 
	(F)
	can't respond for at least 19 s @sic R5-060009 sic@

	134
	 
	         G_L2 ? G_L2_ACCESS_IND 
(tcv_ChRequest:=G_L2_ACCESS_IND.burst, 
tcv_RR_RFN := G_L2_ACCESS_IND.rfn, tcv_RR_RA := ( BIT_TO_INT ( tcv_ChRequest.estCauRandomRef ) ))
	cabr_G_L2_ACCESS_IND ( tsc_GSM_CellA, tsc_PhyCh0, 1 , ?, ? , c_G_ChannelReq_Any)
	 
	 

	135
	 
	          GOTO LOOP3
	 
	 
	 

	136
	 
	         ?TIMEOUT t_Idle CANCEL t_IdlePageTimer
	 
	(F)
	UE should respond on Cell 1

	137
	 
	         ?TIMEOUT t_IdlePageTimer
	 
	 
	 

	138
	 
	          GOTO LOOP3
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