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7.1.125
Streaming / unknown / UL:128 DL:16 kbps / PS RAB +  Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps, DL: 64 kbps. This is supported in release 99.
7.1.125.1
Uplink

7.1.125.1.1
Transport channel parameters
7.1.125.1.1.1
Transport channel parameters for Streaming / unknown / UL:128 kbps / PS RAB

	Higher

Layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	128000

	
	AM PDU header, bit 
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	656

	
	TFS
	TF0, bits
	0x656

	
	
	TF1, bits
	1x656

	
	
	TF2, bits
	2x656

	
	
	TF3, bits
	3x656

	
	
	TF4, bits
	4x656

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	8076

	
	Uplink: Max number of bits/radio frame before rate matching
	4038

	
	RM attribute
	125-165


7.1.125.1.1.2
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See subclause 6.10.2.4.1.38b.1.1.2 of [1].
7.1.125.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].

7.1.125.1.1.4
TFCS

	TFCS size
	20

	TFCS
	(128 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0), (TF1,TF0,TF0), (TF2,TF0,TF0), (TF3,TF0,TF0), (TF4,TF0,TF0),

(TF0,TF1,TF0), (TF1,TF1,TF0), (TF2,TF1,TF0), (TF3,TF1,TF0), (TF4,TF1,TF0),

(TF0,TF0,TF0), (TF1,TF0,TF1), (TF2,TF0,TF1), (TF3,TF0,TF1), (TF4,TF0,TF1),

(TF0,TF1,TF0), (TF1,TF1,TF1), (TF2,TF1,TF1), (TF3,TF1,TF1), (TF4,TF1,TF1)


7.1.125.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	8

	
	Max number of DPDCH data bits/radio frame
	4800

	
	Puncturing Limit
	0.88


7.1.125.2
Downlink

7.1.125.2.1
Transport channel parameters

7.1.125.2.1.1
Transport channel parameters for Streaming / unknown / DL:16 kbps / PS RAB

	Higher

Layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	16000

	
	AM PDU header, bit 
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	
	TF1, bits
	1x336

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	1068

	
	RM attribute
	135-175


7.1.125.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See subclause 6.10.2.4.1.38b.2.1.2 of [1].

7.1.125.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1 of [1].

7.1.125.2.1.4
TFCS

	TFCS size
	8

	TFCS
	(16 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0), (TF1,TF0,TF0), (TF0,TF1,TF0), (TF1,TF1,TF0),

(TF0,TF0,TF1), (TF1,TF0,TF1), (TF0,TF1,TF1), (TF1,TF1,TF1)


7.1.125.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


7.1.126
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL:16 kbps / PS RAB +  Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH – Alternative

This configuration is similar to configuration 7.1.96, but uses an RLC PDU size of 336 bits for the Streaming 16 kbps RB, and defines a full TFS for the Streaming 128 kbps RB. The TF 2x656 is left out of the TFCS to increase the probability that GBR can be met.

The minimum UE classes supporting this combination are UL: 128 kbps, DL: 64 kbps. This is supported in release 99.
7.1.126.1
Uplink

7.1.126.1.1
Transport channel parameters
7.1.126.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.1.1.1 of [1].

7.1.126.1.1.2
Transport channel parameters for Streaming / unknown / UL:128 kbps / PS RAB

See subclause 7.1.125.1.1.1.
7.1.126.1.1.3
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See subclause 6.10.2.4.1.38b.1.1.2 of [1].
7.1.126.1.1.4
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].

7.1.126.1.1.5
TFCS

	TFCS size
	48

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 128 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0,TF0), (TF2,TF1,TF1,TF0,TF0,TF0), (TF0,TF0,TF0,TF1,TF0,TF0), (TF1,TF0,TF0,TF1,TF0,TF0), (TF2,TF1,TF1,TF1,TF0,TF0), (TF0,TF0,TF0,TF3,TF0,TF0), (TF1,TF0,TF0,TF3,TF0,TF0), (TF2,TF1,TF1,TF3,TF0,TF0), (TF0,TF0,TF0,TF4,TF0,TF0), (TF1,TF0,TF0,TF4,TF0,TF0), (TF2,TF1,TF1,TF4,TF0,TF0), (TF0,TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF0,TF1,TF0), (TF2,TF1,TF1,TF0,TF1,TF0), (TF0,TF0,TF0,TF1,TF1,TF0), (TF1,TF0,TF0,TF1,TF1,TF0), (TF2,TF1,TF1,TF1,TF1,TF0), (TF0,TF0,TF0,TF3,TF1,TF0), (TF1,TF0,TF0,TF3,TF1,TF0), (TF2,TF1,TF1,TF3,TF1,TF0), (TF0,TF0,TF0,TF4,TF1,TF0), (TF1,TF0,TF0,TF4,TF1,TF0), (TF2,TF1,TF1,TF4,TF1,TF0), (TF0,TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF0,TF1), (TF2,TF1,TF1,TF0,TF0,TF1), (TF0,TF0,TF0,TF1,TF0,TF1), (TF1,TF0,TF0,TF1,TF0,TF1), (TF2,TF1,TF1,TF1,TF0,TF1), (TF0,TF0,TF0,TF3,TF0,TF1), (TF1,TF0,TF0,TF3,TF0,TF1), (TF2,TF1,TF1,TF3,TF0,TF1), (TF0,TF0,TF0,TF4,TF0,TF1), (TF1,TF0,TF0,TF4,TF0,TF1), (TF2,TF1,TF1,TF4,TF0,TF1), (TF0,TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF0,TF1,TF1), (TF2,TF1,TF1,TF0,TF1,TF1), (TF0,TF0,TF0,TF1,TF1,TF1), (TF1,TF0,TF0,TF1,TF1,TF1), (TF2,TF1,TF1,TF1,TF1,TF1), (TF0,TF0,TF0,TF3,TF1,TF1), (TF1,TF0,TF0,TF3,TF1,TF1), (TF2,TF1,TF1,TF3,TF1,TF1), (TF0,TF0,TF0,TF4,TF1,TF1), (TF1,TF0,TF0,TF4,TF1,TF1), (TF2,TF1,TF1,TF4,TF1,TF1)


7.1.126.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	8

	
	Max number of DPDCH data bits/radio frame
	4800

	
	Puncturing Limit
	0.76


7.1.126.2
Downlink

7.1.126.2.1
Transport channel parameters

7.1.126.2.1.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.2.1.1 of [1].

7.1.126.2.1.2
Transport channel parameters for Streaming / unknown / DL:16 kbps / PS RAB

See subclause 7.1.125.2.1.1.

7.1.126.2.1.3
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See subclause 6.10.2.4.1.38b.2.1.2 of [1].

7.1.126.2.1.4
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1 of [1].

7.1.126.2.1.5
TFCS

	TFCS size
	24

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 16 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0,TF0), (TF2,TF1,TF1,TF0,TF0,TF0), (TF0,TF0,TF0,TF1,TF0,TF0), (TF1,TF0,TF0,TF1,TF0,TF0), (TF2,TF1,TF1,TF1,TF0,TF0), (TF0,TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF0,TF1,TF0), (TF2,TF1,TF1,TF0,TF1,TF0), (TF0,TF0,TF0,TF1,TF1,TF0), (TF1,TF0,TF0,TF1,TF1,TF0), (TF2,TF1,TF1,TF1,TF1,TF0), (TF0,TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF0,TF1), (TF2,TF1,TF1,TF0,TF0,TF1), (TF0,TF0,TF0,TF1,TF0,TF1), (TF1,TF0,TF0,TF1,TF0,TF1), (TF2,TF1,TF1,TF1,TF0,TF1), (TF0,TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF0,TF1,TF1), (TF2,TF1,TF1,TF0,TF1,TF1), (TF0,TF0,TF0,TF1,TF1,TF1), (TF1,TF0,TF0,TF1,TF1,TF1), (TF2,TF1,TF1,TF1,TF1,TF1)


7.1.126.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


7.6
Radio Bearer and Radio Bearer Combinations on E-DCH and HS-DSCH
7.6.1
UL: [max bit rate depending on UE category and TTI] on E-DCH  DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.6.1.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DPCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DPCH

	Transport Channel
	
	
	
	7.6.1.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1]
E-TFCI table index = 0; E-DCH minimum set E-TFCI = 9 (10 ms TTI) or 10 (2 ms TTI) (TB size 166 bits)


7.6.1.1.1
Transport channel parameters

7.6.1.1.1.1
Transport channel parameters for E-DCH

7.6.1.1.1.1.1
MAC-d flow#1 parameters for UL: [max bit rate depending on UE category and TTI] (non-scheduled) on E-DCH SRBs for DCCH

	Higher layer
	RAB/Signalling RB
	SRB#1
	SRB#2
	SRB#3
	SRB#4

	RLC
	Logical channel type
	DCCH
	DCCH
	DCCH
	DCCH

	
	RLC mode
	UM
	AM
	AM
	AM

	
	Payload sizes, bit
	136
	128
	128
	128

	
	Max data rate, bps
	Depends on UE category and TTI 

	
	AMD/UMD PDU header, bit
	8
	16
	16
	16

	MAC
	MAC-e multiplexing
	4 logical channel multiplexing

	
	MAC-d PDU size, bit
	144

	
	Max MAC-e PDU content size, bit
	162 (non-scheduled) (NOTE1)

	
	MAC-e/es header fixed part, bit
	18

	Layer 1
	TrCH type
	E-DCH

	
	TTI
	10ms (alt. 2ms) (NOTE2)

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE1:
Max MAC-e PDU content sizes depends on non-scheduled grant given by SRNC

NOTE2:
The support of 2ms TTI depends on the UE category.


7.6.1.2
Downlink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	6.10.2.4.5.1.2.2.2 of [1] 
The physical channel configuration shall use F-DPCH.


7.6.2
RB for interactive or background / UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
 + UL: [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.6.2.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DPCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DPCH

	Transport Channel
	
	6.10.2.4.6.1.1.1.1.1 of [1] 
	
	7.6.1.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1] 
E-TFCI table index = 0; E-DCH minimum set E-TFCI = 9 (10 ms TTI) or 10 (2 ms TTI) (TB size 166 bits)


Note: MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed

7.6.2.2
Downlink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	6.10.2.4.5.1.2.1.1.1 of [1]
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	6.10.2.4.5.1.2.2.2 of [1]
The physical channel configuration shall use F-DPCH.


7.6.3
RB for Conversational / unknown UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are:   support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.6.3.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DPCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DPCH

	Transport Channel
	
	7.6.3.1.1.1.1 for conversational RB,

6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	
	7.6.1.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1] 
E-TFCI table index = 0; E-DCH minimum set E-TFCI = = 29 (10 ms TTI, TB size 374 bits) or 32 (2 ms TTI, TB size 368 bits)


NOTE:
MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed.

7.6.3.1.1
Transport channel parameters

7.6.3.1.1.1
Transport channel parameters for E-DCH

7.6.3.1.1.1.1
MAC-d flow#1 parameters for conversational / Unknown UL: [max bit rate depending on UE category and TTI] on E-DCH  / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	PDCP
	PDCP header size, bit
	0

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	88, 104, 136, 152, 168, 184, 200, 216, 280, 288, 304, 336 (alt 328) 

	
	Max data rate, bps
	Depends on UE category and TTI 

	
	UMD PDU header, bit
	8

	MAC
	MAC-e multiplexing
	N/A

	
	MAC-d PDU size, bit
	96, 112, 144, 160, 176, 192, 208, 224, 288, 296, 312, 344 (alt 336) 

	
	Max MAC-e PDU content size, bit
	 (non-scheduled) (NOTE1)

	
	MAC-e/es header fixed part, bit
	18

	Layer 1
	TrCH type
	E-DCH

	
	TTI
	10ms (alt. 2ms) (NOTE2)

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE1:
Max MAC-e PDU content sizes depends on non-scheduled grant given by SRNC 

NOTE2:
The support of 2ms TTI depends on the UE category.


7.6.3.2
Downlink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	7.4.22.2.1.1.1 for Conversational RB

6.10.2.4.5.1.2.1.1.1 of [1] for Interactive/Background RBs
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	6.10.2.4.5.1.2.2.2 of [1]
The physical channel configuration shall use F-DPCH.


7.6.4
RB for Conversational / Unknown UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.6.4.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DPCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DPCH

	Transport Channel
	
	7.6.3.1.1.1.1 for Conversational RB 

6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background 
	
	7.6.1.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1] 
E-TFCI table index = 0; E-DCH minimum set E-TFCI = = 29 (10 ms TTI, TB size 374 bits) or 32 (2 ms TTI, TB size 368 bits)


NOTE:
MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed.

7.6.4.2
Downlink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	7.4.22.2.1.1.1 for Conversational RB 6.10.2.4.5.1.2.1.1.1 of [1] for Interactive/Background RB 
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	6.10.2.4.5.1.2.2.2 of [1]
The physical channel configuration shall use F-DPCH.
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