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8.1.3.3
RRC CONNECTION REQUEST message contents to set

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to true if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:
2>
include the IE "Domain Indicator" and set it to "CS domain".

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Terminating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value. 



1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:
3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.
The UE shall not include the IE "UE Specific Behaviour Information 1 idle".
	Unchanged sections omitted


8.3.1.1
General

The URA update and cell update procedures serve several main purposes:

-
to notify UTRAN after re-entering service area in the URA_PCH or CELL_PCH state;

-
to notify UTRAN of an RLC unrecoverable error [16] on an AM RLC entity;

-
to be used as a supervision mechanism in the CELL_FACH, CELL_PCH, or URA_PCH state by means of periodical update.

In addition, the URA update procedure also serves the following purpose:

-
to retrieve a new URA identity after cell re-selection to a cell not belonging to the current URA assigned to the UE in URA_PCH state.

In addition, the cell update procedure also serves the following purposes:

-
to update UTRAN with the current cell the UE is camping on after cell reselection;

-
to act on a radio link failure in the CELL_DCH state;

-
to act on the transmission failure of the UE CAPABILITY INFORMATION message;

-
when triggered in the URA_PCH or CELL_PCH state, to notify UTRAN of a transition to the CELL_FACH state due to the reception of UTRAN originated paging or due to a request to transmit uplink data;

-
to count the number of UEs in URA_PCH , CELL_PCH and CELL_FACH that are interested to receive an MBMS transmission;

-
when triggered in the URA_PCH , CELL_PCH and CELL_FACH state, to notify UTRAN of the UEs interest to receive an MBMS service;

-
to request the MBMS P-T-P RB setup by the UE in CELL_PCH, URA_PCH and CELL_FACH state.
The URA update and cell update procedures may:

1>
include an update of mobility related information in the UE;

1>
cause a state transition from the CELL_FACH state to the CELL_DCH, CELL_PCH or URA_PCH states or idle mode.

The cell update procedure may also include:

-
a re-establish of AM RLC entities;

-
a radio bearer release, radio bearer reconfiguration, transport channel reconfiguration or physical channel reconfiguration.

8.3.1.2
Initiation

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

2>
if the UE is in URA_PCH or CELL_PCH state; and

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

1>
Paging response:

2>
if the criteria for performing cell update with the cause specified above in the current subclause are not met; and

2>
if the UE in URA_PCH or CELL_PCH state, receives a PAGING TYPE 1 message fulfilling the conditions for initiating a cell update procedure specified in subclause 8.1.2.3:

3>
perform cell update using the cause "paging response".

1>
Radio link failure:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_DCH state and the criteria for radio link failure are met as specified in subclause 8.5.6; or
3>
if the transmission of the UE CAPABILITY INFORMATION message fails as specified in subclause 8.1.6.6:

4>
perform cell update using the cause "radio link failure".

1>
MBMS ptp RB request:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".

1>
Re-entering service area:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the UE has been out of service area and re-enters service area before T307 or T317 expires:

3>
perform cell update using the cause "re-entering service area".

1>
RLC unrecoverable error:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE detects RLC unrecoverable error [16] in an AM RLC entity:

3>
perform cell update using the cause "RLC unrecoverable error".

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:

4>
perform cell update using the cause "cell reselection".

1>
Periodical cell update:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the timer T305 expires; and

2>
if the criteria for "in service area" as specified in subclause 8.5.5.2 are fulfilled; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform cell update using the cause "periodical cell update".






1>
MBMS reception:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS counting as specified in subclause 8.7.4:

3>
perform cell update using the cause "MBMS reception".






A UE in URA_PCH state shall initiate the URA update procedure in the following cases:

1>
URA reselection:

2>
if the UE detects that the current URA assigned to the UE, stored in the variable URA_IDENTITY, is not present in the list of URA identities in system information block type 2; or

2>
if the list of URA identities in system information block type 2 is empty; or

2>
if the system information block type 2 can not be found:

3>
perform URA update using the cause "change of URA".

1>
Periodic URA update:

2>
if the criteria for performing URA update with the causes as specified above in the current subclause are not met; and

2>
if the timer T305 expires; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform URA update using the cause "periodic URA update".

When initiating the URA update or cell update procedure, the UE shall:

1>
stop timer T305;

1>
if the UE is in CELL_DCH state:

2>
in the variable RB_TIMER_INDICATOR, set the IE "T314 expired" and the IE "T315 expired" to FALSE;

2>
if the stored values of the timer T314 and timer T315 are both equal to zero; or

2>
if the stored value of the timer T314 is equal to zero and there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315" and signalling connection exists only to the CS domain:

3>
release all its radio resources;

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
enter idle mode;

3>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

3>
and the procedure ends.

2>
if the stored value of the timer T314 is equal to zero:

3>
release all radio bearers, associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

3>
in the variable RB_TIMER_INDICATOR set the IE "T314 expired" to TRUE;

3>
if all radio access bearers associated with a CN domain are released:

4>
release the signalling connection for that CN domain;

4>
remove the signalling connection for that CN domain from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

4>
indicate release (abort) of the signalling connection to upper layers;

4>
the UE may initiate the signalling connection release indication procedure, as if the upper layers requested the release (abort) of the signalling connection, according to subclause 8.1.14.
2>
if the stored value of the timer T315 is equal to zero:

3>
release all radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

3>
in the variable RB_TIMER_INDICATOR set the IE "T315 expired" to TRUE.

3>
if all radio access bearers associated with a CN domain are released:

4>
release the signalling connection for that CN domain;

4>
remove the signalling connection for that CN domain from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

4>
indicate release (abort) of the signalling connection to upper layers;

4>
the UE may initiate the signalling connection release indication procedure, as if the upper layers requested the release (abort) of the signalling connection, according to subclause 8.1.14.
2>
if the stored value of the timer T314 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314":

4>
start timer T314.

3>
if there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314" or "useT315" and the signalling connection exists to the CS domain:

4>
start timer T314.

2>
if the stored value of the timer T315 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315"; or

3>
if the signalling connection exists to the PS domain:

4>
start timer T315.

2>
for the released radio bearer(s):

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

3>
when all radio bearers belonging to the same radio access bearer have been released:

4>
indicate local end release of the radio access bearer to upper layers using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

4>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

2>
move to CELL_FACH state;
2>
select a suitable UTRA cell on the current frequency according to [4];

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1;

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
set the variables PROTOCOL_ERROR_INDICATOR, FAILURE_INDICATOR, UNSUPPORTED_CONFIGURATION and INVALID_CONFIGURATION to FALSE;

1>
set the variable CELL_UPDATE_STARTED to TRUE;

1>
if any IEs releated to HS-DSCHare stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCHare stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
1>
if the UE is not already in CELL_FACH state:

2>
move to CELL_FACH state;

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1.

1>
if the UE performs cell re-selection:

2>
clear the variable C_RNTI; and

2>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC.

1>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

1>
in case of a cell update procedure:

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3;

2>
submit the CELL UPDATE message for transmission on the uplink CCCH.

1>
in case of a URA update procedure:

2>
set the contents of the URA UPDATE message according to subclause 8.3.1.3;

2>
submit the URA UPDATE message for transmission on the uplink CCCH.

1>
set counter V302 to 1;

1>
start timer T302 when the MAC layer indicates success or failure in transmitting the message.

8.3.1.3
CELL UPDATE / URA UPDATE message contents to set

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

In case of URA update procedure the UE shall transmit a URA UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

1>
set the IE "Cell update cause" corresponding to the cause specified in subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

1>
if the IE "Cell update cause" is set to "uplink data transmission" and if an event triggered traffic volume measurement has been configured:

2>
if the TCTV is larger than the threshold in the IE "Reporting threshold" for a traffic volume measurement stored in the MEASUREMENT_IDENTITY variable and that traffic volume measurement has "measurement identity" equal to 4, "Traffic volume event identity" equal to "4a", "Measurement validity" equal to "all states" or "all states except CELL_DCH":

3>
set the IE "Traffic volume indicator" to TRUE.

2>
else:

3>
set the IE "Traffic volume indicator" to FALSE.
1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the cause value "protocol error";

2>
set the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable FAILURE_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the value of the variable FAILURE_CAUSE.

1>
for each CN domain for which an entry exists in the variable ESTABLISHED_RABS or which is indicated in the variable LATEST CONFIGURED CN DOMAIN:

2>
include the START value calculated according to subclause 8.5.9.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearers RB2, RB3 or RB4 is detected:

2>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE;

2>
set the variable AM_RLC_ERROR_PENDING_RB234 to TRUE.

1>
otherwise:

2>
if the value of the variable AM_RLC_ERROR_PENDING_RB234 is TRUE:

3>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE.

2>
otherwise:

3>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to FALSE.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the RB5 or upward is detected:

2>
set the IE "AM_RLC error indication (RB>4)" to TRUE;

2>
set the variable AM_RLC_ERROR_PENDING_RB5_AND_UP to TRUE.

1>
otherwise:

2>
if the value of the variable AM_RLC_ERROR_PENDING_RB5_AND_UP is TRUE:

3>
set the IE "AM_RLC error indication (RB>4)" to TRUE.

2>
otherwise:

3>
set the IE "AM_RLC error indication (RB>4)" to FALSE.

1>
set the IE "RB Timer indicator" to the value of the variable RB_TIMER_INDICATOR;

1>
if the variable ESTABLISHMENT_CAUSE is initialised:

2>
include the IE "Establishment cause" and set it to the value of the variable ESTABLISHMENT_CAUSE.

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE:
2>
include the IE "Reconfiguration Status Indicator" and set it to TRUE.

1>
if the IE "Cell update cause" is set to "radio link failure" and the UE has submitted a reconfiguration response message to RLC and the UE has not received the RLC acknowledgement for the response message:
2>
include the IE "Reconfiguration Status Indicator" and set it to TRUE.

1>
if the UE performs cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates ptp radio bearer request:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.


1>
otherwise, if the UE performs cell update for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the
 UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.








1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

The UE shall set the IEs in the URA UPDATE message as follows:

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
set the IE "URA update cause" corresponding to which cause as specified in subclause 8.3.1.2 that is valid when the URA UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a URA update procedure is initiated by the UE until when the procedure ends, additional URA UPDATE messages may be transmitted by the UE with different causes, depending on which causes are valid for the respective URA UPDATE message.

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2

>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
set the IE "Protocol error indicator" to TRUE;

2>
include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE:

2>
if the value of the variable INVALID_CONFIGURATION is TRUE:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

3>
set the IE "Protocol error indicator" to TRUE;

3>
include the IE "Protocol error information" set to "Information element value not comprehended".

2>
if the value of the variable INVALID_CONFIGURATION is FALSE:

3>
set the IE "Protocol error indicator" to FALSE.
	Unchanged sections omitted


8.6.9.6
MBMS Required UE action

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

1>
if the "MBMS required UE action" is set to 'None':

2>
take no action with respect to this IE.

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info' or set to 'Acquire counting info– PTM RBs unmodified':

2>
perform the MBMS counting procedure as specified in subclause 8.7.4;

NOTE:
If upper layers indicate that an MBMS transmission has already been received correctly, the UE will continue as if the information about the concerned MBMS transmission was not included in the message. This implies that the UE does not respond to counting for a transmission already received correctly.
1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info'; or

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info– PTM RBs unmodified' and the UE is not receiving a p-t-m RB for the concerned service:

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received,  in accordance with subclause 8.7.5;

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

2>
if the UE is in idle mode:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service with the establishment cause set to 'MBMS ptp RB request', unless the UE has already requested p-t-p RB establishment in the current modification period.

2>
if the UE is in URA_PCH, Cell_PCH, or CELL_FACH states:

3>
perform a cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-p RB establishment in the current modification period.

2>
if the UE is in CELL_DCH:

3>
indicate to upper layers that establishment of an PMM connection is required to receive the concerned MBMS service with the establishment cause set to 'MBMS ptp RB request' unless the UE has already established the PMM connection.
1>
if the IE "MBMS required UE action" is set to 'Release PTM RB':

2>
stop receiving the concerned MBMS service;

2>
if the UE is in a state other than CELL_DCH (for FDD) or if the UE is in Idle mode, URA_PCH or CELL_PCH state (for TDD); and
2>
if the UE does not decide to receive an MBMS service for which a preferred frequency applies; and

2>
if the IE ‘MBMS dispersion indicator’ is set to TRUE; and
2>
if the variable MBMS_PREV_FREQUENCY_INFO is not empty:
3>
if any frequency in SIB11 or SIB12 has the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO:

4>
select a suitable UTRA cell in that frequency.

4>
if no suitable UTRA cell in that frequency is found:

5>
select a suitable UTRA cell in another frequency.

3>
if no frequency in SIB11 or SIB12 has the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO.
4>
select a frequency randomly among the inter-frequencies indicated in SIB11 or SIB12.

5>
select a suitable UTRA cell in the selected frequency.
5>
if no suitable UTRA cell in the selected frequency is found:

6>
select a suitable UTRA cell in another frequency.

3>
clear the variable MBMS_PREV_FREQUENCY_INFO.
2>
clear all service specific information applicable for the concerned service.
NOTE:
The UE is only required to acquire the relevant SIB11 or SIB12, according to what is specified in subclauses 8.1.1.6.11 and 8.1.1.6.12.
	Unchanged sections omitted


8.7.3.4
UE action upon receiving MBMS MODIFIED SERVICES INFORMATION message

Upon receiving the MBMS MODIFIED SERVICES INFORMATION message, the UE shall act as follows for each of the services included in this messages provided that the service is included in variable MBMS_ACTIVATED_SERVICES and upper layers indicate that the session has not yet been received correctly (referred to as 'applicable services'):

1>
if the IE "MBMS all unmodified p-t-m services" is included in the MBMS MODIFIED SERVICES INFORMATION messages:

2>
for all services listed in the message UNMODIFIED SERVICES INFORMATION, provided that the service is included in variable MBMS_ACTIVATED_SERVICES, upper layers indicate that the session has not yet been received correctly (referred to as 'applicable services') and the IE "MBMS required UE action" in the message MBMS Unmodified services Information is set to "Acquire PTM RB info":
3>
continue acquiring the MBMS Unmodified services Information, MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION, and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3;

3>
act upon the MBMS Unmodified services Information MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received, in accordance with subclause 8.7.5, and assuming the p-t-m configuration indicated in these messages is valid from the start of the next modification period, unless the IE "MBMS p-t-m activation time" is included in the MBMS MODIFIED SERVICES INFORMATION message.

2>
if the UE receives an MBMS service using a p-t-m radio bearer and the messages MBMS UNMODIFIED SERVICES INFORMATION and MBMS MODIFIED SERVICES INFORMATION do not contain an IE "MBMS required action" set to "Acquire PTM RB info" or set to "Acquire counting info – PTM RBs unmodified" for that service then the UE shall:

3>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service.

1>
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following

1>
if one or more preferred frequency applies for the applicable services:

2>
if the UE is in CELL_FACH state:
3>
acquire the MBMS GENERAL INFORMATION message;

3>
act as specified in subclause 8.6.9.2 upon the IE "MBMS PL Service Restriction information" for the corresponding preferred frequency, as received in the MBMS GENERAL INFORMATION message.
2>
delay acting upon the "MBMS Preferred frequency information" until receiving the relevant MCCH information i.e. the MBMS GENERAL INFORMATION message;

2>
act upon the "MBMS Preferred frequency information" as specified in 8.6.9.2 for the service(s) that upper layers indicate to have highest priority.

1>
perform the service prioritisation procedure as specified in subclause 8.5.26;


1>
the procedure ends.

	Unchanged sections omitted


8.7.6
MBMS modification request


[image: image1.wmf] 

UTRAN

 

MBMS 

MODIFICATION REQUEST

 

UE

 


Figure 8.7.6-1: MBMS modification request, normal

8.7.6.1
General

The MBMS modification request procedure is used by the UE to request UTRAN to release the p-t-p radio bearers ofone or more MBMS services the UE is receiving. The procedure is also used to request to be moved to a preferred frequency applicable for one or more (prioritised) MBMS services the UE has joined, and to indicate the UE MBMS Selected Services. The procedure applies to all UEs supporting MBMS, that are in CELL_DCH, CELL_PCH, URA_PCH, or CELL_FACH state.

8.7.6.2
Initiation

A UE entering CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE “MCCH configuration information” was received in System Information Block Type 5 or System Information Block Type 5bis prior to entering CELL_DCH;

A UE completing an RRC Connection Setup procedure shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE “MCCH configuration information” was received in System Information Block Type 5 or System Information Block Type 5bis prior to completing the RRC Connection Setup procedure; and
A UE in CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
the preferred frequency applicable for the MBMS service prioritised by upper layers is different from the currently used frequency;

1>
upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer e.g. because this inhibits reception of a higher priority service;

1>
upon a change of the MBMS Selected Services.

NOTE:
The above case may occur upon receiving a dedicated notification or in other cases eg. a change of transfer mode from p-t-p to p-t-m for the UE's highest priority MBMS service.
A UE in CELL_FACH, CELL_PCH or URA_PCH state shall initiate the MBMS modification request procedure in the following cases:

1>
upon a change of the MBMS Selected Services; and

1>
if the IE "Indicate changes in MBMS Selected Services" that is included in the MBMS GENERAL INFORMATION message is set to TRUE.
If the UE is required to initiate the MBMS modification request procedure as specified in the conditions above, the UE shall:

1>
transmit an MBMS MODIFICATION REQUEST message with the contents as specified in subclause 8.7.6.2a;
If applicable, the UE shall use a single MBMS MODIFICATION REQUEST message to request a move to the preferred frequency and/or to request release of radio bearers corresponding with lower priority MBMS services provided p-t-p and/or to report the MBMS Selected Services.
8.7.6.2a
MBMS MODIFICATION REQUEST message contents to set

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

1>
if the preferred frequency applicable for the  MBMS service prioritised by upper layers is different from the currently used frequency:

2>
include the IE "MBMS preferred frequency request" and set it to the prioritised MBMS service identity.
1>
if upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer:

2>
include the p-t-p radio bearers used for the corresponding MBMS services within the IE "MBMS RB list requested to be released".

1>
if the UE enters CELL_DCH; or

1>
if the UE completes the RRC connection establishment procedure; or
1>
if there is a change in selection of one or more of the MBMS Selected Services:

2>
if the UE has not selected any MBMS Selected Service:

3>
include the MBMS Selected Service Info and set the Status to 'None'.

2>
otherwise:

3>
include the MBMS Selected Service Info and set the Status to 'Some'.

3>
for each MBMS Selected Service:
4>
include the MBMS Selected Service ID.
8.7.6.3
Reception of a MBMS MODIFICATION REQUEST message by the UTRAN

Upon reception of a MBMS MODIFICATION REQUEST message, the UTRAN may take further action depending on the contents of the received message.

The procedure ends.

	Unchanged sections omitted


10.3.3.3
Cell update cause

Indicates the cause for cell update.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Cell update cause
	MP
	
	Enumerated (cell reselection, periodical cell update, uplink data transmission, paging response, re-entered service area, radio link failure, RLC unrecoverable error, 
	One spare values is needed.
	

	
	
	
	MBMS reception, MBMS ptp RB request, )
	
	REL-6


Claude: please note that cells (IE name, Need, Multi, Semantics description) have been merged, which is not shown with revision marks
	Unchanged sections omitted


10.3.9a.7c
MBMS Selected Services Full
This IE provides the MBMS Selected Services by means of the full identity.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MBMS Selected Services
	MP
	1 to < maxMBMSservSelect>
	
	
	REL-6

	>MBMS Selected Service ID
	MP
	
	MBMS service identity 10.3.9a.8
	
	REL-6


	Unchanged sections omitted


10.3.9a.7d
MBMS Selected Services Short
This IE indicates the MBMS Selected Services by means of a short identity to identify the MBMS transmission by referencing the services included in the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MBMS Selected Services
	MP
	1 to < maxMBMSservSelect>
	
	
	REL-6

	>MBMS Selected Service ID
	MP
	
	MBMS Short transmission identity 10.3.9a.10
	
	REL-6

	Modification period identity
	MP
	
	Integer (0..1)
	Indicates the modification period the MBMS short transmission identities refer to
	REL-6


	Unchanged sections omitted


11.3
Information element definitions

-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

<Cut until the next modified section>
-- If the IE CellUpdateCause has the value 'cellUpdateCause-ext', the actual value is

-- defined in the IE CellUpdateCause-ext.

CellUpdateCause ::=




ENUMERATED { 











cellReselection,











periodicalCellUpdate,











uplinkDataTransmission,











utran-pagingResponse,











re-enteredServiceArea,











radiolinkFailure,











rlc-unrecoverableError,











cellUpdateCause-ext }

-- The IE CellUpdateCause-ext shall be present, if the IE CellUpdateCause has the

-- value 'cellUpdateCause-ext'.

-- dummy is not used in this version of the specification; it should not be sent
-- and if received it should be ignored by the receiver.
CellUpdateCause-ext ::=



ENUMERATED {











mbms-Reception,











mbms-PTP-RB-Request,











dummy,











spare1 }
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