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This test case does not represent expected behaviour of a real network. In step 3 of the test sequence, CS RAB is released by the Radio Bearer Release message which also moves the UE into CELL_PCH state, but the CS Signalling connection is not released. A real network would not intentionally retain CS Signalling connection in this scenario. Instead, will release the CS Signalling Connection as part of the RB release.

UE behaviour is not clearly specified in the core spec for this scenario, if the network does not release the CS Signalling connection. UE could start T3240 timer and do cell update to transmit Signalling connection Release Indicator on expiry of T3240 (10 seconds). Such an UE will fail the test in post amble while executing macro c.4.




Summary of change:
(
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1 Corrections required for WK38 HSD_ENH ATS

1.1 Change 1

Test case
cds_RB_RelSpeechToPCH_HSENH

Reason for change


Summary of change
Added IE signallingConnectionRelIndication set as cs_domain 

Source of change


MCC 160 Comments


Before: 

Constraint Name
cds_RB_RelSpeechToPCH_HSENH( 

   p_IntegrityCheckInfo : IntegrityCheckInfo; 

   p_RRC_TI : RRC_TransactionIdentifier; 

   p_ActivationTime : ActivationTime; 

   p_Freqnfo : FrequencyInfo; 

   p_PrimaryScramblingCode : PrimaryScramblingCode ) 

Group
 

PDU Type
DL_DCCH_Message 

Derivation Path
cs_RB_RelSpeechToFACH_HSENH. 

Encoding Rule Name
 

Encoding Variation
 

Comments
@sic OG 14/10/05 R5s050449 sic@ 

Constraint Value

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.rrc_StateIndicator BY cell_PCH,

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.utran_DRX_CycleLengthCoeff BY 3

Detailed Comments
 

After: 

Constraint Name
cds_RB_RelSpeechToPCH_HSENH( 

   p_IntegrityCheckInfo : IntegrityCheckInfo; 

   p_RRC_TI : RRC_TransactionIdentifier; 

   p_ActivationTime : ActivationTime; 

   p_Freqnfo : FrequencyInfo; 

   p_PrimaryScramblingCode : PrimaryScramblingCode ) 

Group
 

PDU Type
DL_DCCH_Message 

Derivation Path
cs_RB_RelSpeechToFACH_HSENH. 

Encoding Rule Name
 

Encoding Variation
 

Comments
@sic OG 14/10/05 R5s050449 sic@ 

Constraint Value

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.rrc_StateIndicator BY cell_PCH,

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.utran_DRX_CycleLengthCoeff BY 3,

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.signallingConnectionRelIndication BY cs_domain 

Detailed Comments
 

1.2 Change 2

Test case
cds_RB_Rel64kCS_ToPCH_HSENH

Reason for change


Summary of change
Added IE signallingConnectionRelIndication set as cs_domain 

Source of change


MCC 160 Comments


Before: 

Constraint Name
cds_RB_Rel64kCS_ToPCH_HSENH ( 

   p_IntegrityCheckInfo : IntegrityCheckInfo; 

   p_RRC_TI : RRC_TransactionIdentifier; 

   p_ActivationTime : ActivationTime; 

   p_Freqnfo : FrequencyInfo; 

   p_PrimaryScramblingCode : PrimaryScramblingCode ) 

Group
 

PDU Type
DL_DCCH_Message 

Derivation Path
cs_RB_RelSpeechToFACH_HSENH. 

Encoding Rule Name
 

Encoding Variation
 

Comments
@sic OG 19/09/05 R5s050407 sic@ 

@sic OG 14/10/05 R5s050449 sic@ 

Constraint Value

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.rrc_StateIndicator BY cell_PCH,

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.utran_DRX_CycleLengthCoeff BY 3

Detailed Comments
 

After: 

Constraint Name
cds_RB_Rel64kCS_ToPCH_HSENH ( 

   p_IntegrityCheckInfo : IntegrityCheckInfo; 

   p_RRC_TI : RRC_TransactionIdentifier; 

   p_ActivationTime : ActivationTime; 

   p_Freqnfo : FrequencyInfo; 

   p_PrimaryScramblingCode : PrimaryScramblingCode ) 

Group
 

PDU Type
DL_DCCH_Message 

Derivation Path
cs_RB_RelSpeechToFACH_HSENH. 

Encoding Rule Name
 

Encoding Variation
 

Comments
@sic OG 19/09/05 R5s050407 sic@ 

@sic OG 14/10/05 R5s050449 sic@ 

Constraint Value

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.rrc_StateIndicator BY cell_PCH,

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.utran_DRX_CycleLengthCoeff BY 3,

REPLACE message.radioBearerRelease.later_than_r3.criticalExtensions.criticalExtensions.r5.radioBearerRelease_r5.signallingConnectionRelIndication BY cs_domain 

Detailed Comments
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