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	Reason for change:
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	ETSI and CEPT/ECC has agreed on modified spurious emission limits for UTRA BS, based on Category B limits as defined in ITU-R Recommendation SM.329 (R4-061117). These spurious emission limits are included in the most recent release of EN 301 908, which is the Harmonised Standard for IMT-2000 in Europe. ETSI TFES asks in an LS to RAN4 (R4-070022) that the relevant technical specifications for UTRA FDD BS and UTRA FDD repeaters are modified to reflect the changed spurious emission limits in EN 301 908.
Since Category B spurious emission limits are adopted for IMT-2000 in Europe, but also used by some other countries in other UTRA bands, the limits should be updated for all bands that have Category B limits defined. 

	
	

	Summary of change:
(

	The BS spurious emission limits (Category B) are modified according to the agreement between ETSI and CEPT/ECC 

	
	

	Consequences if 
(

not approved:
	The BS spurious emission limits would not be aligned with the ETSI – ECC agreement and the European Harmonised Standards for IMT-2000.

Isolated impact analysis:
This CR does not impact BSs implemented with the current specification, since it does not impose a stricter requirement.
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	Other comments:
(

	The TR 25.942 CR in R4-070166 explains the spurious emission limits further.


6.6.3.1.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [1], are applied.

6.6.3.1.2.1
Minimum Requirement

The power of any spurious emission shall not exceed:

Table 6.9: BS Mandatory spurious emissions limits, Category B
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 2100 MHz 
	-30 dBm
	1 MHz
	Note 1

	2100 MHz ( 2180 MHz
	-15 dBm
	1 MHz
	Note 2

	2180 MHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU-R Recommendation SM.329 [1], s4.1

NOTE 2:
Limit based on ITU-R Recommendation SM.329 [1], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R Recommendation SM.329 [1], s4.1. Upper frequency as in ITU-R SM.329 [1], s2.5 table 1
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