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<Start of new section>

C.12
DL reference parameters for MBMS tests

This annex specifies the reference channel parameters for MBMS test cases.

C.12.1
MTCH

The parameters for the MTCH demodulation tests are specified in Table C.12.1.1 and Table C.12.1.2.

Table C.12.1.1: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	256
	128

	Channel bit rate
	kbps
	960
	480

	Channel symbol rate 
	ksps
	480
	240

	Slot Format #i
	-
	14
	12

	TFCI
	-
	ON
	ON

	Power offsets of TFCI and Pilot fields relative to data field
	dB
	0
	0


Table C.12.1.2: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	256 kbps
	128 kbps
40 ms TTI
	128 kbps, 
80 ms TTI

	Transport Channel Number 
	1 
	1
	1 

	Transport Block Size
	2560
	2560
	2560

	Transport Block Set Size
	10240
	5120 
	10240

	Nr of transport blocks/TTI
	4
	2 
	4

	RLC SDU block size
	10160 
	5072 
	10160 

	Transmission Time Interval
	40 ms
	40 ms
	80 ms

	Type of Error Protection
	Turbo
	Turbo
	Turbo

	Rate Matching attribute
	256
	256
	256

	Size of CRC
	16
	16
	16

	Position of TrCH in radio frame
	Flexible
	Flexible
	Flexible


C.12.2
Combined MTCH demodulation and cell identification 

The parameters for combined MTCH demodulation and cell identification test are defined in Table C.12.2.1. 

Table C.12.2.1: Cell reselection parameters
	Parameter
	Unit
	Value

	Serving cell in the initial condition
	
	Cell1

	Neighbour cells
	
	32 intra-frequency neighbour cells are indicated including Cell2 and Cell3 

	Cell_selection_and_reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_
RACH
	dB
	21

	Qhyst2
	dB
	20 dB

	Treselection
	seconds
	4 

	Sintrasearch
	dB
	not sent

	IE "FACH Measurement occasion info"
	
	not sent


<End  of new section>
<Skipped not modified message contents>

<Start of modified section> 
D.2
Propagation Conditions

D.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

D.2.2
Multi-path fading propagation conditions

Table D.2.2.1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table D.2.2.1: Propagation conditions for multi-path fading environments

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III, IV and IX:
3 km/h
	Speed for Band I, II, III, IV and IX:
3 km/h
	Speed for Band I, II, III, IV and IX:
120 km/h
	Speed for Band I, II, III, IV and IX:
3 km/h
	Speed for Band I, II, III, IV and IX:
50 km/h
	Speed for Band I, II, III, IV and IX:
250 km/h

	Speed for Band V, VI and VIII:
7 km/h
	Speed for Band V, VI and VIII:
7 km/h
	Speed for Band V, VI and VIII:
282 km/h (Note 2)
	Speed for Band V, VI and VIII:
7 km/h
	Speed for Band V, VI and VIII:
118 km/h
	Speed for Band V,  VI and VIII:
583 km/h (Note 2)

	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
92 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
38 km/h
	Speed for Band VII:
192 km/h

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in Requirements for support of RRM.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.

Table D.2.2.1A shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment.

Table D.2.2.1A: Propagation Conditions for multi-path fading environments for HSDPA

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III, IV and IX 
3 km/h
	Speed for Band I, II, III, IV and IX: 
3 km/h
	Speed for Band I, II, III, IV and IX: 
30 km/h
	Speed for Band I, II, III, IV and IX: 
120 km/h

	Speed for Band V, VI, VIII
7 km/h
	Speed for Band V, VI, VIII
7 km/h
	Speed for Band V, VI, VIII
71 km/h
	Speed for Band V, VI, VIII
282 km/h (Note 1)

	Speed for Band VII
2.3 km/h
	Speed for Band VII
2.3 km/h
	Speed for Band VII
23 km/h
	Speed for Band VII
92 km/h

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.
Table D.2.2.1B shows propagation conditions that are used for CQI test in multi-path fading

Table D.2.2.1B: Propagation Conditions for CQI test in multi-path fading

	Case 8

Speed for Band I, II, III, IV and IX: 30km/h
Speed for Band V, VI and VIII: 71km/h

Speed for Band VII: 23km/h

	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10


Table D.2.2.1C shows propagation conditions that are used for MBMS demodulation performance measurements in multi-path fading environment.

Table D.2.2.1C: Propagation Conditions for Multi-Path Fading Environments for MBMS Performance Requirements

	ITU vehicular A

Speed 3km/h

(VA 3)

	Speed for Band I, II, III, IV, IX and X
3 km/h

	Speed for Band V, VI and VIII 
7 km/h

	Speed for Band VII:
2.3 km/h

	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0

	310
	-1.0

	710
	-9.0

	1090
	-10.0

	1730
	-15.0

	2510
	-20.0


D.2.3
Moving propagation conditions

The dynamic propagation conditions for the test of the baseband performance are non fading channel models with two taps. The moving propagation condition has two taps, one static, Path0, and one moving, Path1. The time difference between the two paths is according Equation D.2.3.1. The taps have equal strengths and equal phases.
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Figure D.2.3.1: The moving propagation conditions
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Equation D.2.3.1
The parameters in the equation are shown in.

	A
	5 s

	B
	1 s

	
	40 · 1013 s


D.2.4
Birth-Death propagation conditions

The dynamic propagation conditions for the test of the baseband performance is a non fading propagation channel with two taps. The moving propagation condition has two taps, Path1 and Path2 while alternate between 'birth' and 'death'. The positions the paths appear are randomly selected with an equal probability rate and are shown in figure D.2.4.1.

[image: image3.wmf]P

1

P

2

P

1

[

us]

P

1

P

2

[

us]

P

2

P

1

[

us]

P

2


Figure D.2.4.1: Birth death propagation sequence

NOTE1:
Two paths, Path1 and Path2 are randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s. The paths have equal strengths and equal phases.

NOTE 2:
After 191 ms, Path1 vanishes and reappears immediately at a new location randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s but excludes the point Path2.

NOTE 3:
After additional 191 ms, Path2 vanishes and reappears immediately at a new location randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s but excludes the point Path1.

NOTE 4:
The sequence in 2) and 3) is repeated.

D.2.5
Conditions for HSDPA enhanced performance requirements type 1 with UE receiver diversity

The fading profiles used in the two or four faders for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

The two AWGN signals used for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

<End of modified section>

<Skipped not modified message contents>

<Start of new section>
E.5B
MBMS DL Physical channels

E.5B.1
Downlink Physical Channels for connection set-up

Table E.5B.1 is applicable for measurements on the Performance requirements in Clause 11.

Table E.5B.1: Downlink Physical Channels on each radiolink

	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 dB
	Only P-CPICH is used as phase reference for S-CCPCH carrying MCCH or MTCH. 

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 dB
	

	SCH
	 SCH_Ec/Ior = -12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior = -15 dB
	

	S-CCPCH
	S-CCPCH_Ec/Ior = test dependent
	

	DPCH
	TBD 
	DPCH is enable only when UE has capability to receive MBMS in CELL_DCH state

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 16 dedicated data channels as specified in table C.6.


<End of modifications>
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