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<Start of modified section>
8.1.2.11
RRC Connection Establishment in FACH state (Frequency modification): Success 

8.1.2.11.1
Definition

8.1.2.11.2
Conformance requirement
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the UE storing "Initial UE identity".

<skipped text>
8.1.3.6
RRC Connection Release in CELL_DCH state (Frequency modification): Success
8.1.3.6.1
Definition

8.1.3.6.2
Conformance requirement 

If the UE first receives an RRC CONNECTION RELEASE message in CELL_DCH state, it shall:

-
initialize the counter V308 to zero;
-
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using UM RLC on the DCCH to the UTRAN;
-
start timer T308 when the RRC CONNECTION RELEASE COMPLETE message is sent on the radio interface.
<skipped text>
8.1.3.7
RRC Connection Release in CELL_FACH state (Frequency modification): Success
8.1.3.7.1
Definition

8.1.3.7.2
Conformance requirement 

When the UE receives the first RRC CONNECTION RELEASE message
the UE shall:
1>
in state CELL_FACH:

2>
if the RRC CONNECTION RELEASE message was received on the DCCH:
3>
when the successful transmission of the RRC CONNECTION RELEASE COMPLETE message has been confirmed by the lower layers:

<skipped text>
8.2.1.22
Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH (Frequency modification): Success

8.2.1.22.1
Definition

8.2.1.22.2
Conformance requirement

If the UE receives:
-a RADIO BEARER SETUP message;
it shall:

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.

<skipped text>
8.2.1.23
Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH (Frequency modification): Success

8.2.1.23.1
Definition

8.2.1.23.2
Conformance requirement

If the UE receives:
-a RADIO BEARER SETUP message;
it shall:
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214 (for FDD only);

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below

<skipped text>
8.2.1.24
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH (Frequency modification): Success

8.2.1.24.1
Definition

8.2.1.24.2
Conformance requirement

If the UE receives:
-
a RADIO BEARER SETUP message;
it shall:
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS 25.214 (for FDD only);

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.1.25
Radio Bearer Establishment for transition from CELL_FACH to CELL_FACH (Frequency modification): Success

8.2.1.25.1
Definition

8.2.1.25.2
Conformance requirement

If the UE receives:
-a RADIO BEARER SETUP message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.2.27
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency modification): Success

8.2.2.27.1
Definition

8.2.2.27.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS 25.214 for FDD and TS 25.224 for TDD;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.2.28
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH (Transport channel type switching with frequency modification): Success
8.2.2.28.1
Definition

8.2.2.28.2
Conformance requirement

If the UE receives:
-
a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.

1> enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.2.31
Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency modification): Success

8.2.2.31.1
Definition

8.2.2.31.2
Conformance requirement

If the UE receives: 

…
-a RADIO BEARER RECONFIGURATION message; or
…
it shall:

<skipped text>

8.2.2.32
Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_FACH (Frequency modification): Success

8.2.2.32.1
Definition

8.2.2.32.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>

8.2.2.34
Radio Bearer Reconfiguration for transition from CELL_FACH to URA_PCH (Frequency modification): Success

8.2.2.34.1
Definition

8.2.2.34.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>

8.2.2.40
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH and from CELL_FACH to CELL_DCH: Success (frequency modification, start and stop of HS-DSCH reception)
8.2.2.40.1
Definition and applicability

All UEs which support FDD or TDD and HS-PDSCH.

8.2.2.40.2
Conformance requirement

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

…

<skipped text>

8.2.2.43

Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Seamless SRNS relocation, without pending of ciphering, frequency modification)
8.2.2.43.1
Definition

8.2.2.43.2
Conformance requirement

1>
if the reconfiguration procedure is simultaneous with SRNS relocation procedure:

2>

if the transmitted message is a RADIO BEARER RECONFIGURATION:

3>
include the IE "New U-RNTI".

The UE shall:

<skipped text>


8.2.3.20
Radio Bearer Release for transition from CELL_DCH to CELL_FACH (Frequency modification): Success

8.2.3.20.1
Definition

8.2.3.20.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.3.21
Radio Bearer Release from CELL_DCH to CELL_PCH (Frequency modification): Success

8.2.3.21.1
Definition

8.2.3.21.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below

<skipped text>
8.2.3.24
Radio Bearer Release for transition from CELL_DCH to CELL_DCH (Frequency modification): Success

8.2.3.24.1
Definition

8.2.3.24.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
<skipped text>
8.2.3.25
Radio Bearer Release for transition from CELL_DCH to URA_PCH (Frequency modification): Success

8.2.3.25.1
Definition

8.2.3.25.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:

<skipped text>
8.2.3.26
Radio Bearer Release for transition from CELL_FACH to CELL_PCH (Frequency modification): Success

8.2.3.26.1
Definition

8.2.3.26.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
<skipped text>
8.2.3.27
Radio Bearer Release for transition from CELL_FACH to URA_PCH (Frequency modification): Success

8.2.3.27.1
Definition

8.2.3.27.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.3.28
Radio Bearer Release for transition from CELL_FACH to CELL_FACH (Frequency modification): Success

8.2.3.28.1
Definition

8.2.3.28.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
<skipped text>
8.2.4.25
Transport channel reconfiguration from CELL_FACH to CELL_DCH (Frequency modification): Success

8.2.4.25.1
Definition

8.2.4.25.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214;

<skipped text>
8.2.4.29
Transport Channel Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency modification): Success

8.2.4.29.1
Definition

8.2.4.29.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214;

<skipped text>
8.2.6.25
Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH (Frequency modification): Success

8.2.6.25.1
Definition

8.2.6.25.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
<skipped text>
8.2.6.26
Physical Channel Reconfiguration from CELL_DCH to CELL_PCH (Frequency modification): Success

8.2.6.26.1
Definition

8.2.6.26.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below

<skipped text>
8.3.1.33
Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency modification
8.3.1.33.1
Definition

All UEs which support FDD or TDD and HS-PDSCH.

8.3.1.33.2
Conformance requirement

When the UE receives a PAGING TYPE 1 message, it shall perform the actions as specified below.

If the UE is in connected mode, for each occurrence of the IE "Paging record" included in the message the UE shall:
1>
if the IE "Used paging identity" is a UTRAN identity and if this U-RNTI is the same as the U-RNTI allocated to the UE:

2>
if the optional IE "CN originated page to connected mode UE" is included:

3>
indicate reception of paging; and

3>
forward the IE "CN domain identity", the IE "Paging cause" and the IE "Paging record type identifier" to the upper layers.

<End of modified section>
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