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1 Change 1 – ts_CC_BasicServMT

	Test case
	ts_CC_BasicServMT

	Reason for change
	In R6s060063, the multimedia service had been created to handle Multimedia call when Speech is preferred: tsc_Srv3G324M_SpeechPref. This service is not fully tested in the MT call procedure.

In order to test fully the 3G324M_SpeechPreferred service in the MT call,  2 Bearer capabilities shall be included in the CC SETUP message. This is according ot 24.008 clause 5.3.6.2.2 and 27.001 clause 8.3.3.1. The UE has the choice in CALL CONFIRMED to decide the preferred BCAP(s).

	Summary of change
	In ts_CC_BasicServMT:

· add a branch to handle the service tsc_Srv3G324M_SpeechPref. 
· A new step ts_CC_BS_MmediaSpeechPref is created to assign tcv_SetupMT
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2 Change 2 – New step ts_CC_BS_MmediaSpeechPref
	Test case
	ts_CC_BS_MmediaSpeechPref

	Reason for change
	New step to assign tcv_SetupMT for tsc_Srv3G324M_SpeechPref. Two BCAPs are defined in the SETUP message: Speech fisrt as it is the preferred service and Mmedia is the second paramater. According to 24.008 clause 5.3.6.2.2, the repeat indicator is set to service change and fallback.

	Summary of change
	The constraint cs_SetupMT_2_BCAP is updated to pass the repeat indicator as parameter.

Creation of c_RepeatIndFallbackServChange that contains the value ‘service change and fallback’. This change is having impact on ts_CC_TS61_MT.
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3 Change 3 – ts_UT_ConfigUE_MT
	Test case
	ts_UT_ConfigUE_MT

	Reason for change
	The service tsc_Srv3G324M_SpeechPref is currently not handled in ts_UT_ConfigUE_MT.

	Summary of change
	Add a branch to handle this service.
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4 Change 4 – ts_CC_BasicServMO_Tel
	Test step
	ts_CC_BasicServMO_Tel

	Reason for change
	The parameter px_3G324M_MmediaEnable is set to FALSE if a speech call is enabled. 

Then the qualifier in line 2 is not correct, the service tsc_3g324M_SpeechPref  shall be selected if the parameter px_3G324M_MmediaEnable is set to FALSE .

	Summary of change
	In line 2, update the qualifier to :

[ pc_3G324M AND NOT ( px_3G324M_MmediaEnable ) ]
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