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Change 1

	Table Names
	TC_8_3_1_5

	ATS Suite
	iWD_D06wk49

	Test Case affected
	TC_8_3_1_5

	Reason for change
	Before receiving the Initial Direct Transfer at step 8 the RB 3 needs to reconfigured with the RB id -16 to forward the message to TTCN for constraint matching. In the TTCN Implementation at line number 24 the RB 3 is re-configured with RB id -16. It is possible that the Initial Direct Transfer at step 8 could arrive before the RB3 reconfiguration is completed by the SS. In this case, the test case would fail.

So to avoid this problem, it is proposed to move the reconfiguration of RB3 to before the RNTI reconfiguration to ensure that the Initial Direct Transfer Message will be routed to the intended destination.

	Summary of change
	The test step ts_SS_SetConfigRRC_RB3 is moved to line number 21 from line number 24 to ensure RLC gets enough time to configure the RB3.


	lt_TestBody

	12
	 
	+ts_RRC_Delay (500)
	 
	 
	@sic OG 23/11/05 R5s050482 sic@

	13
	 
	 AM ! RLC_AM_DATA_REQ
	cas_PhyChReconf ( 
tsc_CellDedicated, 
tsc_RB2, 
cs_PhyChReconfFACH_ToURA_PCH ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
OMIT, 
OMIT, 
tsc_URA_IdCellA ) 
)
	 
	Step 4 

@sic OG 19/05/04 T1-040568 sic@

	14
	TBP2
	  +ts_RRC_ReceivePhyChReconfCmpl ( tsc_CellA, tcv_CellInfoA.cellConfig )
	 
	 
	Step 5

	15
	 
	   +ts_RRC_Delay (5000)
	 
	 
	@sic rash r5s050287 sic@

	16
	 
	    +ts_CMAC_Pag1_CfgConnMode ( tsc_CellA )
	 
	 
	Configure paging on the MAC layer when UE is in connected mode

	17
	 
	     TM ! RLC_TR_DATA_REQ
	cas_PagingType1 ( 
tsc_CellA, 
tsc_RB_PCCH, 
cs_PagingType1_UTRAN_TrigUL_DataTx ( 
tcv_CellInfoA.uRNTI ) 
)
	 
	Step 5a 
Sending a Paging Type1 with a matched Identifier and with originator UTRAN 
to trigger UL data transmission

	18
	TBP3
	      +ts_RRC_ReceiveCellUpdateNonPeriodic ( tsc_CellA, cdr_CellUpdateAny ( tcv_CellInfoA.uRNTI, uplinkDataTransmission), 64000 )
	 
	 
	Periodical timer 64000ms Step 6. IE "Cell update cause" set to "Uplink Data transmission

	19
	 
	       +ts_CMAC_New_RNTI_Reconf ( TRUE, tsc_CellA, tcv_CellInfoA.uRNTI, tcv_CellInfoA.cRNTI )
	 
	 
	SS has valid U-RNTI only, 

SS reconfiguration to use URNTI.

	20
	 
	        UM ! RLC_UM_DATA_REQ 
( tcv_CellInfoA.cRNTI := tsc_CRNTI )
	cas_RRC_CellUpdateCnf ( 
tsc_CellDedicated, 
tsc_RB1, 
cbs_CellUpdateCnfNewURNTI_DCCH ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
OMIT, 
tsc_CRNTI, 
cell_FACH, 
OMIT, OMIT ) 
)
	 
	Step 7 
@sic Jitendra CR# T1-031807 sic@ 
@sic OG 19/05/04 T1-040568 sic@

	21
	 
	         + ts_SS_SetConfigRRC_RB3 ( tsc_CellA )
	 
	 
	SS reconfiguration

	22
	 
	          +ts_RRC_Delay ( 30 )
	 
	 
	@sic OG 27/05/04 T1S040323 sic@

	23
	 
	           +ts_CMAC_New_RNTI_Reconf ( FALSE, tsc_CellA, tcv_CellInfoA.uRNTI, tcv_CellInfoA.cRNTI )
	 
	 
	SS reconfiguration to use CRNTI again. 
@sic Jitendra CR# T1-031807 sic@ 
@sic OG 14/06/04 ER1836 sic@

	24
	 
	           + ts_SS_SetConfigRRC_RB3 ( tsc_CellA )
	 
	 
	SS reconfiguration

	25
	 
	            START t_WaitS
	 
	 
	 

	26
	TBF1
	             ? TIMEOUT t_WaitS
	 
	(F)
	 

	27
	TBP4
	             AM ? RLC_AM_DATA_IND CANCEL t_WaitS
	car_RRC_UtranMobilityInfoCnf ( tsc_CellDedicated, tsc_RB2, cr_108_UTRAN_MobilityInfoCnf ( tcv_RRC_Ti) )
	(P)
	@sic OG 26/05/04 T1-040510 sic@

	28
	TBP5
	              AM ? RLC_AM_DATA_IND
	car_RRC_InitDirectTransfer ( 
tsc_CellDedicated , 
tsc_RB3_DCCH_RRC, 
cr_108_InitDirectTransfer ( 
cs_domain, 
o_OctToBit (px_TMSI_Def), 
*) )
	(P)
	step 8 : 
Response to paging message in step 5a.

	29
	 
	               +ts_SS_RemoveConfigRRC_RB3 ( tsc_CellA )
	 
	 
	@sic Jitendra CR# T1-301807 sic@
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