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This CR presents corrections applicable to IRAT ATS IR_U_r3_wk43.mp.
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3
Test Correction Summary
Affected Test Cases:
8.3.7.1
ATS Version:
IR_U_r3_wk43.mp
4
Corrections
4.1
Introduction

This CR presents the corrections on several constraints encoding a frequency list, being used in IRAT ATS IR_U_r3_wk43.mp. The error in c_CellAllocGSM1900HO_512F_with_IEI, affecting 8.3.7.1, was detected first. Later other constraints were investigated and the other errors were found. The other erroneous constraints partially affect test cases of IR_U_r3_wk43.mp [1] other than 8.3.7.1. This is indicated in the change tables.
For the ATS modifications as identified by the 'Change labels' as defined in the subsequent subclauses, the following principles apply:

a)
If there are new TTCN objects proposed they are marked 'New' in the ATS Reference in Annex A).

b)
All other changes on existing objects are explicitly described in this CR.

4.2
Presentation of the modifications

The modifications are presented by the use of 'Change Tables' as described below, and by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

In addition, if the reason for a change cannot be expressed in a few table lines, particular subclauses of clause 4 may be generated for detailed argumentation.

The 'Change Tables' have the format described in the example below (all entries in the second column are for demonstration purposes only):

Table 1: Example Change Table

	TTCN object
	tc_8_3_9_5

	Reference ATS
	IR_G_r3_wk29.mp [3]

	Change Label
	WA#2G3RRC0110

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	<GOTO fields to other change descriptions> (optional)

	ETSI comment
	

	R&S conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string 'WA#2G3RRC', followed by a 4‑digit number (e.g. WA#2G3RRC0110). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more GOTO fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem giving rise to the current Change Label.

ETSI comment:
This field may be used by ETSI colleagues giving a dedicated reply to the current CR document. Otherwise it is filled by the R&S 2G3 group when another kind of response is received from ETSI.

R&S conclusion:
Filled by the R&S 2G3 group when the ETSI answer does not indicate acceptance of the change request.

4.3
Modifications

4.3.1
c_CellAllocGSM1900HO_512F_with_IEI

	TTCN object
	c_CellAllocGSM1900HO_512F_with_IEI

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0845

	Reason for change
	The value of element refFreqList is not the encoding of the ARFCN list given in the description of the constraint (which is correct).

	Summary of change
	Replace the incorrect value by '893D0A7CC5FC700A8B9F7FF452463340'O.

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
	


[image: image1.png]Structured Type Constraint Declaration
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4.3.2
c_CellAllocGPRS700_CellA

	TTCN object
	c_CellAllocGPRS700_CellA

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0846

	Reason for change
	The ARFCN list to be encoded is: 457, 467, 462.

The value '8CE88AEC000000000000000000000000'O of element 'refFreqList' however does not encode this list, but it encodes the list:

465, 470, 475.

	Summary of change
	Replace the value by 

'8CE48AECC000000000000000000000000'O.

Note:
c_CellAllocGPRS700_CellA is used via test step ts_GSM_InitVariablesAllBands. But in most test cases attaching this step the cell allocation is overwritten by ts_GSM_InitVariablesSpecific40. The remaining affected test cases are: 8.3.7.9 (and 20.25.2, 20.25.3, 26.6.11.3, 26.6.11.4, 8.3.7.14).

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
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4.3.3
c_CellAllocGSM480HO_128F_with_IEI

	TTCN object
	c_CellAllocGSM480HO_128F_with_IEI

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0847

	Reason for change
	The ARFCN list to be encoded is: 306, 308, 310, 312, 314, 316, 318, 320, 322, 324, 326, 328, 330, 332, 334, 336, 338.

The value '8C8912E08E7084EEEE2222C000000000'O of element 'refFreqList' however does not encode this list, but it encodes the list:

274, 276, 278, 280, 282, 284, 286, 288, 290, 292, 294, 296, 298, 300, 302, 304, 306.

	Summary of change
	Replace the value by 

'8C9912E08E7084EEEE2222C000000000'O.
Note:
This constraint affects test case 8.3.9.1.

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
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4.3.4
c_CellAllocGSM700_CellB_8391

	TTCN object
	c_CellAllocGSM700_CellB_8391

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0848

	Reason for change
	The ARFCN list to be encoded is: 451, 455, 459, 461, 467, 468, 475, 477, 497, 498, 500, 501, 502, 503, 506, 508.

The value '8CE1AF6C5E79C5CF9E61200000000000'O of element 'refFreqList' however does not encode this list, but it encodes the list:

451, 453, 457, 461, 468, 475, 477, 495, 498, 500, 501, 502, 503, 506, 508.

Note:
This constraint affects test case 8.3.9.1.

	Summary of change
	Replace the value by 

'8CE1AE885C7904CE9D21220000000000'O.

	Other affected objects
	 GOTOBUTTON BM_WA_08482 c_CellAllocGSM850_CellB_8391 ,  GOTOBUTTON BM_WA_08483 c_CellAllocGSM1800_CellB_8391 ,  GOTOBUTTON BM_WA_08484 c_CellAllocGSM1900_CellB_8391 

	ETSI comment
	

	R&S conclusion
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4.3.5
c_CellAllocGSM850_CellB_8391

	TTCN object
	c_CellAllocGSM850_CellB_8391

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0848

	Reason for change
	The ARFCN list to be encoded is: 141, 145, 149, 151, 157, 158, 165, 167, 187, 193, 200, 201, 202, 203, 235, 241.

The value '8C469ADE2BE1A2CAAF27600000000000'O of element 'refFreqList' however does not encode this list, but it encodes the list:

141, 145, 149, 151, 158, 165, 167, 187, 193, 200, 201, 202, 203, 235, 241.

	Summary of change
	Replace the value by 

'8C4698E24C6021CA4D27D10000000000'O.
Note:
This constraint affects test case 8.3.9.1.

	Other affected objects
	 GOTOBUTTON BM_WA_08481 c_CellAllocGSM700_CellB_8391 ,  GOTOBUTTON BM_WA_08483 c_CellAllocGSM1800_CellB_8391 ,  GOTOBUTTON BM_WA_08484 c_CellAllocGSM1900_CellB_8391 

	ETSI comment
	

	R&S conclusion
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4.3.6
c_CellAllocGSM1800_CellB_8391

	TTCN object
	c_CellAllocGSM1800_CellB_8391

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0848

	Reason for change
	The ARFCN list to be encoded is: 739, 743, 746, 749, 756, 758, 761, 764, 771, 779, 782, 791, 798, 829, 832, 844.

The value '8B71907137B602C5DEF4691B00000000'O of element 'refFreqList' however does not encode this list, but it encodes the list:

739, 743, 746, 755, 756, 758, 761, 771, 779, 782, 785, 798, 803, 832, 901.

	Summary of change
	Replace the value by 

'8B71907137B602C5DEF7A348D8000000'O.
Note:
This constraint affects test case 8.3.9.1.

	Other affected objects
	 GOTOBUTTON BM_WA_08481 c_CellAllocGSM700_CellB_8391 ,  GOTOBUTTON BM_WA_08482 c_CellAllocGSM850_CellB_8391 ,  GOTOBUTTON BM_WA_08484 c_CellAllocGSM1900_CellB_8391 

	ETSI comment
	

	R&S conclusion
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4.3.7
c_CellAllocGSM1900_CellB_8391

	TTCN object
	c_CellAllocGSM1900_CellB_8391

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0848

	Reason for change
	The ARFCN list to be encoded is: 639, 643, 646, 649, 656, 658, 661, 664, 671, 679, 682, 691, 698, 729, 732, 744.

The value '8B3F90E137B602C5DEF7A348D8000000'O of element 'refFreqList' however does not encode this list, but it encodes the list:

639, 641, 643, 646, 649, 672, 680, 683, 692, 699, 730, 733, 745, 883, 886, 889.

	Summary of change
	Replace the value by 

'8B3F907137B602C5DEF7A348C0000000'O.
Note:
This constraint affects test case 8.3.9.1.

	Other affected objects
	 GOTOBUTTON BM_WA_08481 c_CellAllocGSM700_CellB_8391 ,  GOTOBUTTON BM_WA_08482 c_CellAllocGSM850_CellB_8391 ,  GOTOBUTTON BM_WA_08483 c_CellAllocGSM1800_CellB_8391 

	ETSI comment
	

	R&S conclusion
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4.3.8
c_G_FreqList_GSM_1900_26_6_5_2_4B

	TTCN object
	c_G_FreqList_GSM_1900_26_6_5_2_4B

	Reference ATS
	IR_U_r3_wk43.mp [1]

	Change Label
	WA#2G3RRC0849

	Reason for change
	The ARFCN list to be encoded is according to the comment:

639, 643, 646, 649, 656, 658, 661, 664, 671, 679, 782, 691, 698, 729, 732, 744.

But value 782 inside the list is not correct.

	Summary of change
	Replace the value by 682.

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
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4.4
Changes referred to from previous CRs

N/A.

5
References
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IR_U_r3_wk43.mp
ETSI IR_U ATS, version week 43 (2006).


Annex A: List of change labels and affected TTCN objects
The following Table 2 lists all change labels being described in this document, together with the related affected TTCN objects, and the Reference ATS to which the change description applies. When no Reference ATS is present, the object is a new definition.

Table 2: List of change labels and related affected TTCN Objects and reference ATS

	Change Labels
	Affected TTCN Objects
	Ref. ATSs

	WA#2G3RRC0845
	c_CellAllocGSM1900HO_512F_with_IEI
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0846
	c_CellAllocGPRS700_CellA
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0847
	c_CellAllocGSM480HO_128F_with_IEI
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0848
	c_CellAllocGSM1800_CellB_8391
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0848
	c_CellAllocGSM1900_CellB_8391
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0848
	c_CellAllocGSM700_CellB_8391
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0848
	c_CellAllocGSM850_CellB_8391
	IR_U_r3_wk43.mp [1]

	WA#2G3RRC0849
	c_G_FreqList_GSM_1900_26_6_5_2_4B
	IR_U_r3_wk43.mp [1]
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