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Change 1

	Table Names
	TC_8_3_1_40

	ATS Suite
	iWD_D07wk03

	Test Case affected
	TC_8_3_1_40

	Reason for change
	Before receiving the Initial Direct Transfer at step 4 the RB 3 needs to reconfigured with the RB id -16 to forward the message to TTCN for constraint matching. In the TTCN Implementation at line number 19 the RB 3 is re-configured with RB id -16. It is possible that the Initial Direct Transfer at step 4 could arrive before the RB3 reconfiguration is completed by the SS. In this case, the test case would fail.

So to avoid this problem, it is proposed to move the reconfiguration of RB3 to before receiving the Physical Channel Reconfiguration Complete to ensure that the Initial Direct Transfer Message will be routed to the intended destination.

	Summary of change
	The test step ts_SS_SetConfigRRC_RB3 at line number 19 is moved before ts_RRC_ReceivePhyChReconfCmpl ( tsc_CellA, cell_DCH_64kPS_RAB_SRB ) to ensure RLC gets enough time to configure the RB3.


	lt_LocalTest

	11
	 
	+lt_TriggerMO_CS_Call
	 
	 
	Step 1

	12
	 
	 +ts_RRC_ReceiveCellUpdateNonPeriodic ( tsc_CellA, cdr_CellUpdateEstCause ( tcv_CellInfoA.uRNTI, uplinkDataTransmission ), 15000 )
	 
	 
	Step 2 
Cell Update

	13
	 
	  +ts_CMAC_New_RNTI_Reconf_r5 ( TRUE, tsc_CellA, tcv_CellInfoA.uRNTI, OMIT )
	 
	 
	Use U_RNTI

	14
	 
	   UM ! RLC_UM_DATA_REQ
	cas_RRC_CellUpdateCnf ( 
tsc_CellDedicated, 
tsc_RB1, 
cbs_108_CellUpdateCnfDCCH_r5 ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
OMIT, OMIT, 
cell_DCH, 
OMIT, OMIT, 
ul_DPCH_Info : (cb_UL_DPCH_Info_r5 ( tsc_UL_DPDCH_SF_64k_PS, pl0_96, tcv_CellInfoA.uL_ScramblingCode) ), 
c_DL_CommonInfoDCH_DPCH_Offset_r5 ( tsc_DL_DPCH1_SFP_64k_PS ), 
c_DL_InformationPerRL_r5 ( tcv_CellInfoA.priScrmCode, tsc_DL_DPCH1_ChC_64k_PS, 
tsc_DL_DPCH1_2ndScrC ) ) 
)
	 
	Step 3 
Cell Update Confirm

	15
	 
	    +ts_RRC_Delay ( tsc_WaitBeforeFACH_Conf )
	 
	 
	 

	16
	 
	     +ts_CRLC_ReconfRLC_Size_r5 ( FALSE )
	 
	 
	 

	17
	 
	      +ts_SS_ReconfFACH_ToDCH_PS_r5 ( tsc_CellA )
	 
	 
	 

	18
	 
	       +ts_RRC_ReceivePhyChReconfCmpl ( tsc_CellA, cell_DCH_64kPS_RAB_SRB )
	 
	 
	Step 3a 
Physical Channel Reconfiguration Complete

	19
	 
	         +ts_SS_SetConfigRRC_RB3 ( tsc_CellA )
	 
	 
	 

	20
	 
	        +ts_RRC_ReceivePhyChReconfCmpl ( tsc_CellA, cell_DCH_64kPS_RAB_SRB )
	 
	 
	Step 3a 
Physical Channel Reconfiguration Complete

	21
	 
	         AM ? RLC_AM_DATA_IND
	car_RRC_InitDirectTransfer ( 
tsc_CellDedicated, 
tsc_RB3_DCCH_RRC, 
cdr_InitDirectTransferNoEstCause ( 
tcv_CN_Domain, 
o_OctToBit ( tcv_PTMSI_TMSI), ('0524*'O, '0564*'O, '05A4*'O, '05E4*'O) ) 
)
	 
	Step 4 
Initial Direct Transfer (CM Service Request) 
@sic OG 18/11/05 R5s050500 sic@ 
@sic OG 22/11/05 R5s050523 sic@

	22
	 
	          +ts_SS_RemoveConfigRRC_RB3 ( tsc_CellA )
	 
	 
	 

	23
	 
	           +ts_NAS_ServiceRejectMO ( tsc_CellA )
	 
	 
	Step 5 
Downlink Direct Transfer (CM Service Reject)

	24
	 
	            +ts_C3_CheckCellDCH_r5 ( tsc_CellA )
	 
	 
	Step 6
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