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	Reason for change:
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	The SIB11 is not inline with other TCs. The number of Inter-RAT cell id is not specified base on 0 to 31.

	
	

	Summary of change:
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	Inter-RAT cell id are corrected.
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	Inter-RAT cell id remains inconsistent.
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	Other comments:
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	This CR applies for Rel-6 and later releases.


Annex I (normative):
Default Message Contents

{Unchanged Sections are clipped here}
Contents of System Information Block type 11 (FDD)
The following information element is exception to SIB 11 option A2 as specified in TS34.108 [3] section 6.1.0b based on the monitored list size for 8.6.5.1.

	Information Element
	Value/Remark

	   - New intra-frequency cells
	16

	    - Intra-frequency cell id
	12+n(n=0 to12)

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 with the exception that value for Primary scrambling code shall not be overlapped values.

	 - Inter-frequency measurement system information
	

	    - New inter-frequency cells
	8

	     - Inter frequency cell id
	25+n (n =0 to 4)

	     - Frequency info
	Not Present

	Absence of this IE is equivalent to value of the previous "frequency info" in the list.
	

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 with the exception that value for Primary scrambling code shall not be overlapped values.

	 - Inter-RAT measurement system information
	

	   - New inter-RAT cells
	6

	    - Inter-RAT cell id
	11+n ( n=0 to 3)

	    - CHOICE Radio Access Technology
	GSM

	      - GSM
	

	       - Cell individual offset
	0

	       - Cell selection and re-selection info
	Not Present

	       - BSIC
	

	        - Base transceiver Station Identity Code (BSIC)
	Chosen arbitrarily by the test house such that it does not collide with BSICs of other Inter-RAT cell ids.

	       - Band indicator
	According to PICS/PIXIT

	       - BCCH ARFCN
	Chosen arbitrarily by the test house such that it does not collide with BCCH ARFCNs of other Inter-RAT cell ids.
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