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10.3.7.110
UE positioning reporting criteria

The triggering of the event-triggered reporting for a UE positioning measurement.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	
	

	>Amount of reporting
	MP
	
	Integer(1, 2, 4, 8, 16, 32, 64,infinite)
	
	

	>Report first fix
	MP
	
	Boolean
	If true the UE reports the position once the measurement control is received, and then each time an event is triggered.
	

	>Measurement interval
	MP
	
	Integer(5,15,60,300,900,1800,3600,7200)
	Indicates how often the UE should make the measurement

In seconds
	

	>CHOICE Event ID
	MP
	
	
	
	

	>>7a
	
	
	
	
	

	>>>Threshold Position Change
	MP
	
	Integer(10,20,30,40,50,100,200,300,500,1000,2000,5000,10000,20000,50000,100000)
	Meters. Indicated how much the position should change compared to last reported position fix in order to trigger the event.
	

	>>7b
	
	
	
	
	

	>>>Threshold SFN-SFN change
	MP
	
	Real(0.25,0.5,1,2,3,4,5,10,20,50,100,200,500,1000,2000,5000)
	Chips. Indicates how much the SFN-SFN measurement of ANY measured cell is allowed to change before the event is triggered.
	

	>>7c
	
	
	
	
	

	>>>Threshold SFN-GPS TOW
	MP
	
	Integer(1,2,3,5,10,20,50,100)
	Time in ms. When the GPS TOW and SFN timer has drifted apart more than the specified value the event is triggered.
	

	
	
	
	
	Time in micro seconds (NOTE 1).
	REL-7

	NOTE 1:
In previous versions of the protocol, the IE "Threshold SFN-GPS TOW" was provided in units of milli seconds. If the information is provided in units of micro seconds, the UE shall ignore any information provided in units of milli seconds.


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


/ .. /

-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


ThresholdSFN-GPS-TOW-us,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v7xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


VelocityEstimate,

UE-InternalMeasuredResults-r7,


/ .. /

FROM InformationElements


/ .. /

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************


/ .. /

MeasurementControl-v7xyext-IEs ::=
SEQUENCE {


ue-Positioning-Measurement-v7xyext
UE-Positioning-Measurement-v7xyext,


ue-Positioning-OTDOA-AssistanceData-UEB-ext











UE-Positioning-OTDOA-AssistanceData-UEB-ext

OPTIONAL,

thresholdSFN-GPS-TOW-us



ThresholdSFN-GPS-TOW-us






OPTIONAL
}


/ .. /

11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************


/ .. /

ThresholdSFN-GPS-TOW ::=


ENUMERATED {











ms1, ms2, ms3, ms5, ms10,











ms20, ms50, ms100 }
ThresholdSFN-GPS-TOW-us ::=


ENUMERATED {











us1, us2, us3, us5, us10,











us20, us50, us100 }

/ .. /

UE-Positioning-EventSpecificInfo ::=


CHOICE {


e7a








ThresholdPositionChange,


e7b








ThresholdSFN-SFN-Change,


-- IE 'ThresholdSFN-GPS-TOW' shall be ignored if IE 'ThresholdSFN-GPS-TOW-us' is present in

-- MeasurementControl-v7xyext-IEs, and the value of that IE shall be used instead.

e7c








ThresholdSFN-GPS-TOW

}


/ .. /

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


/ .. /

-- Measurement IEs :


Event1j-r6,

Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,

IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,

MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


AdditionalMeasurementID-List,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,


/ .. /

FROM InformationElements


/ .. /

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************

/ .. /
SRNC-RelocationInfo-v4b0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

OPTIONAL
}

SRNC-RelocationInfo-v590ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v590ext
UE-RadioAccessCapability-v590ext

OPTIONAL,


ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

SRNC-RelocationInfo-v5a0ext-IEs ::= SEQUENCE {



storedCompressedModeInfo

StoredCompressedModeInfo
OPTIONAL
}
SRNC-RelocationInfo-v5b0ext-IEs ::= SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

SRNC-RelocationInfo-v5c0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v5c0ext
UE-RadioAccessCapability-v5c0ext

OPTIONAL
}






/ .. /
SRNC-RelocationInfo-r7-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r7



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r6,



rab-InformationList



RAB-InformationSetupList-r6


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

SRNC-RelocationInfo-v7xyext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v7xyext
UE-RadioAccessCapability-v7xyext

OPTIONAL,


thresholdSFN-GPS-TOW-us



ThresholdSFN-GPS-TOW-us




OPTIONAL
}

-- IE definitions


/ .. /
OngoingMeasRep ::=




SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType


measurementCommandWithType


MeasurementCommandWithType,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r4 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r5 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL,


measurementCommand-v590ext


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL

}

OngoingMeasRep-r6 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r6,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r7 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


SEQUENCE {



measurementCommandWithType


MeasurementCommandWithType-r6,



thresholdSFN-GPS-TOW-us



ThresholdSFN-GPS-TOW-us


OPTIONAL

},

measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

OngoingMeasRepList-r4 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r4

OngoingMeasRepList-r5 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r5

OngoingMeasRepList-r6 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r6

OngoingMeasRepList-r7 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r7

/ .. /




�This IE is moved to a more appropriate place within sub-clause 11.5.





