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8.7.3A
GSM Carrier RSSI

8.7.3A.1
Definition and applicability

The GSM carrier RSSI measurement is used for handover between UTRAN and GSM. 

The requirements and this test apply to the combined FDD and GSM UE.

8.7.3A.2
Minimum Requirements

The UE shall meet the measurement accuracy requirements stated for RXLEV below, when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.

The absolute accuracy shall be as follows:
The R.M.S received signal level at the receiver input shall be measured by the UE and the BSS over the full range of ‑110 dBm to ‑48 dBm with an absolute accuracy of ±4 dB from ‑110 dBm to ‑70 dBm under normal conditions and ±6 dB over the full range under both normal and extreme conditions. The R.M.S received signal level at the receiver input shall be measured by the UE above -48 dBm up to -38 dBm with an absolute accuracy of ± 9 dB under both normal and extreme conditions.

If the received signal level falls below the reference sensitivity level for the type of UE or BSS, then the measured level shall be within the range allowing for the absolute accuracy specified above. In case the upper limit of this range is below the reference sensitivity level for the type of UE or BSS, then the upper limit shall be considered as equal to the reference sensitivity level.

The relative accuracy shall be as follows:

If signals of level x1 and x2 dBm are received (where x1 ( x2) and levels y1 and y2 dBm respectively are measured, if x2 ‑ x1 < 20 dB and x1 is not below the reference sensitivity level, then y1 and y2 shall be such that:


(x2 ‑ x1) ‑ a ( y2 ‑ y1 ( (x2 ‑ x1 + b) if the measurements are on the same or on different RF channel within the same frequency band;

and

(x2 ‑ x1 ) ‑ c ( y2 ‑ y1 (( x2 ‑ x1 + d) if the measurements are on different frequency bands:

a, b, c and d are in dB and depend on the value of x1 as follows:

	
	a
	b
	c
	d

	x1 ( s+14, x2< -48 dBm
	2
	2
	4
	4

	s+14 > x1 ( s+1
	3
	2
	5
	4

	s+1 > x1
	4
	2
	6
	4

	
	
	
	
	


For single band MS or BTS and measurements between ARFCN in the same band for a multiband

MS or BTS;

s = reference sensitivity level as specified in 3GPP TS 05.05 [28] for R99 and in 3GPP TS 45.005 [29] for Rel-4 and later releases.

For measurements between ARFCN in different bands;


s = the reference sensitivity level as specified in [28] and [29] for the band including x1.

At extreme temperature conditions an extra 2 dB shall be added to c and d in above table.

The selectivity of the received signal level measurement shall be as follows:

‑
for adjacent (200 kHz) channel ( 16 dB;

‑
for adjacent (400 kHz) channel ( 48 dB;

‑
for adjacent (600 kHz) channel ( 56 dB.

The selectivity shall be met using random, continuous, GSM‑modulated signals with the wanted signal at the level 20 dB above the reference sensitivity level.

The reporting range and mapping specified for RXLEV in TS 05.08[20] for R99 and in TS 45.008 [30] for Rel-4 and later releases shall apply.

The rate of correct measurements observed during repeated tests shall be at least 90%.

The normative reference for this requirement is:

For R99: TS 25.133 [2] clause 8.1.2.5 and 9.1.4 and TS 05.08 [20] clause 8.1.2.

For Rel-4 and later releases: TS 25.133 [2] clause 8.1.2.5 and 9.1.4 and TS 45.008 [30] clause 8.1.2.

8.7.3A.3
Test purpose

The purpose of this test is to verify that the GSM Carrier RSSI measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform GSM measurements, is within the specified limits. This measurement is for UTRAN to GSM handover evaluation.

8.7.3A.4
Method of test

8.7.3A.4.1
Initial conditions

Test environment: normal, TL/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In the test in Cell_DCH state compressed mode with purpose “GSM Carrier RSSI Measurement” is applied to measure on GSM. The gap length is 7, detailed definition is in clause C.5, Set 2 of table C.5.2 except for TGPRC and TGCFN. TGPRC and TGCFN shall set to '"Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". Table 8.7.3A.1 defines the limits of signal strengths and code powers on the UMTS FDD cell, where the requirement is applicable. In the measurement control information it is indicated to the UE that periodic reporting of the GSM RSSI measurement.

The requirements are also applicable for a UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters specified in table 8.7.3A.1.

Table 8.7.3A.1: General GSM Carrier RSSI test parameters

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in section C.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- GSM carrier RSSI measurement
	
	Compressed mode reference pattern 2 Set 2 
	As specified in table C.5.2 section C.5

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Not required
	

	Monitored cell list size
	
	6 GSM neighbours
	See Annex I for cell information
Measurement control information is sent before the compressed mode patterns starts.


Table 8.7.3A.2: Cell specific GSM Carrier RSSI test parameters

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


Table 8.7.3A.3: Signal levels at receiver input in dBm
	Step
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	1
	-38.5
	-38.5
	NA
	NA
	NA
	NA

	2
	-48.5
	-48.5
	NA
	NA
	NA
	NA

	3
	-70.5
	-70.5
	NA
	NA
	NA
	NA

	4
	-109.5
	-109.5
	NA
	NA
	NA
	NA

	5
	-57.5
	NA
	-54.5
	NA
	NA
	NA

	6
	-64.5
	NA
	-59.5
	NA
	NA
	NA

	7
	-71.5
	NA
	NA
	-64.5
	NA
	NA

	8
	-78.5
	NA
	NA
	-69.5
	NA
	NA

	9
	-85.5
	NA
	NA
	NA
	-74.5
	NA

	10
	-92.5
	NA
	NA
	NA
	-79.5
	NA

	11
	-99.5
	NA
	NA
	NA
	NA
	-84.5

	12
	-106.5
	NA
	NA
	NA
	NA
	-89.5


Table 8.7.3A.4: ARFCN numbers for GSM cells
	GSM band
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	GSM 450
	276
	293
	264
	269
	281
	288

	GSM 480
	323
	340
	311
	316
	328
	335

	GSM 900
	62
	124
	20
	40
	80
	100

	DCS 1800
	700
	885
	585
	660
	790
	835

	PCS 1900
	700
	805
	585
	660
	790
	550

	450/900
	124
	276
	293
	269
	288
	1

	480/900
	124
	323
	340
	316
	335
	1

	450/1800
	885
	276
	293
	269
	288
	512

	480/1800
	885
	323
	340
	316
	335
	512

	900/1800
	885
	62
	124
	40
	100
	512

	450/900/1800
	124
	276
	885
	293
	1
	512

	480/900/1800
	124
	323
	885
	340
	1
	512

	GSM 850 for FDD Band V and VI (Note)
	220
	251
	150
	160
	210
	230

	GSM 850
for FDD bands  ≠ FDD  Band V and VI 
	189
	251
	150
	170
	210
	230

	GSM 750
	475
	511
	440
	455
	485
	500

	750/850
	251
	475
	511
	455
	485
	128


Note: The following BCCH ARFCN’s specified for FDD Band V and VI provide enough gap for a UMTS cell and its AWGN to be setup with center frequency at UARFCN number 4400.
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