Page 1



3GPP TSG RAN WG5 Testing 
TDoc(
R5s070097
01 Jan – 31 Dec 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	 2032
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to  RRC testcase 8.4.1.8 & 8.4.1.28

	
	

	Source to WG:
(

	Rohde & Schwarz

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	12/03/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	In testcase 8.4.1.8 the 5sec check for no measurement report must be checked after the SS has been instructed to deactive compressed mode.
In testcase 8.4.1.28, as a result of the TTCN CR R5s070026, the special values required for tcell and sfnoffset are not used.

	
	

	Summary of change:
(

	Modified TTCN to correct the issues mentioned above

	
	

	Consequences if 
(

not approved:
	TTCN will not fullfill the requirements of the prose.

	
	

	Clauses affected:
(

	8.4.1.28, 8.4.1.8

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


3GPP TSG-R5 E-Mail 2006
R5s060097
01 Jan - 31 Dec 2006

1 Table of Contents

11
Table of Contents

2
Correction to  testcases 8.4.1.8 & 8.4.1.28
2
2.1
8_4_1_8 : lt_PS_Domain_Steps
2
2.2
8_4_1_28 : lt_InitVariables
2



2 Correction to  testcases 8.4.1.8 & 8.4.1.28
2.1 8_4_1_8 : lt_PS_Domain_Steps
	Test step name
	8_4_1_8 : lt_PS_Domain_Steps

	Reason for change
	After sending measurement control message, the local configuration must be modified to deactivate compressed mode before checking for measurement report.
This ensures that the SS and the UE have the some DPCH configuration

	Summary of change
	Modified the sequence to perform CPHY-RL-Modify-Req to deactivate compressed mode  and start the 5 sec timer to check for measurement report

	Source of change
	New change

	Label
	WA#RRC
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2.2 8_4_1_28 : lt_InitVariables
	Test step name
	8_4_1_28 : lt_InitVariables

	Reason for change
	In the testcase 8.4.1.28 there were special values for tcell = 38400 -5 and sfnoffset = 1027. As a result of TTCN CR R5s070026,these values were not updated in TTCN.

	Summary of change
	Added tcv_CellInfoB.tCell:= 38400 -5, tcv_CellInfoB.sfnOffset := 1027)

	Source of change
	New change

	Label
	WA#RRC
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