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9.4.2
Open Loop Diversity Performance
9.4.2.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA.

9.4.2.2
Minimum requirements

For the test parameters specified in Table 9.4.2.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.2.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).
Table 9.4.2.1: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-10

	HS-SCCH UE Identity
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2.2: Minimum requirement for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.6
	0
	0.05

	2
	PA3
	-13.4
	5
	0.01

	3
	VA30
	-11.5
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.2. 

9.4.2.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.2.2.

9.4.2.4
Method of test

9.4.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector as shown in figure A.12.

2.
Set the test parameters for test 1-3 as specified in table 9.4.2.4 and 9.4.2.5. Setup fading simulators as fading condition, which are described in table D.2.2.1A and clause D.2.5.

9.4.2.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with the exceptions for information elements listed in table 9.4.2.3, with levels according to table E.5.0.

3.
Once the HSDPA connection is setup, change levels according to Table E.5.4A and start transmitting HSDPA Data.

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

Table 9.4.2.3: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.4.2.5
Test Requirements

Tables 9.4.2.4. and 9.4.2.5 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.2.5. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.2.4: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-9.9

	HS-SCCH UE Identity
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	MAC-d PDU size
	Bits
	112

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Number of HARQ processes
	
	2


Table 9.4.2.5: Test requirement for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.5
	0.8
	0.05

	2
	PA3
	-13.3
	5.8
	0.01

	3
	VA30
	-11.4
	0.8
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.4.2A
Open Loop Diversity Performance - Enhanced Performance Requirements Type 1

9.4.2A.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 1.

9.4.2A.2
Minimum requirements

For the test parameters specified in Table 9.4.2A.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.2A.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em). 
Table 9.4.2A.1: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-10

	HS-SCCH UE Identity
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2A.2: Minimum requirement for Enhanced performance requirements type 1 for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-15.2
	0
	0.01

	2
	VA30
	-16.4
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.2. 

9.4.2A.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.2A.2.

9.4.2A.4
Method of test

9.4.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.

2.
Set the test parameters for test 1-2 as specified in table 9.4.2A.4 and 9.4.2A.5. Setup fading simulators as fading condition, which are described in table D.2.2.1A and clause D.2.5. The configuration of the downlink channels is defined in table E.5.4A.

9.4.2A.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection with looping back 12.2kbps RMC according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with the exceptions for information elements listed in table 9.4.2A.3, with levels according to table E.5.0.

3.
Once the HSDPA connection is setup, change levels according to Table E.5.4A and start transmitting HSDPA Data.

4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

Table 9.4.2A.3: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


SYSTEM INFORMATION BLOCK TYPE11

	Information Element
	Value/remark

	New intra-frequency cells
	

	- Intra-frequency cell id
	1

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.4.2A.5
Test Requirements

Tables 9.4.2A.4. and 9.4.2A.5 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.2A.5. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.2A.4: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-9.9

	HS-SCCH UE Identity
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	MAC-d PDU size
	Bits
	112

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Number of HARQ processes
	
	2


Table 9.4.2A.5: Test requirement for Enhanced performance requirements type 1 for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-15.1
	0.8
	0.01

	2
	VA30
	-16.3
	0.8
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

E.5
HSDPA DL Physical channels

E.5.0
Downlink Physical Channels for connection set-up

Table E.5.0: Levels for HSDPA connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-3.1


E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.7A, 5.9A, 5.10A, 5.13.1A, 6.3A, 9.2.1A to 9.2.1F, 9.3.1 and 9.3.2. Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2D, 9.3.3 and 9.3.4. Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3D, 9.3.5 and 9.3.6. Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A. Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A.

Table E.5.1: Downlink physical channels for HSDPA receiver testing for Single Link performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.2: Downlink physical channels for HSDPA receiver testing for Open Loop Transmit Diversity performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
[image: image33.wmf]or
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1: 
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.3: Downlink physical channels for HSDPA receiver testing for Closed Loop
Transmit Diversity (Mode-1) performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance

	Parameter
	Units
	Value
	Comment

	CPICH 
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	dB
	-10
	

	CCPCH 
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	dB
	-12
	Mean power level is shared with SCH.

	SCH 
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	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH 
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	dB
	-15
	

	HS-PDSCH-1 
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	dB
	-10
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
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	dB
	Test Specific
	All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4A: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection with Open Loop Transmit Diversity performance.
	Parameter
	Units
	Value
	Comment

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	HS-PDSCH-1 
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	dB
	-10 dB
	1. STTD applied.
2.HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.
3. Total power from both antennas

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
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	dB
	Test Specific
	1. UE assumes STTD applied.
2.All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


E.5.2
HSDPA OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for HSDPA performance assessment are defined in Table E.5.5. The selected codes are designed to have a single length-16 parent code.

Table E.5.5: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.
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