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	Reason for change:
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	1/ As per 34.1.23-1 at step12 “12 PDUs” are sent as a result UE will loop back 

   12 PDUs hence tcv_NumPDU should be set to 12 instead of 10.
  2/ Change 7 as per R5s070103 is incorrectly implemented. 



	
	

	Summary of change:
(

	1/ In “lt_LocalTest”  line number 29, modified (tcv_NumPDU :=10)  to 

   (tcv_NumPDU:=12).

2/  In “lt_CleanAnyRetransmissions”  line number 98, modified 

     [tcv_NumPDU = 0] to [tcv_NumPDU <>0]
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Change 1

	lt_LocalTest

	22
	 
	+lt_Send2SDU (0)
	 
	 
	step 1

	23
	 
	 +ts_SS_E_DCH_SendAG ( 
tsc_NodeB_1, 
5,activateNow: NULL)
	 
	 
	step 2 
@sic R5-063568 sic@

	24
	 
	  +lt_Step3
	 
	 
	step 3

	25
	 
	   +ts_SS_E_DCH_SendAG ( 
tsc_NodeB_1, 
1,activateNow: NULL)
	 
	 
	step 4 
@sic R5-063568 sic@

	26
	 
	    +lt_Step5
	 
	 
	step 5

	27
	 
	     +ts_SS_E_DCH_SendAG ( 
tsc_NodeB_1, 
5,activateNow: NULL)
	 
	 
	step 6 
@sic R5-063568 sic@

	28
	 
	      +lt_Step7
	 
	 
	step 7

	29
	 
	       (tcv_NumPDU :=10)
	 
	 
	Number of loop Back PDU's to be received

	30
	 
	       (tcv_NumPDU :=12)
	 
	 
	Number of loop Back PDU's to be received

	31
	 
	        +ts_SS_E_DCH_MACe_NackConfig ( tsc_NodeB_1, -1, 15)
	 
	 
	Step 8 
NACK all HARQ Process with MAX Retransmissions 15


Change 2

	lt_CleanAnyRetransmissions

	92
	 
	[ TRUE]
	 
	 
	 

	93
	Loop3
	 TM ? RLC_TR_MACesDATA_IND [ tcv_HARQProcess = RLC_TR_MACesDATA_IND. cfn MOD 4]
	ca_RLC_TR_MACesDATA_IND_Happy (tsc_RB_DTCH_E_DCH_MAC1,?, 7,tsc_E_DCH_DDI_5,5,2,c_MACesSDU_List2 (?))
	 
	Retransmission with happyTTI=10 => SubFrame = 7 
TSN=5 
Happy Bit set happy 
This PDU is Nacked

	94
	 
	  ->Loop3
	 
	 
	 

	95
	 
	 TM ? RLC_TR_MACesDATA_IND (tcv_NumPDU := tcv_NumPDU - 2, tcv_ExpectedTSN_RB25:= (tcv_ExpectedTSN_RB25+1) MOD 64)
	ca_RLC_TR_MACesDATA_IND (tsc_RB_DTCH_E_DCH_MAC1,?, 7,tsc_E_DCH_DDI_5,tcv_ExpectedTSN_RB25,2,c_MACesSDU_List2 (?))
	 
	Loop Backed data of step 12 
TTI=10 => SubFrame = 7 
TSN=Next 
Happy Bit Not Checked 
This PDU is Acked 
@sic R5s070103 sic@

	96
	 
	  ->Loop3
	 
	 
	 

	97
	 
	 ? TIMEOUT t_Dly
	 
	 
	 

	98
	 
	  [tcv_NumPDU =0]
	 
	(P)
	@sic R5s070103 sic@

	99
	 
	  [tcv_NumPDU =0]
	 
	(F)
	@sic R5s070103 sic@

	100
	 
	  [tcv_NumPDU <>0]
	 
	(F)
	@sic R5s070103 sic@
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