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Progress Report since the last TSG (for all involved WGs):

During TSG RAN WG5#36 meeting 13 contributions were presented and discussed for this work item. In RAN WG5 RF/RRM Working Group, 10 test cases have been agreed for TS 34.121-1 and CRs are in documents [2…13]. These test cases have been updated as per the changes to the core specifications.
List of Completed elements (for complex work items):

Not Applicable
List of open issues:

None

Estimates of the level of completion (when possible):

100%
WI completion date review resulting from the discussion at the working group:

RAN#37 (The work item is complete.)  
References to WG's internal documentation and/or TRs:

[1]   R5-070140
Work Plan for Conformance Test aspects –  Minimum UE performance requirement for downlink physical channels in support of E-DCH operation based on type 1 enhanced receiver
[2]   R5-070343
New E-DCH Connection Diagram: 2 cells/Fading/RX-diversity 
[3]   R5-070388
Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (10 ms TTI) - Enhanced Performance Requirements Type 1 
[4]   R5-070389
Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (2 ms TTI) - Enhanced Performance Requirements Type 1 
[5]   R5-070390
Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell   (10 ms TTI) - Enhanced Performance Requirements Type 1 
[6]   R5-070391
Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell    (2 ms TTI) - Enhanced Performance Requirements Type 1 
[7]   R5-070392
Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance   (10 ms TTI) - Enhanced Performance Requirements Type 1 
[8]     R5-070393
Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance (2 ms TTI) - Enhanced Performance Requirements Type 1 
[9]   R5-070394
Detection of E-DCH Relative Grant Channel (E-RGCH) - Detection in Inter-Cell Handover conditions - Enhanced Performance Requirements Type 1 
[10]   R5-070395
Demodulation of E-DCH Absolute Grant Channel (E-AGCH) - Single Link Performance - Enhanced Performance Requirements Type 1 
[11]   R5-070396
Measurement uncertainties for E-DCH RX diversity (Type 1) tests 
[12]   R5-070414 
Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (10 ms TTI) - Enhanced Performance Requirements Type 1 
[13]   R5-070415
Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (2 ms TTI) - Enhanced Performance Requirements Type 1 
