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8.3
Dedicated Procedures

8.3.1
Radio Link Setup

#Partially Omitted
8.3.1.2
Successful Operation

#Partially Omitted
Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or the last Radio Link is deleted.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the DRNS shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD - If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to "SF/2" in the RADIO LINK SETUP REQUEST message and the UE Context is configured to use DPCH in the downlink, the DRNS shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK SETUP RESPONSE message indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE and the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, when activating the Transmission Gap Pattern Sequence(s), the information provided by the Downlink Compressed Mode Method IE if included for the concerned Transmission Gap Pattern Sequence(s).]

[FDD - DL Code Information]:

[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]
[FDD – Phase Reference Handling]:
[FDD – If Primary CPICH is not to be used as a Phase Reference for this Radio Link, the DRNC shall include the Primary CPICH Usage For Channel Estimation IE set to the value "Primary CPICH shall not be used" in the RADIO LINK SETUP RESPONSE message.]

[FDD – If Secondary CPICH may be used as a Phase Reference for this Radio Link, the DRNC shall include the Secondary CPICH Information IE in the RADIO LINK SETUP RESPONSE message.]

[FDD – If the DRNC doesn’t include the Secondary CPICH Information IE in the RADIO LINK SETUP RESPONSE message, it shall not include the Primary CPICH Usage For Channel Estimation IE set to the value "Primary CPICH shall not be used" in the RADIO LINK SETUP RESPONSE message.]

General:
[FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE are included, the DRNS may use this information to speed up the detection of UL synchronisation on the Uu interface.]

[FDD - If the received Limited Power Increase IE is set to "Used", the DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control.]

[TDD - If the RADIO LINK SETUP REQUEST message includes the [1.28 Mcps TDD and 3.84 Mcps TDD - Maximum Number of DL Physical Channels per Timeslot IE] [7.68 Mcps TDD - Maximum Number of DL Physical Channels per Timeslot 7.68 Mcps IE] the DRNC shall take this value into account when allocating physical resources, otherwise the DRNC can assume that this UE capability is consistent with the other signalled UE capabilities.]

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Support for 8PSK IE within the DL Physical Channel Information IE or UL Physical Channel Information IE, the DRNC shall take this into account in the specified direction when allocating physical resources, otherwise the DRNC can assume that this UE does not support 8PSK resource allocation.]

[1.28Mcps TDD - If  the RADIO LINK SETUP REQUEST message includes the Support for PLCCH IE within the DL Physical Channel Information IE , the DRNC shall take this into account when allocating PLCCH sequence numbers, otherwise the DRNC can assume that this UE does not support PLCCH.]

[FDD – If the RADIO LINK SETUP REQUEST message includes the DL DPCH Information IE, then the DRNS shall configure the concerned UE Context to use DPCH in the downlink, i.e. with a DL DPCCH and a DL DPDCH.]

[FDD – If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE, then:]

-
[FDD – The DRNS shall configure the concerned UE Context to use F-DPCH in the downlink, i.e. with transmission of only the TPC field.]

-
[FDD – If the F-DPCH Information IE includes the F-DPCH Slot Format Support Request IE, then the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to [8] and include the F-DPCH Slot Format IE in the RADIO LINK SETUP RESPONSE message. If the F-DPCH Information IE includes the F-DPCH Slot Format IE, the DRNC may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]
[FDD - E-DPCH Handling:]
[FDD - If the UL DPDCH Indicator for E-DCH operation IE is included in the UL DPCH Information IE and set to "UL-DPDCH not present" the Min UL Channelisation Code Length IE, the Puncture Limit IE and the TFCS IE, within the UL DPCH Information IE shall be ignored.]

[FDD - Continuous Packet Connectiviy Handling]:

[FDD – If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]

· [FDD – The DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DTX operation according to [10].]
· [FDD – If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DRX operation according to [10].]

[FDD – If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD – The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for Continuous Packet Connectiviy HS-SCCH less operation according to [10].]

-
[FDD – The DRNS shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK SETUP RESPONSE message.] 

-
[FDD – If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the DRNC shall include HS-PDSCH Second Code Index IE in the RADIO LINK SETUP RESPONSE message.]
Radio Link Handling:
#Partially Omitted
8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.2
Successful Operation

#Partially Omitted
Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE, the DRNS shall apply the parameters to the new configuration as follows:]
-
[FDD - If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the DRNS shall apply this Uplink Scrambling Code to the new configuration.]
-
[FDD - If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the DRNS shall apply the new Min UL Channelisation Code Length in the new configuration. The DRNS shall apply the contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the TFCS IE, the DRNS shall use the TFCS IE for the UL when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPCCH Slot Format IE, the DRNS shall apply the new Uplink DPCCH Slot Format to the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL SIR Target IE, the DRNS shall use the value for the UL inner loop power control when the new configuration is being used.]

-
[FDD - If the UL DPCH Information IE includes the Puncture Limit IE, the DRNS shall apply the value in the uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Diversity Mode IE, the DRNS shall apply diversity according to the given value.]

-
[FDD – If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE and it is set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE and the concerned UE Context is configured to use F-DPCH in the downlink in the old configuration, the DRNS shall configure the concerned UE Context to use DPCH in the downlink in the new configuration. In this case, if at least one Transmission Gap Pattern Sequence is configured with an SF/2 downlink compressed mode method in the new configuration, the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK RECONFIGURATION READY message indicating for each Channelisation Code whether the alternative scrambling code shall be used or not].
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Power Information IE, the DRNS shall use the information contained in it for the power settings of the DL DPCH. In particular, if the received Inner Loop DL PC Status IE is set to "Active", the DRNS shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the DRNS shall deactivate the inner loop DL power control for all RLs according to ref. [10]. Furthermore, the DRNC shall include the DL Code Information IE in the RADIO LINK RECONFIGURATION READY.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE, the DRNS shall apply the parameters to the new configuration as follows:]
-
[FDD - If the DL DPCH Information IE includes the Number of DL Channelisation Codes IE, the DRNS shall allocate given number of Downlink Channelisation Codes per Radio Link and apply the new Downlink Channelisation Code(s) to the new configuration. Each Downlink Channelisation Code allocated for the new configuration shall be included in the RADIO LINK RECONFIGURATION READY message within the DL Code Information IE as a FDD DL Channelisation Code Number IE when sent to the SRNC. If some Transmission Gap Pattern sequences using "SF/2" method are already initialised in the DRNS, DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK RECONFIGURATION READY message in case the DRNS selects to change the Scrambling code change method for one or more DL Channelisation Code.]
-
[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]

-
[FDD - If the DL DPCH Information IE includes the TFCS IE, the DRNS shall use the TFCS IE for the DL when reserving resources for the downlink of the new configuration. The DRNS shall apply the new TFCS in the Downlink of the new configuration.]
-
[FDD - If the DL DPCH Information IE includes the DL DPCH Slot Format IE, the DRNS shall apply the new slot format used in DPCH in DL.]

-
[FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the DRNS shall apply the new signalling mode of the TFCI.]
-
[FDD - If the DL DPCH Information IE includes the Multiplexing Position IE, the DRNS shall apply the new parameter to define whether fixed or flexible positions of transport channels shall be used in the physical channel.]
-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]
-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the DRNS shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the F-DPCH Information IE, then:]

-
[FDD – The DRNS shall configure the concerned UE Context to use F-DPCH in the downlink in the new configuration.]

-
[FDD – If the F-DPCH Information IE includes the F-DPCH Slot Format Support Request IE, then the DRNS shall configure the concerned UE Context for F-DPCH Slot Format operation according to [8] and include the F-DPCH Slot Format IE in the RADIO LINK RECONFIGURATION READY message. If the F-DPCH Information IE includes the F-DPCH Slot Format IE, the DRNC may use the F-DPCH Slot Format IE to determine the F-DPCH slot format.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated or once the previous Compressed Mode Configuration has been deactivated. This new Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or until the last Radio Link is deleted.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE and the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence within the Transmission Gap Pattern Sequence Information IE is set to "SF/2" and the UE Context is configured to use DPCH in the downlink in the new configuration, the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK RECONFIGURATION READY message indicating for each Channelisation Code whether the alternative scrambling code shall be used or not].

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DPCH Information IE, the DRNS shall apply the parameters to the new configuration as follows:]
· [FDD - If the E-DPCH Information IE includes the Maximum Set of E-DPDCHs IE, the DRNS shall aplly the contents of the Maximum Set in the new configuration.]

· [FDD - If the E-DPCH Information IE includes the Puncture Limit IE, the DRNS shall apply the value in the uplink of the new configuration]

-
[FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the DRNS shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI Validity Indicator IE the DRNS shall ignore the value in E-DCH Minimum Set E-TFCI IE. If the E-DCH Minimum Set E-TFCI validity indicator IE is absent DRNS shall use the value for the related resource allocation operation.]

-
[FDD - If the E-DPCH Information IE includes the E-TTI IE, the DRNS shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-DPCCH Power Offset IE, the DRNS shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-RGCH 2-Index-Step IE, the DRNS shall use the value when the new configuration is being used.]
-
[FDD - If the E-DPCH Information IE includes the E-RGCH 3-Index-Step IE, the DRNS shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-DCH HARQ Info IE, the DRNS shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the HS-DSCH Configured Indicator IE, the DRNS shall use the value when the new configuration is being used.]

[FDD – If the RADIO LINK RECONFIGURATION PREPAR message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:] 

·  [FDD – The DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DTX operation according to [10].]
· [FDD – If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DRX operation according to [10].]
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:]

· [FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the DRNS shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.] 

· [FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the DRNS shall use this value to determine the beginning of uplink transmission in the new configuration according to [10].]
· [FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the DRNS shall use this information to modify the indicated DTX Information parameter in the new configuration.]
· [FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the DRNS shall use this information to modify the indicated DRX Information in the new configuration.]
· [FDD - If the CPC DPCCH Slot Format IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the DRNS shall apply the indicated DPCCH slot format in the new configuration.]
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD – The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for Continuous Packet Connectiviy HS-SCCH less operation according to [10].]

-
[FDD – The DRNS shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the DRNC shall include HS-PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION READY message.]
[TDD - UL/DL CCTrCH Modification]

#Partially Omitted
8.3.8
Physical Channel Reconfiguration
8.3.8.2
Successful Operation
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Figure 16: Physical Channel Reconfiguration procedure, Successful Operation

When the DRNC detects the need to modify one of its physical channels, it shall send a PHYSICAL CHANNEL Reconfiguration Request to the SRNC.

The PHYSICAL CHANNEL Reconfiguration Request message contains the new value(s) of the physical channel parameter(s) of the radio link for which the DRNC is requesting the reconfiguration.

[FDD - If compressed mode is prepared or active and at least one of the downlink compressed mode methods is "SF/2", the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the DL Code Information IE in the PHYSICAL CHANNEL Reconfiguration Request message indicating for each DL Channelisation Code whether the alternative scrambling code will be used or not if the downlink compressed mode methods "SF/2" is activated.]

[TDD - The SRNC shall apply the new values for any of [3.84Mcps TDD - UL Code Information IE, Midamble Shift And Burst Type IE,] [1.28Mcps TDD - UL Code Information LCR IE, Midamble Shift LCR IE,] [7.68 Mcps TDD - UL Code Information 7.68 Mcps IE, Midamble Shift And Burst Type 7.68 Mcps IE,] TDD DPCH Offset IE, Repetition Period IE, Repetition Length IE, or TFCI presence IE included in the UL DPCH Information IE within the PHYSICAL CHANNEL RECONFIGURATION REQUEST message, otherwise the previous values specified for this DPCH shall still apply.]
[TDD - The SRNC shall apply the new values for any of [3.84Mcps TDD - DL Code Information IE, Midamble Shift And Burst Type IE,] [1.28Mcps TDD - DL Code Information LCR IE, Midamble Shift LCR IE,] [7.68 Mcps TDD - DL Code Information 7.68 Mcps IE, Midamble Shift And Burst Type 7.68 Mcps IE,] TDD DPCH Offset IE Repetition Period IE, Repetition Length IE, or TFCI presence IE included in the DL DPCH Information IE within the PHYSICAL CHANNEL RECONFIGURATION REQUEST message, otherwise the previous values specified for this DPCH shall still apply.]

[3.84 Mcps TDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes HS-PDSCH Timeslot Specific Information IE the SRNC shall apply the values of the Midamble Shift And Burst Type IE for each HS-PDSCH timeslot.]

[1.28 Mcps TDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes HS-PDSCH Timeslot Specific Information LCR IE the SRNC shall apply the values of the Midamble Shift LCR IE for each HS-PDSCH timeslot.]

[1.28 Mcps TDD – if the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes the PLCCH Information IE the SRNC shall modify, delete or grant a new PLCCH assignment to the indicated timeslot of the indicated UL DCH-type CCTrCH according to its content.]

[7.68 Mcps TDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes HS-PDSCH Timeslot Specific Information 7.68 Mcps IE the SRNC shall apply the values of the Midamble Shift And Burst Type 7.68 Mcps IE for each HS-PDSCH timeslot.] 
[FDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes F-DPCH Slot Format IE the SRNC shall apply the values of the F-DPCH Slot Formats IE for F-DPCH Slot Format operation.]
Upon receipt of the PHYSICAL CHANNEL Reconfiguration Request, the SRNC shall decide an appropriate execution time for the change. The SRNC shall respond with a PHYSICAL CHANNEL Reconfiguration Command message to the DRNC that includes the CFN IE indicating the execution time.

At the CFN, the DRNS shall switch to the new configuration that has been requested, and release the resources related to the old physical channel configuration.

8.3.8.3
Unsuccessful Operation
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Figure 17: Physical Channel Reconfiguration procedure, Unsuccessful Operation

If the SRNC cannot accept the reconfiguration request it shall send the PHYSICAL CHANNEL RECONFIGURATION FAILURE message to the DRNC, including the reason for the failure in the Cause IE.

Typical cause values are:

Radio Network Layer Causes:

-
Reconfiguration not Allowed.

8.3.8.4
Abnormal Conditions

While waiting for the PHYSICAL CHANNEL Reconfiguration Command message, if the DRNC receives any of the RADIO LINK RECONFIGURATION PREPARE, RADIO LINK RECONFIGURATION REQUEST, or RADIO LINK DELETION REQUEST messages, the DRNC shall abort the Physical Channel Reconfiguration procedure. These messages thus override the DRNC request for physical channel reconfiguration.

When the SRNC receives a PHYSICAL CHANNEL RECONFIGURATION REQUEST message while a Synchronised Radio Link Reconfiguration procedure, Unsynchronised Radio Link Reconfiguration procedure or Radio Link Deletion procedure is ongoing, the SRNC shall ignore the request message and assume that receipt of any of the messages RADIO LINK RECONFIGURATION PREPARE, RADIO LINK RECONFIGURATION REQUEST or RADIO LINK DELETION REQUEST by the DRNC has terminated the Physical Channel Reconfiguration procedure. In this case the SRNC shall not send a PHYSICAL CHANNEL RECONFIGURATION FAILURE message to the DRNC.
9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	Reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	Reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	Reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	Reject

	UL DPCH Information
	
	1
	
	
	YES
	Reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	Reject

	>UL DPDCH Indicator for E-DCH operation
	C-EDCHInfo
	
	9.2.2.52A
	
	YES
	Reject

	DL DPCH Information
	
	0..1
	
	
	YES
	Reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	Reject

	RL Information
	
	1…<maxnoofRLs>
	
	
	EACH
	Notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	Ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	Ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	Reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	Ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	Reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	Reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	Ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	Reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	Reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	Ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	Ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	Reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	Reject

	MBMS Bearer Service List
	
	0…<maxnoofMBMS>
	
	
	GLOBAL
	Notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	Reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	Reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	Reject

	F-DPCH Information
	
	0..1
	
	
	YES
	Reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	Reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	Ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	Reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	Reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	Reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	Reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	Reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	Reject

	UL DPCH Information
	
	0..1
	
	
	YES
	Reject

	>UL Scrambling Code
	O
	
	9.2.2.53
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Min UL Channelisation Code Length
	O
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.52
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.52A
	
	YES
	Reject

	DL DPCH Information
	
	0..1
	
	
	YES
	Reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	O
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.26
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	Reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits
	_
	

	>>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCHs To Modify
	O
	
	FDD DCHs To Modify

9.2.2.13C
	
	YES
	Reject

	DCHs To Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	Reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	Reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	Reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH
	YES
	Ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	Ignore

	>DL DPCH Timing   Adjustment
	O
	
	9.2.2.9A
	Required RL Timing Adjustment 
	YES
	Reject

	>Phase Reference Update Indicator
	O
	
	9.2.2.27B
	
	YES
	Ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	Reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	Reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	Reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	Reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.30Q
	
	YES
	Reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information

9.2.1.30OA
	
	YES
	Reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	Reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	Reject

	E-DPCH Information 
	
	0..1
	
	
	YES
	Reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.4G
	
	–
	

	>E-TTI
	O
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	O
	
	9.2.2.4B
	
	YES
	Reject

	E-DCH FDD Information to Modify
	O
	
	9.2.2.4F
	
	YES
	Reject

	E-DCH MAC-d Flows to Add
	O
	
	E-DCH MAC-d flows Information 9.2.2.4MC
	
	YES
	Reject

	E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	YES
	Reject

	Serving E-DCH RL
	O
	
	9.2.2.38C
	
	YES
	Reject

	F-DPCH Information
	
	0..1
	
	
	YES
	Reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	Reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Fast Reconfiguration Mode
	O
	
	9.2.2.70
	
	YES
	Ignore

	CPC Information
	
	0..1
	
	
	YES
	Reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.73
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present only if the Min UL Channelisation Code length IE equals to 4.

	SlotFormat
	The IE shall only be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE is present in the UL DPCH Information IE and is not equal to "none".


	Range bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE.

	maxnoofRLs
	Maximum number of RLs for a UE.


9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information
	
	1
	
	
	YES
	Reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	Notify

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore


9.3.3
PDU Definitions

#Partially Omitted
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID




CRITICALITY reject
TYPE RNC-ID





PRESENCE mandatory} |

{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE optional
} |


{ ID id-DCH-FDD-Information

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |

{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


not-Used-sSDT-CellIdLength

NULL


OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode



CRITICALITY reject

EXTENSION DPC-Mode



PRESENCE optional }|


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE conditional },

-- This IE shall be present if E-DPCH Information IE is present.


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is equal to any of the values from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



PowerOffsetInformation-RL-SetupRqstFDD,

fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}
PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
}
}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE shall be present if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Enhanced-PrimaryCPICH-EcNo
CRITICALITY ignore
EXTENSION Enhanced-PrimaryCPICH-EcNo
PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info

CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info


PRESENCE optional
}|

{ ID id-DelayedActivation


CRITICALITY reject
EXTENSION DelayedActivation



PRESENCE optional }|


{ ID id-CellPortionID



CRITICALITY ignore
EXTENSION CellPortionID 



PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information


CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 


PRESENCE optional }|


{ ID id-EDCH-RL-Indication





CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay 

PRESENCE optional },

...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity





PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information



CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information




PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID












PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List



CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List





PRESENCE optional }|


{ ID id-EDPCH-Information





CRITICALITY reject

EXTENSION EDPCH-Information-FDD




PRESENCE optional }|


{ ID id-EDCH-FDD-Information




CRITICALITY reject

EXTENSION EDCH-FDD-Information





PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id





CRITICALITY reject

EXTENSION EDCH-Serving-RL














PRESENCE optional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD









PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed






PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation

CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation









PRESENCE optional }|

{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN


















PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-DTX-DRX-Information


CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-DTX-DRX-Information









PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information

CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information









PRESENCE optional }|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

F-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }




OPTIONAL,


...
}
F-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormatSupportRequest

CRITICALITY reject


EXTENSION F-DPCH-SlotFormatSupportRequest

PRESENCE optional
}|


{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}
PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,


iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

#Partially Omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-FDD-DCHs-to-Modify

CRITICALITY reject
TYPE FDD-DCHs-to-Modify

PRESENCE optional
} |


{ ID id-DCHs-to-Add-FDD

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-RL-InformationList-RL-ReconfPrepFDD
CRITICALITY reject
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode

OPTIONAL,


ul-SIRTarget




UL-SIR




OPTIONAL,


minUL-ChannelisationCodeLength
MinUL-ChannelisationCodeLength 
OPTIONAL,


maxNrOfUL-DPDCHs



MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 --,


ul-PunctureLimit



PunctureLimit


OPTIONAL,


tFCS






TFCS 
OPTIONAL,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat

OPTIONAL,


diversityMode




DiversityMode


OPTIONAL,

not-Used-sSDT-CellIDLength

NULL

OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE optional
},


...

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {

tFCS






TFCS
OPTIONAL,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat

OPTIONAL,

nrOfDLchannelisationcodes

NrOfDLchannelisationcodes
OPTIONAL,

tFCI-SignallingMode



TFCI-SignallingMode

OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is from 12 to 16 --,


multiplexingPosition


MultiplexingPosition

OPTIONAL,


limitedPowerIncrease


LimitedPowerIncrease

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-Power-Information-RL-ReconfPrepFDD
CRITICALITY reject
EXTENSION DL-DPCH-Power-Information-RL-ReconfPrepFDD
PRESENCE optional
},


...

}

DL-DPCH-Power-Information-RL-ReconfPrepFDD ::= SEQUENCE {


powerOffsetInformation




PowerOffsetInformation-RL-ReconfPrepFDD,


fdd-TPC-DownlinkStepSize



FDD-TPC-DownlinkStepSize,


innerLoopDLPCStatus





InnerLoopDLPCStatus,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-Power-Information-RL-ReconfPrepFDD-ExtIEs } }
OPTIONAL,


...
}

DL-DPCH-Power-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-ReconfPrepFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO2-ForTPC-Bits






PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-RL-ReconfPrepFDD-ExtIEs} }
OPTIONAL,


...
}

PowerOffsetInformation-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfPrepFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepFDD

DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfPrepFDD


::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-Information-RL-ReconfPrepFDD-IEs} }

RL-Information-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDD

CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepFDD

PRESENCE mandatory
}
}

RL-Information-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID





RL-ID,


not-Used-sSDT-Indication


NULL

OPTIONAL,


not-Used-sSDT-CellIdentity


NULL

OPTIONAL,

transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present if Diversity Mode IE is present in UL DPCH Information IE and is not equal to "none"

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-DLReferencePower




CRITICALITY ignore
EXTENSION
DL-Power



PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info



CRITICALITY
ignore
EXTENSION RL-Specific-DCH-Info
PRESENCE 
optional
}|

{ ID id-DL-DPCH-TimingAdjustment


CRITICALITY reject
EXTENSION DL-DPCH-TimingAdjustment
PRESENCE optional }|


{ ID id-Phase-Reference-Update-Indicator
CRITICALITY ignore
EXTENSION Phase-Reference-Update-Indicator
PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information

CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 

PRESENCE optional }|


{ ID id-EDCH-RL-Indication




CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional },


...

}

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-FDD-Information






CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify




CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add






CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID








CRITICALITY reject
EXTENSION RL-ID











PRESENCE optional}|


{ ID id-EDPCH-Information







CRITICALITY reject
EXTENSION EDPCH-Information-RLReconfPrepare-FDD





PRESENCE optional}|


{ ID id-EDCH-FDD-Information






CRITICALITY reject
EXTENSION EDCH-FDD-Information





PRESENCE optional}|


{ ID id-EDCH-FDD-Information-To-Modify




CRITICALITY reject
EXTENSION EDCH-FDD-Information-To-Modify


PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Add






CRITICALITY reject
EXTENSION EDCH-MACdFlows-Information



PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Delete





CRITICALITY reject
EXTENSION EDCH-MACdFlows-To-Delete




PRESENCE optional}|


{ ID id-Serving-EDCHRL-Id







CRITICALITY reject
EXTENSION EDCH-Serving-RL







PRESENCE optional }|


{ ID id-F-DPCH-Information-RL-ReconfPrepFDD



CRITICALITY reject
EXTENSION F-DPCH-Information-RL-ReconfPrepFDD
PRESENCE optional}|


{ ID id-Fast-Reconfiguration-Mode





CRITICALITY ignore
EXTENSION Fast-Reconfiguration-Mode




PRESENCE optional }|


{ ID id-CPC-Information








CRITICALITY reject
EXTENSION CPC-Information







PRESENCE optional},

...

}

F-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} }




OPTIONAL,


...
}
F-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormatSupportRequest

CRITICALITY reject


EXTENSION F-DPCH-SlotFormatSupportRequest

PRESENCE optional
}|


{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}
PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,


iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

#Partially Omitted
-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstFDD
CRITICALITY reject
TYPE RL-Information-PhyChReconfRqstFDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstFDD ::= SEQUENCE {


rL-ID





RL-ID,


dl-CodeInformation



DL-CodeInformationList-PhyChReconfRqstFDD,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-PhyChReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-PhyChReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}

DL-CodeInformationList-PhyChReconfRqstFDD 

::= ProtocolIE-Single-Container { {DL-CodeInformationListIEs-PhyChReconfRqstFDD} }

DL-CodeInformationListIEs-PhyChReconfRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation
CRITICALITY notify
TYPE FDD-DL-CodeInformation
PRESENCE mandatory
}
}

PhysicalChannelReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************
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