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Abstract of document:

The present document describes the signalling protocol over the X2 interface.
Changes since last presentation to TSG-RAN Meeting #36:
First delivery for TSG-RAN for information.
Outstanding Issues:
Section 8: X2AP Procedures:
Procedures for support of RRM (as agreed in RAN1) missing.

Section 8.2: Handover Preparation
1.Which node (source or target eNB) decides on how data forwarding should be performed (and the related signalling).

2. The relation between the GTP tunnel end point allocated by the HANDOVER REQUEST ACKNOWLEDGE message, and corresponding GTP tunnel endpoints allocated in the S1 Path Switching message is FFS.

Section 8.4:Handover Cancel
- term protocol peer ok?
- do we need the abnormal case or should it be covered by error handling
- could the HO Cancel be triggered by timer expiry, need to specify it?

Section 9: Elements for X2AP Communication
1. Details on the Connection Management Identifiers. When general principles and consistency with S1AP has been decided all X2AP procedures will need to be revised.

Contentious Issues:

Section 8.2: Handover Preparation

Two options discussed for control of data forwarding so far:

- tNB allocated TEID for some bearers, and sNB decides to which TEIDs forwarding is done.

- sNB indicates which bearers will be forwarded, tNB alloctes TEIDs for thoose bearers.
