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2 Correction to  RRC testcase 8.3.4.10
2.1 ts_SS_HSU_SHO_ChangeServingCell : lt_MoveToNewCell

Test step name
ts_SS_HSU_SHO_ChangeServingCell : lt_MoveToNewCell

Reason for change
According to 34.123-3, the procedure for setting up setting up serving E-DCH cells,  Ul-DPCH  is  configured/modified and then configure HSU channels.

similar procedure is also done in test step ts_SS_HSU_SHO_CellSetupNonServingConfiguration, where UL-DPCH is setup first before configuring HSU channels 

Therefore we feel the same procedure should be followed in ts_SS_HSU_SHO_ChangeServingCell -> lt_MoveToNewCell.

Summary of change
Moved +lt_UL_DPCH_SetupPhyNewCell before +lt_E_AGCH_SetupInNewCell

Source of change
New change

Label
WA#HSD
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[TestSten 10 ts_85_HSU_SHO_ChangeSeningCell(
p_OldServingCelild : INTEGER,
p_NewSeningCelld : INTEGER;
p_CellConfig : RB_ConfigType;
p_ActTime : ActivationTime;
p_HSDPA_Config :HSDPA_ConfigType;
p_HSUPA_Config : HSUPA_ConfigType)

Test Step Group Ref. HSUPA_W_Steps!

p_NewSeningCelld,
p_HSDPA_Config,
£_55_AddOrReconMAC_dFlow(

th_55_MAC_hs_AddReconfQueue_DTCH1 (336,
tey_S8_MAChSPriority_DTCH1)),
©_TrLogMappingDL_WAC_HS,
i

10 +H_UL_DPCH_SetupPhyNewCell

11 TE_AGCH_SelTNewCel

12 +15_85_ModifySening_MACe(
tov_TmpCellinfo.node8_Id,
TRUE,

©_ActivateCNF (p_ActTime))

Objective: comrmon step to change sening cell for HSUPAHSDPA

Defauls 55_Def

Comments:

(] Behaviour Description I Caonstraint Ref =0 Comments

1 +It_MoveF romOldCell

2 +It_MoveToNewCel

t_MoveF romoldCell

3 +ts_SefTmpCellinfo (p_OldSenvingCellid)

4 +5_85_RelHSPDSCH_ActTime ( release MAC-hs, TICHS upon
b_OldSeningCelld, HE-DSCHand all HSDPA specific
p_ActTime) channels

5 +15_85_StopRL_ActTime(

p_oldSeningCelld,
tse_E_AGCH,
p_ActTime)

6 +5_88_ModifySening_MACe( > connected to MACes = FALSE
tow_TmpCellinfo. nodeB_id,
FALSE,
c_ActivaleCNF (p_ActTime))

7 +I_UL_DPCH_ModifyPhyolaCell

t_MoveToNewCel

8 +ts_SefTmpCellinfo (p_NewSeningCelld )

9 +t5_58_HS_DSCH_CanfigComrman_té( @sic WSE RES060328: priotity as

new parameter for
£h_S5_MAC_hs_AddReconiQueus_
DTCHT sic@

WAPHSU

-> connected to MACes = TRUE





2.2 tc_8_3_4_10 :lt_TestBody

Test step name
Tc_8_3_4_10 : lt_TestBody

Reason for change
The cell config cell_DCH_dlSRB_E_HS is not defined in test step ts_CalculateActTime and therefore activation time will not be calculated.

Summary of change
Change to use ts_CalculateActTime_r6

Source of change
New change

Label
WA#HSD
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+15_55_HSU_SHO_CellSetupNonSenvingCanfiguration(
tsc_CellB,
tse_NodeB_2,
cell_DCH_HISRB_E_HS,
tey_HSUPA_Cf,
tov_DpehFrameOfiset,
©_CmTgtsmFrameOfiset_Observed (tsc_CelA,
te_C_SFN_FraffiEmm
+ts_CaleulatbActTime_ré(isc_Call)

(icv_HSUPA_Cfg primE_RNTI = tsc_E_RNTIZ,
tev_HS_Cf.hRNTI = tsc_NewHRNTIZ)
AN RLC_AM_DATA_REQ

cas_ActSetUpdate (
tsc_CellDedicated,
tse_RB2,
£s_ActSetUpdateAdd_ChangeSeningEDCH_IB (
tov_Cellindino d_integrityCheckdnfo,
to RRC_TI,
te_ActTime,
tev_CellinfoB.priSermOCode,
tov_DpehFrameOfiset,
tsc_Sf256_00,
te_CellinfoB.g|_DPCH_2ndScrCade,
©_E_HICH_Info,
©_E_RGCH_Infa,
tev_HS_Cfg,
tev_HSUPA_Cfy
n

setup 2nd cell for SHO;
o change of sening celyet,
setup of the celin advance

@sic WSE CR R5-062354 sit@
@sic R5-071430: 412> M3 5ic@

cell A since activation time is related
to CFN
WAPHSU

Steps
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