TSG-RAN Meeting #38

RP-070818
Cancun, Mexico, 27-30 November 2007
Status Report for WI to TSG

Work Item Name: MBSFN Downlink Optimized Broadcast 3.84Mcps TDD
SOURCE: Rapporteur (Ericsson)

TSG: RAN
WG: 1
E-mail address rapporteur: lars.lindbom@ericsson.com

Ref. to WI sheet: RP-070493.doc, TSGRP#36 (2007)
Progress Report since the last TSG (for all involved WGs):
No progress to report, since DOB has not been on the agenda in the working groups after the last TSG. 

List of Completed elements (for complex work items):

RAN WG1, WG2 and WG3
· [There are two complete sets of non-agreed CRs, ‎[1]-‎[9] and ‎[14]-‎[21], respectively. ]
RAN WG4

· [Non-agreed CRs ‎[10]-‎[13]]
List of open issues:

RAN WG1, WG2 and WG3
RAN WG4

· Demodulation requirements for burst type 5
· DOB changes to TS 25.142
Estimates of the level of completion (when possible):
RAN WG1:

[100%]
RAN WG2:

[100%]
RAN WG3:

[100%]
RAN WG4:

[80%]
WI completion date review resulting from the discussion at the working group:
RAN WG1:

Not changed; RAN#36 (June 2007)

RAN WG2:

Not changed; RAN#36 (June 2007)

RAN WG3:

Not changed; RAN#36 (June 2007)

RAN WG4:

Not changed; RAN#37 (September 2007)
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