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9.2.2.72
Continuous Packet Connectivity DTX-DRX Information 

The Continuous Packet Connectivity DTX-DRX Information IE defines the parameters used for Continuos Packet Connectivity DTX-DRX operation (see ref. [10]).

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE DTX DRX Offset
	M
	
	INTEGER (0..159)
	Units of subframes. Offset of the UE DTX and DRX cycles at the given TTI

	Enabling Delay
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128)
	Units of radio frames

	DTX Information
	
	1
	
	

	>CHOICE E-DCH TTI Length
	M
	
	
	

	>>2ms
	
	
	
	

	>>>UE DTX Cycle 1
	M
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20)
	Units of subframes

	>>>UE DTX Cycle 2
	M
	
	ENUMERATED (4, 5,  8, 10, 16, 20, 32, 40, 64, 80, 128, 160)
	Units of subframes

	>>>MAC DTX Cycle
	M
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20)
	Units of subframes

	>>10ms
	
	
	
	

	>>>UE DTX Cycle 1
	M
	
	ENUMERATED (1, 5, 10, 20)
	Units of subframes

	>>>UE DTX Cycle 2
	M
	
	ENUMERATED (5, 10, 20, 40, 80, 160)
	Units of subframes

	>>>MAC DTX Cycle
	M
	
	ENUMERATED (5, 10, 20)
	Units of subframes

	>Inactivity Threshold for UE DTX Cycle 2
	M
	
	ENUMERATED (1, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs

	>UE DTX Long Preamble 
	M
	
	ENUMERATED (2,4,15)
	Units of slots

	>MAC Inactivity Threshold
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of E-DCH TTIs

	>CQI DTX Timer
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of subframes

	>UE DPCCH burst1
	M
	
	ENUMERATED (1, 2, 5)
	Units of subframes

	>UE DPCCH burst2
	M
	
	ENUMERATED (1, 2, 5)
	Units of subframes

	DRX Information
	
	0..1
	
	

	>UE DRX Cycle
	M
	
	ENUMERATED (4, 5, 8, 10, 16, 20)
	Units of subframes

	>Inactivity Threshold for UE DRX Cycle
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes

	>Inactivity Threshold for UE Grant Monitoring
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs

	>UE DRX Grant Monitoring
	M
	
	BOOLEAN
	True: DRX Grant Monitoring shall be applied.

False: DRX Grant Monitoring shall not be applied.

	CPC DPCCH Slot Format
	M
	
	ENUMERATED (1, 3, 4)
	Slot format # to be used on UL DPCCH [8]


9.2.2.73
Continuous Packet Connectivity DTX-DRX Information To Modify

The Continuous Packet Connectivity DTX-DRX Information To Modify IE is used for modification of Continuous Packet Connectivity DTX-DRX information in a UE Context. The Continuous Packet Connectivity DTX-DRX Information To Modify IE shall include at least one of the following IE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE DTX DRX Offset
	O
	
	INTEGER (0..159)
	Units of subframes. Offset of the UE DTX and DRX cycles at the given TTI

	Enabling Delay
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128)
	Units of radio frames

	CHOICE DTX Information To Modify
	O
	
	
	

	>Modify
	
	
	
	

	>>CHOICE E-DCH TTI Length
	O
	
	
	

	>>>2ms
	
	
	
	

	>>>>UE DTX Cycle 1
	O
	
	ENUMERATED (1, 4, 5,  8, 10, 16, 20)
	Units of subframes

	>>>>UE DTX Cycle 2
	O
	
	ENUMERATED (4, 5,  8, 10, 16, 20, 32, 40, 64, 80, 128, 160)
	Units of subframes

	>>>>MAC DTX Cycle
	O
	
	ENUMERATED (1, 4, 5, 8, 10, 16, 20)
	Units of subframes

	>>>10ms
	
	
	
	

	>>>>UE DTX Cycle 1
	O
	
	ENUMERATED (1, 5, 10, 20)
	Units of subframes

	>>>>UE DTX Cycle 2
	O
	
	ENUMERATED (5, 10, 20, 40, 80, 160)
	Units of subframes

	>>>>MAC DTX Cycle
	O
	
	ENUMERATED (5, 10, 20)
	Units of subframes

	>>Inactivity Threshold for UE DTX Cycle 2
	O
	
	ENUMERATED (1, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs

	>>UE DTX Long Preamble 
	O
	
	ENUMERATED (2,4,15)
	Units of slots

	>>MAC Inactivity Threshold
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of E-DCH TTIs

	>>CQI DTX Timer
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of subframes

	>>UE DPCCH burst1
	O
	
	ENUMERATED (1, 2, 5)
	Units of subframes

	>>UE DPCCH burst2
	O
	
	ENUMERATED (1, 2, 5)
	Units of subframes

	>Deactivate
	
	
	
	

	CHOICE DRX Information To Modify
	O
	
	
	

	>Modify
	
	
	
	

	>>UE DRX Cycle
	O
	
	ENUMERATED (4, 5, 8, 10, 16, 20)
	Units of subframes

	>>Inactivity Threshold for UE DRX Cycle
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes

	>>Inactivity Threshold for UE Grant Monitoring
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs

	>>UE DRX Grant Monitoring
	O
	
	BOOLEAN
	True = DRX Grant Monitoring shall be applied.

False = DRX Grant Monitoring shall not be applied.

	>Deactivate
	
	
	NULL
	

	CPC DPCCH Slot Format
	O
	
	ENUMERATED (1, 3,  4)
	Slot format # to be used on UL DPCCH [8]


9.3.4
Information Elements Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

Unchanged text ommitted.
Inactivity-Threshold-for-UE-DTX-Cycle2 ::= ENUMERATED {v1, v4, v8, v16, v32, v64, v128, v256}
-- Unit E-DCH TTI
Inactivity-Threshold-for-UE-DRX-Cycle ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256, v512}
-- Unit subframe

Inactivity-Threshold-for-UE-Grant-Monitoring ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256}
-- Unit E-DCH TTI
Unchanged text ommitted.
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